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2010 MINI Cooper S 1.6L Turbo I-4 
AEM-21-699 Cold Air Intake 

Corrected AVG Horsepower vs. Engine Speed 

AEM AVG HP Stock AVG HP

Peak with AEM CAI: 164.08 HP 
Peak Stock Baseline: 152.26 HP 
Max Gain: +14.14 HP @ 5400 RPM  

Peak with AEM CAI:  137.29 lb-ft 
Peak Stock Baseline:  131.00 lb-ft 
Max Gain: +11.3 ft-lb @ 3300 
RPM 

Peak with AEM CAI:  137.29 lb-ft 
Peak Stock Baseline:  131.00 lb-ft 
Max Gain: +11.3 ft-lb @ 3300 
RPM 

Run Title: Stock 2010 MINI Cooper S 1.6L Turbo 
Run Notes: Averaged baseline 3rd gear runs 

Stock: 73.3 °F, 30.05 in-Hg, SAE: 0.97, Relative Humidity: 15 %  

Run Title: AEM 2010 MINI Cooper S 1.6L Turbo 
Run Notes: Averaged AEM-21-699 CAI installed 3rd gear runs 
AEM: 73.9 °F 30.05 in-Hg, SAE: 0.97, Relative Humidity: 15 %  

 Filter and Vehicle specific data shown, results may vary for other models  
AEM21699 

80

85

90

95

100

105

110

115

120

125

130

135

140

C
o

rr
e

c
te

d
 A

V
G

 T
o

rq
u

e
 (

lb
-f

t)
 

RPM 

Corrected AVG Torque vs. Engine Speed 

AVG OEM TQ AVG AEM TQ

Peak with AEM CAI:  137.29 lb-ft 
Peak Stock Baseline:  131.00 lb-ft 
Max Gain: +11.3 ft-lb @ 3300 RPM  

Rely only on high-grade air intake systems offered on our virtual shelves. 

https://www.carid.com/aem/
https://www.carid.com/air-intakes.html

