
 

Inline Aluminum Fuel Filters
  Anodized, high flow inline filters are available with no element or with a stainless or paper element. Choose 
correct bracket and mount to chassis tubing along fuel line. Filter elements are 8" long and fit in a 9" housing. 
Overall length is 12" and outside diameter is 2". Filter flows enough fuel for any race car. Stainless elements are 
compatible with E-85 fuels.

Part No.  ALL40216-ALL40242

Blue Anodized
Size

Paper Element 
Part No.

Stainless Element 
Part No.

-8 Ends ALL40216 ALL40218*
-10 Ends ALL40217 ALL40219*
-12 Ends ALL40240 ALL40242*

REV080714

Fuel Filters Without Element (Black Anodized)
Part No. Description
ALL40244 ...............  -8 Ends
ALL40245 ...............  -10 Ends
ALL40246 ...............  -12 Ends

Replacement Parts
ALL40220 ...............Paper Element (10 Micron)
ALL40222 ...............Stainless Element (63 Micron)*
ALL40224 ...............-8 End Cap
ALL40226 ...............-10 End Cap
ALL40225 ...............-12 End Cap
ALL40236 ...............Spring
ALL40237 ...............O-Ring, 2-Pack

INLET

OUTLET

Filter Fact:
Filter element must be installed with the closed end 

and the spring toward the INLET end of housing.
The open end faces the OUTLET.

*Compatible With E-85 Fuels

*Compatible With E-85 Fuels

.
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Our website offers you a wide variety of performance fuel system parts at affordable prices. 

https://www.carid.com/performance-fuel-systems.html
https://www.carid.com/allstar-performance/



