
 

GM Locking Transmission Dipsticks
  Dipsticks feature a positive lock to keep dipstick in place and seal tight to prevent fluid leaks while sealing 
out moisture and debris. Steel case fill tubes have a gold finish, include a welded-on mounting tab and are 
fitted with a rubber grommet type seal which reduces the risk of leaks common with traditional o-ring seals. 
Locking dipstick tubes are required on 10.99 and faster drag cars.

Part No.  ALL69100-69118

Part No. ........ Description
Powerglide
ALL69100 .........Chevy Car 
ALL69102 .........Chevy Dragster
ALL69104 .........Chevy Altered
ALL69107 .........Dedenbear Car
ALL69108 .........Dedenbear Dragster

Turbo-Hydramatic 350
ALL69110 .........Chevy
ALL69111 .........Buick, Olds, Pontiac

Turbo-Hydramatic 400
ALL69112 .........Chevy
ALL69113 .........Buick, Olds, Pontiac

Chevy (Other)
ALL69116 .........Chevy 200-4R
ALL69117 .........Chevy 700R4
ALL69118 .........Chevy/GMC 4L80-E
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Rely only on high-grade performance transmission parts on our virtual shelves. 

https://www.carid.com/performance-transmission-parts.html
https://www.carid.com/allstar-performance/



