
Installation Instructions

INSTALLATION TIME SKILL LEVEL

1/4 Hour 1 - Easy

TOOLS

Vehicle Application • Jeep CJ
1976 - 1986
Part Number: 51795

Element Upper Door Kit • Jeep YJ Wrangler
1987 - 1995
Part Number: 51795

• Jeep TJ Wrangler
1997 - 2006
Part Number: 51793



Element Upper Door Kit – Installation Instructions

Parts List
Upper Door, Right Qty - 1
Upper Door, Left Qty - 1

Install the upper door into the lower door. Starting with the front pin, slip the pins into the sockets in the
lower door.  Make sure that the pins are well seated in the sockets.  Close the door to check that it fits
properly against the body.  If necessary, use the 1/8” Allen Wrench to loosen the Collars on the front
and rear upper door pins.  The Collars will slide up or down as needed to provide the best fit of the
Upper Door against the body of the vehicle.  The loop strip located on the bottom of the upper door can
be attached to hook adhered to the Door Enclosure Kit (51792-01)  If necessary for proper door fit, bend
the upper door slightly. 

Install Upper Door

Pins

1/8" Allen Wrench, Qty - 1,
Part Number 276.68

Adjustment
CollarPin

Note:   Lower Element Sport Door (51791/51794) and
Outer Door Enclosure Kit (51792-01) are sold separately.

Note: Lubricating the upper door pins
  with a light weight oil will make it easier

   to install and remove the upper door.

Find more Bestop products on our website. Shop for other body kits and ground effects on our website.

http://www.carid.com/bestop/
http://www.carid.com/body-kits.html



