
SEIRTSUDNI TSEROF KCALB moC  tnuoM tnemecalpeR enignE etelp
4S non 7B /4S non 6B / lla 5B  

6991( lla 4S/4A 5B iduA - 2002( 0.3 ,8.2 ,T8.1 4A 6B iduA ,)5.1002 - 6002( 2.3 ,T0.2 4A 7B iduA ,5002 -  )9002
8.2 ,T8.1 5.5B dna 5B tassaP WV  

 TCURTSNI NOITALLATSNI SNOI  

 :dedulcnI straP

  1 – )delbmessa( tnuoM enignE tnemecalpeR etelpmoC  

:dedeeN slooT  
- hcnerw leviws mm31 - tekcoS mm31
- 18 tekcoS mm
- tehctaR - hcnerW euqroT

 eht tfiL  tnorf  kcaj kcots eht rednu sdnats kcaj no ti troppus dna elcihev eht fo  .stniop  A REDNU KROW REVEN
!KCAJ A YB YLNO DETROPPUS ELCIHEV    IFB ehT 7/6/5B ecalpeR etepmoC em  eb lliw tnuoM enignE tn

 eht morf dellatsni mottob yab enigne eht fo  ylreporp ot enigne eht sa llew sa rac eht troppus ot yrassecen si ti ,
.ecivres siht mrofrep  *  0.3 4A 6B iduA a no nwohs si llatsni sihT –  yam uoy ,sissahc ruoy no gnidneped 

 erudecorp llatsni eht ni snoitairav thgils retnuocne –  erofeb launam riaper/ecivres lluf a tlusnoc syawla 
!ecivres gnimrofrep  

1. With the car elevated – Using the 13mm 
socket and ratchet loosen the 4 nuts for the front  
swaybar. Pull the sway bar down and out of the way. 

2. Using a jack or stiff knee, support the engine
under the oil pan – use caution to protect the pan from 
direct metal to metal contact 



.3 1 eht gnisU 8  tekcos mm – 3 eht evomer 
 emarfbus  evomer tekcos mm31 eht gnisu dna ,stlob  

 tun tnuom enigne rewol eht –  no ssecorp siht taeper  
etisoppo eht  igne owt fi( elcihev eht fo edis  stnuom en

 gnieb era i .)dellatsn  

.4 tekcarb tnuom enigne eht evomeR ot erus eb( 
 fi( sedis htob no )srotcennoc lacirtcele yna pilcnu  

htob gnillatsni  .stnuom enigne  esool won eht troppuS 
.dnats kcaj ro kcaj a htiw emarfbus  

.5 evomer ,hcnerw daeh leviws mm31 a gnisU
 enigne eht ,tnuom enigne hcae morf tun pot eht

devomer eb nac dna esool won era stnuom  

.6 tnemecalpeR etelpmoC IFB wen eht llatsnI
kcolc ot eton ekaM .noitisop yrotcaf otni tnuom  eht  

 otni ylreporp stif bat gnitacol rewol eht taht os tnuom
tekcarb emarfbus eht  

7. Reverse steps 5 through 1 and torque all bolts
and nuts to the following specifications: 

13mm Sway Bar Nuts – 30ftlbs + 90 degree turn 
18mm Subframe Bolts – 52ftlbs + 180 degree turn 
13mm Engine Mount Nuts – 36ftlbs 

8. Enjoy your new Black Forest Industries
Complete Replacement Mounts for you B5 / B6 / B7! 

Bring your life with Black Forest Industries products.                        Learn more about performance engine parts we have.

https://www.carid.com/black-forest-industries/
https://www.carid.com/engine-components.html



