r USER’S MANUAL
| MODEL:VTC175M

Rear View Camera 5"MONITORAND LICENSE PLATE CAMERA

1. BILL OF MATERIAL
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Monitor Manual Power Wire Windshield Mount Bracket
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Sunshade Camera Cable

2. SPECIFICATION

Monitor

« Screen Type: 5" Digital TFT LCD « Dimension: 4.125" (W) x 3.75" (H) x 0.5" (D)
+ 2 Video Input

- Display Format: 16:9

- Power: 3W+

» Power supply: 12VDC
- Reverse trigger wire

« PAL/ NTSC auto switch
- Pixel: 800x480

« Slim and Sleek Design
- Contrast: 350:1

Camera

* High sensitive 1/4"HD Color CMOS Sensor (1099)
* Reverse/Non-reverse image selectable

« Parking grid line on/off selectable

- Waterproof (IP68)

- Super sensitive low Lux performance


https://www.carid.com/boyo/

3. WIRING

(il p_ll'!g Red wire:12VDC

el oE Black wire:Ground
Blue wire:Reverse Light 12vDC
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——— prall Videolnput
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If using the camera as front
camera, cut the white loop
to get non-mirror image.

Camera @
If using the camera as rear

view camera, do not cut the
white loop.

To monitor -

Blue Cut the blue loop to turn off

the parking grid line.

Ground 12VDC Rear Lamp

@ Cut loop to disable grid line @

Find out more about cameras and driver safety we have.


https://www.carid.com/back-up-dash-cameras.html

