
CARR UNIVERSAL HITCH STEP INSTALLATION INSTRUCTIONS 

 

WARNINGS!WARNINGS!WARNINGS!WARNINGS!    
� NEVER USE THE UNIVERSAL HITCH STEP WITHOUT FIRST SECURING IT TO THE HITCH RECEIVER WITH A 

RETAINING PIN. 
 
� The manufacturer and distributor of this product are in no way responsible for the consumer’s failure to adhere to the warnings 

and directions of these instructions in the event of damage to the consumer’s vehicle, other properties and or personal injury. 

 
� This step will fit all vehicles with a 2” hitch receiver. 
 
� When inserting the Universal Hitch Step into your receiver, select from one of 

the two holes that best fits your receiver.  
 

� Made of die-cast aluminum alloy – super strong – won’t rust. 
 

� Non-Slip “Diamond Grip” step surface. 
 

� To keep the step moving up and down easily, be sure to grease the area 

where the stainless steel spring comes in contact with the step casting.  

Materials Furnished:

 

Universal Hitch Step, instruction 

 
 

Tools Needed:

 

Hitch pin with a kotter pin. 

 

 

 

 

 

 
 

 
 
 
 

 

 

 

 

 

 

CARR BED STEP HITCH STEPS

Part No.'s 183012 - 183142

http://www.carid.com/carr/
http://www.carid.com/hitch-steps.html

