
INSTALLATION INSTRUCTIONS For Part #'s: 

10900, 10950 
NOTE: 

BEFORE ATTACHING MIRROR, WE RECOMMEND THAT YOU CLEAN VEHICLE MIRROR. YOU MAY ALSO WISH TO 
APPLY A THIN COAT OF WAX. 

REMOVE CUSTOM TOWING MIRROR BEFORE ENTERING AUTOMATIC CARWASHES. USE EXTRA CAUTION 
WHEN APPROACHING TIGHT SPACES, SUCH AS ATM TERMINALS, AND OTHER DRIVE-THROUGH SERVICES. 

AFFIX FELT STRIP TO WEDGE, SO THAT FELT COVERS THE ENTIRE 
LENGTH OF THE WEDGE, AS SHOWN. MAKE SURE WEDGE IS 
CLEAN. CLEAN WITH ISOPROPYLALCOHOLAND A CLEAN RAG, IF 
NECESSARY 
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SLIDE THE TOWING MIRROR OVER THE MIRROR HEAD ANO 
THEN INSERT WEDGE BETWEEN THE TOWING MIRROR AND 
MIRROR HEAD 
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AFFIX FELT STRIP TO TOWING MIRROR, FOLLOWING THE 
GUIDES AS SHOWN. BE SURE TO SMOOTH FELT STRIP DOWN 
SO THAT IT COVERS THE EDGE AS SHOWN 
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ALIGN THE THREADED HOLE WITH THE MOLDED CUP ON THE 
BACK OF THE WEDGE. SCREW KNOB THROUGH RAISED HOLE 
ON BACK OF TOWING MIRROR. TIGHTEN SECURELY 

http://www.carid.com/cipa/
http://www.carid.com/replacement-mirrors.html

