
Replaces Part # 5184391AF

Applications

2012-2015 JK Wrangler w/ 3.6L Engine;
2014-2015 JK Wrangler w/ 3.0L Gasoline Engine;
2011-2015 WK Grand Cherokee w/ 3.6L Engine;
2014-2015 WK Grand Cherokee w/ 3.0L Gasoline Engine;
2014-2015 KL Cherokee w/ 3.2L Engine;
2011-2015 LX 300 w/ 3.6L Engine;
2014-2015 LX 300 w/ 3.0L Gasoline Engine;
2011-2015 LC Challenger w/ 3.6L Engine;
2011-2015 LD Charger w/ 3.6L Engine;
2011-2015 JC Journey w/ 3.6L Engine;
2015-2015 UF 200 w/ 3.6L Engine;
2011-2014 JS Avenger, 200, Flavia w/ 3.6L Engine;
2011-2015 RT Minivan w/ 3.6L Engine;
2011-2015 WD Durango w/ 3.6L Engine;
2013-2015 DS Ram w/ 3.6L Engine;
2014-2015 VF Ram Promaster w/ 3.6L Engine

Any

Each

0.25
3.00"
3.00"
2.00"
Box
No
No
Crown
Jeep,Chrysler,Dodge,Ram,Fiat 
Any
Any 
Metal,Plastic
Unpainted
Use Existing Hardware

Product Data Sheet

Any

Engine Timing Chain Tensioner

Timing Chain Tensioner

Engine

Valve Train Components

Tensioner, Timing, Primary

Primary Timing Chain Tensioner

Specifications

1
Position:

Quantity Required:
Sold As:

UPC Code:
Sort Name:

Weight (Pounds):
Length (Inches):

Width (Inches):
Height (Inches):

Packaging:
Additional Shipping?

Instructions Available?
Brand:

Vehicle Make(s):
2 or 4 Door:

LHD or RHD:
Construction:

Color:
Hardware:

Warranty (Months):
Body Code(s):

AAIA Category:

AAIA Subcategory 1:

AAIA Subcategory 2:

Engine              Axle            Transmission      Transfer Case
Any

849603007142

N/A

JK,WK,KL,LX,LC,LD,JC,UF,JS,RT,WD,DS,VF

12

Notes

3.0L (V6-183)
3.6L (V6-220)
3.2L (V6-198)

10/7/2015Release Date:

http://www.carid.com/engine-parts.html
http://www.carid.com/crown/

