DORMAN: LED LIGHTING
NEW SINCE 1918

HIGH BRIGHTNESS &

ULTRA-HIGH BRIGHTNESS
LED Bulbs Available for Most Lighting Applications
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VEHICLE’S LIGHTING WITH DORMAN
EXCLUSIVE SWITCHBACK LEDS

The Superior Choice Over Standard Halogen

a \ + Less Energy - Converts more energy to light saving
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MO current draw on vehicles battery

+ Long Life - Lasts more than 10 times longer

« Increased Brightness - Up to 4 times brighter
+ Dual circuit bulb with white as the running light and

amber for the turn signal - Safety - Achieves full brightness in less than one

micro-second leading to improved driver reaction
+ Available in Ultra'ngh Brlghtness Note: Replacement LEDs are for off-road and show use only.

3157 and 1157 bulb applications
1 INTERIOR ONLY, NOT SHOWN


https://www.carid.com/dorman/

“DORMAN- LED LIGHTING

NEW SINCE 1918

DORMAN LED Advantages

- Covers a wide variety of bulb types and vehicle applications
« Uses the most LEDs in the smallest footprint possible
« Built in “Bulb Out” elimination on most 5050SMD LED bulbs*

« Uses more advanced surface mounted diodes (SMD) versus
older through-hole technology

* Some vehicles require the addition of a load equalizer (p/n 50W60-AL) to completely eliminate
bulb out warning

Dorman # Bulb # Bulb Cross Reference .ngh UI!:ra-ngh
Brightness Brightness

194UFSMD I o, WSW, WaW, 147, 152, 158, 159, 161, 168, 184, 192, 259, 280, 285, 447, 464, 501, 555
194R-SMD 194 Red  5og 585, 655,656,657, 1250, 1251, 1252, 2450, 2652, 2821, 2921, 2825 V)
194A-SMD Amber
SOAWHP 194, W5W, W3W, 147, 152, 158, 159, 161, 168, 184, 192, 259, 280, 285, 447, 464, 501,
555, 558, 585, 655, 656, 657, 1250, 1251, 1252, 2450, 2652, 2821, 2921, 2825

1156W-SMD White  1156,1073,1093, 1129, 1141, 1159, 1295, 1459, 1619,1651, 1680, 7506, 7527, 1195, 3296,

1156 (/)
1156A-SMD Amber  3497,Bal5s
o eWiHE 1156, 1073, 1093, 1129, 1141, 1159, 1295, 1459, 1619,1651, 1680, 7506, 7527, 1195,

3296, 3497, Ba15s
1157W-SMD White
nermemp 157 red 1157,1016, 1034, 1075, 1130, 1154, 1158, 1493, 2057, 2357, 2397, 7528, P21, Bay15d (/)
1157W-HP White
Whit | 1157,1016,1034, 1075, 1130, 1154, 1158, 1493, 2057, 2357, 2397, 7528, P21,
1157SW-HP e/ Bay15d
Amber

3156W-SMD 3156 White  3156,3456,4156 (/)
3156W-HP 3156 White  3156,3456,4156
3157W-SMD White
3157R-SMD 3157 Red  3157,3047,3057, 3155, 3357, 3454, 3457, 3757, 4057, 4114, 4157 <
3157A-SMD Amber

3157W-HP White
3157 White/ 3157,3047,3057,3155,3357,3454,3457,3757,4057,4114,4157
Amber

7440W-SMD 7440  White 7440, 7441,992

3157SW-HP

7443W-SMD 7443 White 7443,7444

3175W-SMD 3175  White 3175,3022,3021, 6428, 6430, 7065

QAR

212W-SMD 212 White 212,212-2,214-2,6413, 6429, 4410, 560, 577,578, 6411, 6476

211W-HP 211 White  211,211-2 (V)

TS VOTE: Some ultra-brightness bulbs exceed the dimensions of their halogen counterparts. Ensure there

50W60-AL Load Equalizer (Use when Necessary) is adequate room in the light housing before purchasing

Learn more about LED lights on our website.



https://www.carid.com/led-lights.html

