
CAMERA SYSTEMS
BEACONS  │  MINIBARS  │  LIGHTBARS  │  DIRECTIONALS  │  WORKLAMPS  │  UTILITY BARS  │  INTERIOR LIGHTING  │  BACK-UP ALARMS

MONITORS

approvals

internal controller

color  

voltage  

power consumption  

audio  

day / night light sensor

dimensions 

weight  

temperature (Fº)

screen size 

quad view 

mirror image 

remote control

sunshade  

weatherproof 

max cameras  

4 pin camera connection

FCC, CE, R10, C-Tick,  
RoHS

Yes

Yes

12-24

6

Yes

Yes

8.4” x 6” x 2.8”

3.3 lbs

-4 to +158

7.0”

-

Yes

Yes

Yes

-

3

Yes

EC7003-M
FCC, CE, R10, RoHS

Yes

Yes

12-24

8

Yes

Yes

6.32” x 4.51” x 1.06”

2.87 lbs

-4 to +158

5.6”

-

Yes

Yes

Yes

-

4

-

EC5605-WM
FCC, CE, R10, C-Tick, 
RoHS 

Yes

Yes

12-24

5

Yes

Yes

6.32” x 4.52” x 1.06”

2.67 lbs

-4 to +158

5.6”

-

Yes

Yes

Yes

-

3

Yes

EC5603-M
FCC, CE, RoHS

Yes

Yes

12-24

6.4

Yes

Yes

8.4” x 6” x 2.8”

3.3 lbs

-22 to +158

7.0”

Yes

Yes

Yes

Yes

-

4

Yes

EC7000-QM

https://www.carid.com/ecco/


CAMERA SYSTEMS
BEACONS  │  MINIBARS  │  LIGHTBARS  │  DIRECTIONALS  │  WORKLAMPS  │  UTILITY BARS  │  INTERIOR LIGHTING  │  BACK-UP ALARMS

MONITORS

approvals

internal controller

color  

voltage  

power consumption  

audio  

day / night light sensor

dimensions 

weight  

temperature (Fº)

screen size 

quad view 

mirror image 

remote control

sunshade  

weatherproof 

max cameras  

4 pin camera connection

CE, ROHS

Yes

Yes

12-24

5

-

Yes

6.85” x 4.49” x 0.94”

0.88 lbs

-4 to +158

7.0”

-

Yes

-

Yes

-

2

Yes

M7000B

FCC, CE, RoHS

Yes

Yes

12-24

4.6

Yes

Yes

11.03” x 3.6” x 1.2”

1.32 lbs

-4 to +158

4.3”

-

Yes

Yes

No

-

2

Yes

EC4204-M

Looking for cameras and driver safety? Visit our website.

https://www.carid.com/back-up-dash-cameras.html

