The Original Fumoto Engine Oil Drain Valve

Trusted by over 10 million satisfied customers since
its introduction over 25 years ago, the original
Fumoto Engine Oil Drain Valve continues to offer
individuals, truck owners, marine engine mechanics,
and industrial engine maintenance technicians the
ability to conduct routine engine oil changes easily,
cleanly, and without tools.

Fits Virtually Any Engine - Over 90 Valve Sizes And
Configurations Available

Fumoto’s Engine Qil Valves are designed to fit specific drain plug
requirements on hundreds of engines. To keep up with new engines
and industry trends, Fumoto has the unique capability of developing
and manufacturing new valve sizes in a short timeframe,

» CARS * CONSTRUCTION EQUIPMENT * MARINE ENGINES
» TRUCKS * GENERATORS * FARM EQUIPMENT / TRACTORS
» RV'S * HEAVY DUTY TRUCKS * FORKLIFTS / LIFTS

Product Alert

We continue to receive numerous
inquiries about the valve shown
since its recent release into the

market. Although it appears
strikingly similar and is marketed as
"Mew and Improved”, THIS VALVE IS
NOT MADE BY FUMOTO.,

Fumoto has no affiliation with the
company producing this valve or

any of its products.
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Simply Effortless


https://www.carid.com/fumoto/

Clean, Convenient And Safe

Installing a Fumoto Engine Qil Drain Valve makes routine engine oil changes a breeze. Spills, oil soaked garage
floors, driveways, and oily hands are a thing of the past when you install a Fumoto Engine Qil Drain Valve.

Safer than a normal oll change: Eliminates the possibility of scalding yourself with hot oil and reduces the time
spent under your vehicle in uncomfortable and awkward positions.

e (Creates an easy and clean way to sample engine oil, even when hot and allows drainage of excess oil in the
case of accidental overfilling.

e Decreases potential maintenance costs. Eliminates the possibility of frozen drain plugs and stripped oil pans
threads.

o [deal for Fleet Maintenance. Fumoto Engine Qil Drain Valves make routine oil changes easier, faster, and
cleaner for fleet owners and truck maintenance facilities.

Simple Installation And Operation

To Install:
1. Remove your existing drain plug
2. Insert the Fumoto Engine Oil Drain Valve

3. Tighten to the recommended torque settings

To Operate:

e Simply turn the lever 90" to the right to release. 90" to the left to close.




Unmatched Design And Quality

Each Fumoto valve is designed and manufactured in Japan to
exacting specifications by our factory with an 80 year pedigree
supplying high performance valves to the pressurized gas industry.
Each valve is constructed of forged brass and stainless steel and
thoroughly tested before shipping from the factory. All Fumoto Engine

Oil Drains are covered by a

Valve Types
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Standard - Non Nipple
Available in sizes to fit virtually all vehicles, the standard Oil Engine Drain is the valve
that started it all for Fumoto. Constructed of forged brass and stainless steel to

exacting Japanese specifications, the standard Fumoto Valve is designed to provide a
lifetime of dependable and reliable service.

Short Nipple - S Series

Incorporating Fumoto's most compact ball valve, Fumoto's S series valves are
designed to fit cars, light trucks, vans, and select commercial engines. The S series
offers a short 5Smm nipple which allows you to attach a hose for convenient draining.
S series are designed especially for general automotive users concerned about low
ground clearance. Constructed of forged brass and stainless steel to exacting
Japanese specifications, S series valves are designed to provide a lifetime of
dependable and reliable service. To use the S valve, simply attach a hose to the
nipple or optional plastic socket and snap it onto the valve nipple.



Standard Nipple - N Series

Fumoto's N series Qil Drain Valves are specifically designed for cars, trucks, heavy
duty construction equipment, and industrial engines. Ideal for fleet maintenance, N
series valves are designed with an integrated nipple for attaching a drainage hose,
making scheduled oil changes easier, faster, and cleaner. Constructed of forged
brass and stainless steel to exacting Japanese specifications, N series valves are
designed to a lifetime of dependable and reliable service.

L-Nipple

Fumoto's L series valves are specifically designed for heavy duty trucks, construction
equipment, and industrial engines. The L series valve's removable 90" brass elbow
joint nipple allows for easier oil changes in hard to reach and awkward locations. The
adjustable brass collar allows 360" positioning of the nipple. And like all Fumoto
valves the L series enables mechanics and end users to sample oil cleanly and easily
even with the engine running. Constructed of forged brass and stainless steel to
exacting Japanese specifications, L series valve are designed to provide a lifetime of
dependable and reliable service.

Adapters

In addition to valves Fumoto offers a wide selection of adapters to fit the Engine Oil
Drain into recessed drain port locations or when obstructions prevent fully tightening
the valve.

Fumoto Lever Clip

Fumoto’s new lever clips are designed to keep the Engine Qil Drain Valve operating
lever in the closed position for extra safety and security.

On our website you can discover more about Performance Oil Pans.


https://www.carid.com/performance-oil-pans.html



