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2018 JEEP® WRANGLER JL/JLU

https://www.carid.com/go-rhino/


Front winch bumper with recessed light mount area 
and black hex mesh cover for Jeep Wrangler JL/JLU.

• Easy No drill mount-uses factory bumper frame mounts
• Patented Rhino Hook D-Ring Shackle mounts
• Pre-slotted top mount area for winch (up to 12,000 lb capacity)
• Constructed of 3/16” Cold Rolled Steel
• Black Textured Powder Coat Finish with 5 Year Warranty
• Bumper only (without center hoop)- Part #331100T
• Bumper with welded 1.75” Tubular Center Hoop- Part #331101T
• Optional Fairlead Mount available- Sold Separately
• Optional Lower Steel Skid Plate- Sold Separately

Rear drop center bumper with patented signature Go Rhino 
rhino horn D-ring shackle mounts and center cross step.

• Patented Rhino Hook D-Ring Shackle mounts (US Patent # D790,408)
• Recessed Light Mount Areas in bumper ends to protect 3” LED Cube Lights-Lights Sold Separately
• Constructed of 3/16” Cold Rolled Steel
• Easy installation with no cutting or drilling
• Black Textured Powder coat Finish with 5 Year Warranty
• Available for Jeep® Wrangler JL/JLU

ROCKLINE® STUBBY FRONT WINCH BUMPER

ROCKLINE® STUBBY REAR DROP CENTER BUMPER

Removable mesh frame

Tubular step area

Light mount for 20” 
double row light bar 
or four 3” cube lights

Optional winch fairlead plate 
(Part #332000T)

Vehicle shown without standard black mesh

Vehicle shown without standard black mesh

Part #371100T

Optional lower skid plate 
(Part #332100T)

Removable mesh cover 
with light mount for 3” 
cube lights

Signature rhino horn 
D-Ring shackle mount
(US Patent # D790,408)

Signature rhino horn 
D-Ring shackle mount
(US Patent # D790,408)



Rear spare tire relocation bracket and accessory mount allows larger spare tires to be mounted on
tailgate door without losing factory functionality. Allowances for mounting trail tools and CB antennas.

• Tire Relocation bracket raises spare tires up and out 3” allowing use of larger tires
• Reuses factory backup camera apparatus and 3rd brake light (CHMSL)
• Accessories and Trail Tools like Shovels and Jacks can be mounted to side area of the bracket
• Easy installation with no cutting or drilling
• Black Textured Powder coat Finish with 5 Year Warranty
• Available for Jeep® Wrangler JL/JLU

Light mounts allow for installation of lights to the hood hinge, lower A-pillar, the upper cowl, hood 
clamp, or hard top.
• Each light mount kit is sold separately and includes one pair of light mounts
• High Endurance light mounts constructed of 3/16” Cold Rolled Steel
• Easy installation with no cutting or drilling
• Low profi le light mounts do not affect driver’s line of sight
• Black Textured Powder coat Finish with 5 Year Warranty
• Available for Jeep® Wrangler JL/JLU

ROCKLINE® SPARE TIRE RELOCATION KIT

XE SERIES LIGHT MOUNTS

CB antenna mount

JL Hood Hinge 6”SR Mount - Part #731060T
JL WS Cowl 2 Duallys Offset Mount - Part #730231T

JL Hood Latch Light Mount - Part #730035T
JL Hard Top Rear Mount - Part #599502T

Part #372000T

Trail tools mounting area

Tire relocation bracket raises 
spare tires up and out 3” 
allowing use of larger tires

FIT. 
FUNCTION. 
STYLE.



JEEP® WRANGLER JLU SIDE STEPS

RB10 RUNNING BOARDS
Go Rhino RB10 running boards add an aggressive raptor-inspired style to 
the Jeep® Wrangler JLU.
Bedliner Coating fi nish- 63450673T  |  Textured Powder Coat- 63450673PC

RB20 RUNNING BOARDS
Go Rhino RB20 Running boards give the Wrangler the latest raptor-inspired 
style and function.
Bedliner Coating fi nish- 69450673T  |  Textured Powder Coat- 69450673PC

DOMINATOR D6 SIDE STEPS
Dominator D6 side steps allow for easy access in and out of the vehicle and 
provides slider protection along the rocker panel of vehicle.
Textured Powder Coat fi nish- D64506T

4000 SERIES SIDE STEPS
4000 Series side steps are a 3” round classic side step with high-traction 
composite step pads.
Chrome fi nish- 4506C  |  Textured Powder Coat fi nish- 4506T

Choose reliable off-road bumpers offered on our website.

https://www.carid.com/off-road-bumpers.html



