
C L E A R A N C E / M A R K E R  L A M P S
F

O
R

W
A

R
D

 
L

I
G

H
T

I
N

G

Trilliant® 36 LED WhiteLight Work Lamp
Product Information Sheet

PRODUCT FEATURES AND BENEFITS

•  Replaceable UV, hard-coated, polycarbonate lens easily converts
from a wide fl ood to TractorPlus™

• Thermal pull back circuit for protection against power surges

• The aluminum housing is powder coated black

•  Encapsulant potting for total circuit board protection against moisture
and corrosion

•  Termination of LED bulb accommodates either screw or FastOn
cable connections

•  Color temperature provides a natural contrast most like sunlight, reducing
eye fatigue and optimizing job performance

•  PAR 36 LED Lamp includes a pigtail for hard wired applications

PRODUCT SPECIFICATIONS
MATERIAL: POLYCARBONATE / ALUMINUM
FINISH: BLACK
VOLTAGE AMP: 10V-30V
LENS: 94300 TRACTORPLUS™ 

          94310 WIDE FLOOD
PIGTAIL: 68580 

Part Number Beam Pattern Light Source Operating Voltage Amperage Interchange

63821-5  PAR 36 LED BULB TRACTORPLUS™ LED 10V - 30V 1.4A AT 12V / .7A AT 24V NA
63831-5  PAR 36 LED BULB WIDE FLOOD LED 10V - 30V 1.4A AT 12V / .7A AT 24V NA
63861-5  PAR 36 LED LAMP TRACTORPLUS™ LED 10V - 30V 1.4A AT 12V / .7A AT 24V NA
63871-5  PAR 36 LED LAMP WIDE FLOOD LED 10V - 30V 1.4A AT 12V / .7A AT 24V NA

40,000-hour service rating, provides 900 lumens of brilliant LED WhiteLight™ 
and lasts 100 times longer than incandescent PAR 36 lamps
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PAR 36 LED WHITELIGHT™ 
CONVERSION BULB

LED WHITELIGHT™ WORK LAMP 
WITH MOUNTING BRACKET

Turns ANY 
Par 36 Incandescent 

LAMP INTO an 
LED WhiteLight™ 

Work Lamp

Lasts Longer, 
Shines Brighter and 

Delivers Better Value
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3/8”- 16 x 1”
Stud

https://www.carid.com/grote/
https://www.carid.com/off-road-lights.html



