
C O N N E C T  &  P R O T E C T

WARNING & HAZARD

Permanent Mount

APPROVALS: BLUEWHITEAMBERSAE J845 CLASS II 

FEATURES & BENEFITS
• 26 customer selectable flash patterns including steady-on
• Circuit board is conformal coated to protect circuitry
• Durable lightweight, polycarbonate, universal flange base
• 3-hole permanent mount, 1" pipe mount
• 5 year warranty

Voltage: 12 to 24 VDC
Amp Draw: 0.4 amps – 0.35 amps @ 12 VDC

PART # DESCRIPTION  COLOR

78061 LED Beacon, Class II, Tall Lens White
78063 LED Beacon, Class II, Tall Lens Amber
78065 LED Beacon, Class II, Tall Lens Blue
SERVICE PARTS
98171 Replacement Tall Lens Clear
98173 Replacement Tall Lens Amber
98175 Replacement Tall Lens Blue
98460 Branch Guard (High Profile)

98460 98173 98175 98171

5.95 B.C.
 3 HOLES

EVENLY
SPACED

151

3X
5
.20

 
169
6.66  

162
6.39

LED BEACON 
Class II, Tall Lens

78065

78061

78063

  NOW AVAILABLE!

Learn more about emergency and warning lighting we have.

https://www.carid.com/grote/
https://www.carid.com/emergency-warning-lighting.html

