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Locate wires and pin location by function only.  
Color coding is not standard among all 
manufacturers.

Grease applied to the trailer wiring terminals on a 
regular basis will help prevent corrosion.

A heavy duty flasher may be required to eliminate 
rapid flashing.

Always unplug boat trailer connector before backing 
trailer into the water.

Localice los cables y pasadors por función 
solamente. 
El código de colores no es la norma entre 
todos los fabricantes.

La aplicación regular de grasa a las terminales 
de los cables del remolque ayudará a prevenir la 
corrosión.

Se puede requerir una señal de destello de alta 
potencia para eliminar que las luces destellen 
rápidamente.

Siempre desconecte el conector del remolque de 
botes antes de retroceder el remolque dentro del 
agua.
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 (GD) = Ground / Tierra
 (LT) = Left Turn / Direccional Izquierda
 (TM) = Taillight / Luces traseras
 (RT) = Right Turn / Direccional Derecha
 (BU) = Reverse / Reverso
 (EB)  = Electric Brake / Eléctrico del Freno 
 (AX)  = Auxiliary / Auxiliar

WIRE IDENTIFICATION 
IDENTIFICACIÓN DE LOS CABLES

HOPKINS HITCH WIRING TRAILER HITCHES

http://www.carid.com/hopkins/
http://www.carid.com/trailer-hitches.html



