
 P
o
w

e
r
 (

h
p

)
 

 T
o
r
q

u
e
 (

ft-lb
s
)
 

50

100

150

200

250

300

350

50

100

150

200

250

300

350

400

2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5

 Engine Speed (RPM x1000) 

DYNOJET RESEARCH CF: SAE  Smoothing: 5

Injen Technology
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 X = 3.624 

RunFile_005.drf Max Power = 319.91     Max Torque = 317.22

RunFile_010.drf Max Power = 324.68     Max Torque = 345.93

RunFile_005.drf - 10/25/2019 8:43:17 AM  Run Type: RO  Run Conditions: 82.94 °F, 29.33 in-Hg,  Humidity:  7%, SAE: 1.01
BASELINE
Max Power = 319.91  Max Torque = 317.22

RunFile_010.drf - 10/25/2019 9:22:09 AM  Run Type: RO  Run Conditions: 83.78 °F, 29.32 in-Hg,  Humidity:  6%, SAE: 1.01
EVO2300
Max Power = 324.68  Max Torque = 345.93

Looking for dependable performance air intake systems? Rely on Injen for quality and long-lasting products.

https://www.carid.com/air-intakes.html
https://www.carid.com/injen/

