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DYNOJET RESEARCH CF: SAE  Smoothing: 5

Injen TechnologyInjen TechnologyInjen TechnologyInjen Technology

M.R. TECHNOLOGYM.R. TECHNOLOGYM.R. TECHNOLOGYM.R. TECHNOLOGY

 211.61 hp 

 493.23 ft-lbs 

 246.52 hp 

 573.56 ft-lbs 

 X = 2.25 

RunFile_003.drf Max Power = 362.12     Max Torque = 628.71
RunFile_023.drf Max Power = 370.91     Max Torque = 644.81

RunFile_003.drf - 4/10/2014 11:55:22 AM  Run Type: RO  Run Conditions: 81.63 °F, 29.20 in-Hg,  Humidity:  13%, SAE: 1.01
BASELINE
Max Power = 362.12  Max Torque = 628.71
2014 CHEVROLET 6.6 DURAMAD LML

RunFile_023.drf - 4/10/2014 3:49:40 PM  Run Type: RO  Run Conditions: 96.62 °F, 29.09 in-Hg,  Humidity:  9%, SAE: 1.03
EVO7004
Max Power = 370.91  Max Torque = 644.81
2014 CHEVROLET 6.6 DURAMAD LML

Get top quality Injen products on our website.             Looking for performance air intake systems? Visit our website.

Malta
Text

https://www.carid.com/injen/
https://www.carid.com/air-intakes.html



