
 P
o

w
e
r
 (

h
p

)
 

 T
o

r
q

u
e
 (

ft-lb
s
)
 

25

50

75

100

125

150

175

200

225

250

275

0

25

50

75

100

125

150

175

200

225

250

275

300

2.5 3.0 3.5 4.0 4.5 5.0 5.5 6.0 6.5 7.0 7.5

 Engine Speed (RPM x1000) 

DYNOJET RESEARCH CF: SAE  Smoothing: 5

injeninjeninjeninjen

 233.63 hp 

 262.04 ft-lbs 
 246.93 hp 

 276.96 ft-lbs 

 X = 4.683 

RunFile_003.drf Max Power = 244.89     Max Torque = 267.74

RunFile_010.drf Max Power = 253.24     Max Torque = 283.35

RunFile_003.drf - 7/29/2016 9:33:49 AM  Run Type: RO  Run Conditions: 87.00 °F, 29.09 in-Hg,  Humidity:  46%, SAE: 1.04
BASELINE
Max Power = 244.89  Max Torque = 267.74

RunFile_010.drf - 7/29/2016 1:52:47 PM  Run Type: RO  Run Conditions: 96.72 °F, 29.04 in-Hg,  Humidity:  35%, SAE: 1.06
SES7300
Max Power = 253.24  Max Torque = 283.35

Learn more about performance exhaust systems we have.

https://www.carid.com/injen/
https://www.carid.com/exhaust-systems.html

