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Pro-Select

Dynamic™
Dynamic Pro-Select Sensor 

Programming Easy As 1...2...3
1. SELECT PROGRAM SENSOR

Select
“PROGRAM SENSOR”

menu.

3. SELECT CREATE SENSOR

PROGRAMMING 
COMPLETE!

Complete Vehicle 
Relearn

2. SELECT MAKE, MODEL & YEAR

MAKE MODEL YEAR Use DVT-PART NUMBER

Press  After Each Selection

Use DVT-Sensor Shown

CREATE SENSOR PROGRAM SENSOR SUCCESSFULNAVIGATE

PROGRAM SENSOR



3. SELECT COPY ID

CHOOSE COPY ID COPY ID PROGRAM SENSOR

™

Pro-Select

Dynamic™
Dynamic Pro-Select Sensor 

Copy ID Is Easy As 1...2...3
1. SELECT PROGRAM SENSOR

2. SELECT MAKE, MODEL & YEAR

MAKE MODEL YEAR

Press  After Each Selection

Use DVT-PART NUMBER

SUCCESSFUL COPY

PROGRAMMING 
COMPLETE!

SENSOR INFO

Select
“PROGRAM SENSOR”

menu.
PROGRAM SENSOR

NOTE: No relearn necessary, but it is recommended to relearn the vehicle when installing a new sensor.

View other diagnostic and testing tools made by JohnDow on our website.

https://www.carid.com/diagnostic-testing-tools.html
https://www.carid.com/diagnostic-testing-tools.html
https://www.carid.com/johndow/



