
L P  AV E N T U R E  B U M P E R  G U A R D

S U B A R U  F O R E S T E R  2 0 1 9 - 2 0 2 0 

- I N S TA L L AT I O N -
INSTRUCTIONS

https://www.carid.com/lp-aventure/


CONGRATULATIONS FOR  YOUR NEW
LP AVENVENTURE BUMPER GUARD!



IN THE BAG

BARE BUMPER GUARD SHIPS WITH FRONT PLATE UNINSTALLED



NECESSARY TOOLS

- We recommend the use of a lift

- Knife

- Jack

-Ratchet

- 14mm Socket

- 19mm Socket

- 22mm Socket
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TRIM FACTORY UNDER TRAY 1
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2.5"”
1.5"”
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2 REMOVE BOLTS 
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 3 INSTALL BUMPER GUARD SUPPORT BOLT
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 USE A JACK AND A PIECE OF WOOD TO STABALIZE THE 
BUMPER GUARD DURING INSTALLATION 4



11

5  RAISE THE BUMPER GUARD UP INTO PLACE
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 INSTALL REAR BOLTS INTO THE BUMPER GUARD 6
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INSTALL FRONT BUMPER GUARD BOLTS 7



TIGHTEN ALL THE BOLTS8

INSTALLATION COMPLETE!9

Looking for grille guards & bull bars? Visit our website.

https://www.carid.com/grill-guards.html



