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HIGH PERFORMANCE FANS EXTREME

Model MM22KX - Dual 16” Truck Fan

+ Dual 225 high performance IP68 sealed motors.
+ All glass-filled nylon construction.
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Up to 2002 Ford Expedition

Up to 2002 Lincoln Navigator
* MFA122 — 1992 — 1999 Chevrolet / GMC Truck / SUV w/17” x 34” Radiators
* MFA123 — 1992 — 1999 Chevrolet / GMC Truck / SUV w/19” x 34” Radiators
* MFA124 — 2000 — 2002 Chevrolet / GMC Truck / SUV w/34” Radiators
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} Q + MFA125 — All Years, All Makes w/34” Radiators

* Includes dual harnesses (MFA100 & MFA111)

TYPICAL PERFORMANCE DATA 4400 M
MM12KX DUAL 16" REVERSIBLE MACH 12V 225W 4000 ‘\
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(SEAL NOT SHOWN)

YAZAKI CONNECTOR 7122-2228 15,56 [395.2]
YAZAKI TERMINAL 7114-2020 { HARNESS LENGTH
REF 2x FROM EXIT ON MOTOR 2x

BLUE 2x [
BLACK 2x

Learn more about performance engine cooling parts on our website.
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https://www.carid.com/maradyne/
https://www.carid.com/performance-engine-cooling.html

