
20140 Alt Relocator 

5/16 x 7/8 SHCS 

3/8 x 3 1/4 SHCS thru alt,
  

thru rear bushing use a    3/8 locknut on rear to  
tighten Aft to Bracket  
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700 Spacer

 11/ 4 SHCS with .200 
Alum Spacer betw een rod 

 
 

 

  

and Alt Relocator 

 

3/8 x 3 1/ 4 SHCS thru 
alt, thru bushing use a 3/8 
locknut on rear to tighten 
AJt to bracket 

 

 

 

Side View Alt Bracket 

 x 3 1/2 SHCS use a 1.160 spacer
betwen rod and bracket mounting spacer 
into Counter bore 

Mount .450 Threaded Bushing into tapped hole. 
lighten till flu ch with w aterpump boss AFTER 
tightening out head mounting bolt. 
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Now Mount t o w  aterpump using 3/Sx 2 1/2 SHCS 

BELT SIZES 
Alt only = 4 7 1/2" 
Alt 8' A/C = 65' 
Alt 8c A/C 8c Saginaw PS = 73" 
Alt 8c A/C 8c Remote PS = 69" 

21001 ALTERNATOR 

http://www.carid.com/march-performance/
http://www.carid.com/performance-engine-pulleys.html

