
“Dyna-Deck”, modular deck cover
available in top and flush mount. 

Easy slide together planks.

Easy to install, no drilling.

Diamond plate available with or
without stiffeners

Expandable to fit your needs.

Self draining.

Non-Skid ribbed deck surface.

ALUMINUM DECK COVERS

Flush Mount

Top MountDiamond Plate

Deck Covers
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Builder of High Performance, High Quality Truck Products

16A

Easy Slide Together Panels

http://www.carid.com/merritt-equipment/
http://www.carid.com/soft-hard-tops.html


Models and/or Specifications Subject to Change Without Notice.

F.O.B. -  Atlanta GA, Birmingham AL, Dallas TX, Henderson CO, Houston TX, Minneapolis MN, Nashville
TN, Pittsburgh PA, Sacramento CA, Kansas City KS, Calgary, AB  (Canada), Toronto, ON (Canada)

Order # Description/Dimensions  Weight
TOP MOUNT

432 18 1/2” Long  x  33 1/4"  Wide 12
433 28"        Long  x  33 1/4"  Wide 17
434 37 1/2” Long  x  33 1/4"  Wide 23
435 46 3/4” Long  x  33 1/4"  Wide 28
436 56”       Long  x  33 1/4"  Wide 34
437 65 1/4” Long  x  33 1/4"  Wide 40
438 74 1/2” Long  x  33 1/4"  Wide 46

FLUSH MOUNT

442 18 1/2” Long  x  30 1/4"  Wide 12
443 28 ”      Long  x  30 1/4"  Wide 17
444  37 ½”    Long X 30 ¼” Wide   23
445  46 ¾”    Long X 30 ¼” Wide   29
446  56”        Long X 30 ¼” Wide  35
447  65 ¼”    Long X 30 ¼” Wide   41
448  74 ½”    Long X 30 ¼” Wide   47

Order # Description/Dimensions  Weight
WITH STIFFENERS

156 24” Long  x  34 1/2"  Wide 17 
157 36” Long  x  34 1/2"  Wide 20 
166 48” Long  x  34 1/2"  Wide 31
158 60” Long  x  34 1/2"  Wide 35
159 72” Long  x  34 1/2"  Wide 48
167 96” Long  x  34 1/2"  Wide 59

WITHOUT STIFFENERS

164 48” Long  x  34 1/2"  Wide 28
165 96” Long  x  34 1/2"  Wide 59

DYNA-DECK* DIAMOND PLATE*

*Mounting Kit included with all kits.

“T-Bolt” Variable Anchor Points-Easy Assembly Non-Skid Ribs Slip Over Dress Cap

Variable “T-Bolt” Mounting Kit Slide On Mounting Cap Ready To Mount

ALUMINUM DECK COVERS ORDER INFORMATION

TOP MOUNT HARDWARE

FLUSH MOUNT HARDWARE

Must be installed to Merritt Specifications, with a Merritt mounting kit.
CAUTION Diamond Plate Deck covers are not to be used as walk areas.

Injury may result.

NOTE Diamond Plate Deck covers may not meet D.O.T. regulations for walk areas.
Check your local D.O.T. for clarification.

� Expandable � Strong-Positive Mounting � Light Weight � Safe, meets D.O.T. Regulations
� Self Draining � Low Installation Time � Attractive for a walk area!
� Mounting Kit Included � Non-Skid � Variable Mounting Points


