
PROBLEM: SOLUTION:

B U L L E T I N :  2 9 0 1 3

Corrosion and failure 
of OE strut mount

Customers may complain of loud clunking and banging noise 
from rear strut mount area/trunk. Be sure to inspect the upper 
rear strut mount on these vehicles. In some cases, these 
mounts have completely disintegrated due to the galvanic 
corrosion of the cast aluminum body. Also, the rubber spring 
seat insulator will most likely be torn or damaged, requiring 
replacement.

MOOG® K160051 
Strut Mount

K7413 
Bushing Kit

Featured above is the actual part removed from a 2002 
Dodge Stratus. Galvanic corrosion on the OE Strut 

Mount has caused complete component failure.

The MOOG K160051 features an electro-plate,  
corrosion-resistant coating to help prevent galvanic corrosion. 
For ease of installation and to eliminate noise issues, the 
unit includes a new spring seat insulator and new  
installation hardware.

Be sure to also 
install the MOOG 
K7413 strut 
bushing kit to 
ensure long life, 
ease of installation 
and elimination  
of noise.

Failing Parts
 on OE Strut 

Mounts 
Chrysler Sebring Sedan  

2001-2006, Dodge Stratus 
Sedan 2001-2006

Description Years Make/Model Part Number

Strut  
Mount

2001-2006 Chrysler Sebring Sedan
K160051

2001-2006 Dodge Stratus Sedan

K160051

Includes rubber 
sprIng Insulator

Includes 
InstallatIon 
Hardware

electro-plate 
coatIng for 

long lIfe

Check out the collection of performance suspension parts we offer.

http://www.carid.com/moog/
https://www.carid.com/suspension-systems.html



