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Gasket Dressing Selector

Permatex® Hi-Temp
RTV Silicone
Gasket Sealant
Item # 22073
As a dressing/sealant
for transmission pan 
gaskets, water pumps, 
oil pan gaskets, 
thermostats  
Temperature Range:
-75˚F to 600˚F

Permatex® High Temp
Form-A-Gasket® 1372
Sealant
Item # 80088
Coating and sealing
exhaust gaskets, flanges
and connections, and 
other heavy duty 
applications
Temperature Range:
-65˚F to 600˚F

Permatex® Super
300® Form-A-Gasket®

Sealant
Item # 80057
Valve cover gaskets,
compressors, diesel
engine heads
Temperature Range:
-65˚F to 400˚F

Permatex® Copper
Spray-A-Gasket®

Hi-Temp Adhesive
Sealant
Item # 80697
Cylinder head gaskets,
carburetor gaskets,
exhaust manifold 
gaskets, high temp.
applications. Compatible
with gasoline
Temperature Range:
-50˚F to 500˚F

Permatex® Aviation 
Form-A-Gasket®

No. 3 Sealant
Item # 80017 
Close-fitting
machined surfaces,
sealing hoses, solid
gasket dressings.
Compatible with
gasoline 
Temperature Range: 
-65˚F to 400˚F

Permatex®

High Tack™
Spray-A-Gasket®

Sealant
Item # 80065
Felt, cork, metal, 
paper, rubber, 
asbestos gaskets
Temperature Range:
-65˚F to 500F

Permatex®

Indian Head®

Gasket Shellac 
Compound
Item # 20539
Hose connectors,
paper gaskets,
cardboard gaskets
Temperature Range:
-65˚F to 350˚F

Permatex®

High Tack™
Gasket Sealant
Item # 80063
Valve cover, 
carburetor, fuel 
pump, manifold 
gaskets 
Temperature Range:
-65˚F to 500˚F

Permatex®

Super High Tack™

Gasket Sealant
Item # 80060
Rubber, cork, paper,
composite gaskets, 
hose connections
Temperature Range:
-65˚F to 500˚F

Permatex®

Form-A-Gasket®

No. 1 Sealant
Item # 80007
Freeze plugs, 
threaded connections, 
manifold gaskets
Temperature Range:
-65˚F to 400˚F

Permatex®

Tack & Seal™

Sealant
Item # 80938 
Air conditioning fuel 
fittings, radiator
hoses, PVC fittings
and cork, paper,
cardboard, felt and
metal gaskets
Temperature Range:
-65˚F to 400˚F

Permatex®

Form-A-Gasket®

No. 2 Sealant
Item # 80015
Valve covers,
oil pan gaskets
Temperature Range:
-65˚F to 400˚F

Permatex® High Tack™

Spray-A-Gasket® Sealant
80064 6 oz. aerosol can, 

4.75 oz. net wt.
80065 12 oz. aerosol can, 

9 oz. net wt.

Permatex® Indian Head®

Gasket Shellac Compound
20539 2 oz. bottle, 12 pack

Permatex® Super High Tack™

Gasket Sealant
80060 1.75 oz. tube, carded

Permatex® High Tack™

Gasket Sealant
80062 4 oz. can
80063 16 oz. can

Permatex® Hi-Temp
RTV Silicone Gasket Sealant
22073 .5 oz. tube, carded

Permatex® High Temperature 
Form-A-Gasket® 1372 Sealant
80088 7 fl. oz. tube, carded

Permatex® Ultra Rubber Gasket 
Sealant & Dressing
85409 1 oz. tube, carded
09174 5 g pouch

Permatex® Form-A-Gasket®

No. 1 Sealant
80007 1.5 oz. tube, carded
80008 3 oz. tube, carded
80003 11 oz. tube, boxed

Permatex® Form-A-Gasket®

No. 2 Sealant
80009 1.5 oz. tube, boxed
80015 1.5 oz. tube, carded
80010 3 oz. tube, boxed
80016 3 oz. tube, carded
80011 11 oz. tube, boxed

Permatex® Super “300”®

Form-A-Gasket® Sealant
80057 4 oz. bottle

Permatex® Tack & Seal™
Gasket Sealant
80938 1.25 oz. tube, carded

Permatex® Copper
Spray-A-Gasket®

Hi-Temp Adhesive Sealant
80696 4 oz. can
80697 12 oz. aerosol can, 

9 oz. net wt.

Permatex® Aviation 
Form-A-Gasket® No. 3 Sealant
80019 4 oz. bottle
80017 16 oz. bottle

Permatex® Ultra
Rubber Gasket
Sealant & Dressing
Item # 85409
Use with rubber 
gaskets including
valve cover & oil pan
gaskets, thermostat
housings, transmis-
sion pans, intake
gaskets, gear boxes,
axle assemblies
Temperature Range:
-65˚F to 400˚F

PERMATEX PRODUCTS AUTOMOTIVE CHEMICALS

http://www.carid.com/permatex/
http://www.carid.com/auto-detailing.html

