
PPE gauges are designed with molex connectors built right into the gauge.  Follow the diagram(s) 
below to properly connect the 12” long multi-lead wire that is supplied with each gauge.

6 PIN Female Molex Connector Used For Stepper Motor Pyrometer Connections

6 PIN Molex Connector Used For All Electrical Gauges

4 PIN Molex Connector Used For All Mechanical Gauges

NOTE: Use a 5 amp inline fuse in the +12V system power wire to protect the wires from circuit damage 
caused by a 12V short to ground.

DIA Over Insulation : 0.02” / 0.031”
Wire Gauge 7/36 (Typical) 6 White

5 Grey

4 Red

3 Yellow
2 Red
1 Black

12V- LED Negative (connect to Chassis Ground)

AMP Connector For The Thermocouple Connection

12V+ System Power (switched 12V, connect to ignition)
12V- System Negative (connect to Chassis Ground)

5 Black
4 Red

3 Blue

2 Grey
1 White

12V+ System Power (switched 12V, connect to ignition)
12V- LED Negative (connect to Chassis Ground)

To Temperature, Pressure, or Fuel Sender

12V+ LED back light (connect to dimmer switch)
12V- LED Negative (connect to Chassis Ground)

2 Grey

1 White 12V+ LED back light (connect to dimmer switch)

12V- LED Negative (connect to Chassis Ground)

Gauge Wiring Diagrams

12V+ LED back light (connect to dimmer switch)

Discover other gauges and dashboards on our website.

http://www.carid.com/ppe/
https://www.carid.com/custom-gauges.html

