
IM-AF 
INVERSE MULTIPLEXOR 

SYSTEM

SYSTEM INCLUDES: 

INSTALLATION INSTRUCTIONS 

 ALLOWS YOUR CB ANTENNA TO
SIMULTANEOUSLY WORK AS AN
AM/FM ANTENNA

 NO TUNING NECESSARY
 30 WATT MAXIMUM INPUT POWER

RATING
 WORKS WITH STANDARD CB

ANTENNAS – NOT RECOMMENDED
FOR USE WITH NO-GROUND
ANTENNAS

 (1) Multiplexor Box
 (1) 2’ RG58U Cable

– Male BNC
connector to Male  
Motorola plug 

 (1) 2’ RG58U Cable
– Male BNC
connector to PL259 
connector 

Model # 
IM-AF 

1) Disconnect the coaxial cable from the CB radio.

2) Connect that coaxial cable to the multiplexor box on the side marked “CB Antenna”.

3) Disconnect the existing coaxial cable from the AM/FM radio.  This cable will no longer
be needed. 

4) Connect the coaxial cable labeled “AM/FM” to the connector on the multiplexor box
marked “AM/FM” and then to the AM/FM Radio. 

5) Connect the coaxial cable labeled “CB” to the connector on the multiplexor box
marked “CB” and then to the CB radio. 

Learn more about other cb radios & components by ProComm on our website.

https://www.carid.com/procomm/
https://www.carid.com/cb-radios-components.html

