
SYSTEM INCLUDES:

INSTALLATION INSTRUCTIONS 

 (1) Multiplexor Box
 (1) 2’ RG58U Cable 

– Male BNC 
connector to Male  
Motorola plug 

 (1) 2’ RG58U Cable 
– Male BNC 
connector to PL259 
connector 

Model # PLF1520 

 0-20 v DC @ 15A continuous – 20A peak 

 Bi-directional filter - works in either 
direction

 Color coded jacks for simplicity

 Compact size for ease of placement 

 Base, mobile, marine, portable, 
commercial & industrial applications 

 Filters out line noise and smoothes DC
power 

 Installs between your CB radio or car
stereo and DC power supply to filter out
line noise & reduce electrical interference

 0-20 v DC @ 15A continuous – 20A peak

 Bi-directional filter - works in either
direction

 Works universally – Installs in minutes

 Color coded jacks for simplicity

 Compact size for ease of placement

 Detailed instructions for optimum
results included

Works universally with CB radios, 
amateur/marine/business band transceivers, 

car audio head units and more 

FILTERS OUT LINE NOISE & ELECTRICAL 
INTERFERENCE 

On our website you can discover more about cb radios & components.

https://www.carid.com/procomm/
https://www.carid.com/cb-radios-components.html

