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6. Apply the supplied grease to the QA1 sway bar bushing where it will contact the sway bar. Note that the bushings
have a split to ease installation. Install the bushing on the QA1 sway bar.

7. The installation procedure is the reverse of the removal process. Install sway bar and frame brackets. #52884 and
#52891 require the reuse of OEM bushing brackets with the supplied bushings. Torque bushing bracket bolts to
22‐25 ft./lbs.

8. Install the supplied endlink kits the same way the OEM links were installed. Torque the endlink bolts to 10‐18
ft./lbs. Tightening to a lower torque value will reduce the response time of the sway bar (allowing more body
roll), while higher torque value will stiffen the chassis and make the sway bar more responsive. ’05‐’09 model
year endlinks can be adjusted using the holes in the QA1 sway bar. The middle hole is generally the best starting
point.

9. Check for any contact with the steering linkage, brake line, or frame braces. Turn the wheel from full‐lock left to
full‐lock right to verify sufficient clearance. Adjust the sway bar as needed.

10. Use caution on the first test drive until you are accustomed to the vehicle’s new response to steering inputs.

Note: It is best to use sway bars that have been designed to work together. Never drive a vehicle with only a rear sway 
bar installed, as this can cause a dangerous over‐steer condition.  

Note: To further upgrade your suspension, use other QA1 suspension products such as coil overs, shocks, struts, 
springs, torque arms, panhard rods, subframe connectors, strut tower braces, rod ends, spherical bearings, etc. 


