
Jeep® wrangler jk

installation  instructions

2007-2015 Jeep® wrangler jk

D-series® a-pillar mounting system
Lights not included

Remove factory hardware.
step  1

step 2

Align spacer with factory holes. 

step 3

Align bracket on spacer. 

step 4
Install supplied M8 screws �nger-tight. Adjust bracket, then �nish tightening.

step 5

Install D-Series(s) on bracket �nger-tight. Adjust D-Series(s), then �nish tightening.

step 6

Wire your light(s) according to your D-Series wiring instructions.     

(2) Mounting Brackets (Left, Right) #40331 or #40335

(4) M8x125x25mm Black Zinc Cap Screws

(2) Spacers

Parts Included

Thank you for purchasing Rigid Industries’ products for your Jeep. Installation is fairly 
simple with the right tools and good mechanical abilities. If you are not con�dent in your 
mechanical skills, please seek the help of a professional to perform the installation. Please 
read through all of these instructions and tips before proceeding with installation.

*

Wire your lights according to the instructions included with the light. Take care to avoid 
any heat sources and sharp or abrasive surfaces.

Always disconnect any power sources connected to your vehicle before servicing 
fuses or electrical systems.

https://www.carid.com/rigid-industries/


Upper Windshield 50” Light Bar Mount

Fog Light Replacement Kit

10” & 20” Light Bar Hood Brackets

Tail Light SR-M Mounting Brackets

40131, 40137

40138

40332, 40333

40311, 40322

Description Part #

Also available for your jeep 

Your installation is now complete. 

Welcome to the Rigid Nation!

Learn more about off-road lights we have.

https://www.carid.com/off-road-lights.html

