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HIGH-PERFORMANCE  
SEALED BRUSHLESS MOTOR FANS & BLOWERS

12V

12V



Ø 405 mm 

Ø 16”
VA117-ABL506P-103A

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68

12VPRODUCTS
high Performance

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

2. BLACK
SECT. 6.0 mm2

4. WHITE 
SECT. 0.5 mm2

-
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SECT. 0.5 mm2
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12V

VA117-ABL506P-103A
Ø 405 mm 

Ø 16”

Performance Curve

Features
Max fan speed rpm 2800

Min fan speed rpm 700

Sound pressure level dBA 72.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 3.10

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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VA97-ABL322P/N-103A

12VPRODUCTS
high Performance

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

Ø 405 mm 

Ø 16”

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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SECT. 6.0 mm2
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12V

VA97-ABL322P/N-103A

Performance Curve

Features
Max fan speed rpm 2350

Min fan speed rpm 600

Sound pressure level dBA 71.2 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.7

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Ø 405 mm 

Ø 16”

         Airflow (m3/h)

   
   

   
P

re
ss

ur
e 

(P
a)

   
   

   
--

--
 C

ur
re

nt
 (A

)  
   

   
  -

•-
 -•

- 
E

ffi
ci

en
cy

 (%
)



Ø 385 mm 

Ø 15.2”
VA91-ABL326P/N-65A

12VPRODUCTS
high Performance

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

4. WHITE
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2

- 2. BLACK
SECT. 4.0 mm2

3. YELLOW
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

VA91-ABL326P/N-65A
Ø 385 mm 

Ø 15.2”

Performance Curve

Features
Max fan speed rpm 2500

Min fan speed rpm 850

Sound pressure level dBA 77 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.4

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14.5

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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12VPRODUCTS
high Performance

VA116-ABL505P-105A
Ø 355 mm 

Ø 14”
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AIR FLOW 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3036-70 7158-3036-70 7158-3030-50 7158-3030-50

Pin p/n 7114-3273-02 7114-3273-02 7114-4102-02 7114-4102-02

Section [mm2] 10.0 10.0 0.5 0.5

4. WHITE
SECT. 0.5 mm2

1. RED
SECT. 10.0 mm2

- 2. BLACK
SECT. 10.0 mm2 3. YELLOW

SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

Ø 355 mm 

Ø 14”
VA116-ABL505P-105A

Performance Curve

Features
Max fan speed rpm 3300

Min fan speed rpm 800

Sound pressure level dBA 77.2 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.80

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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12VPRODUCTS
high Performance

VA116-ABL324P-105A
Ø 355 mm 

Ø 14”
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

2. BLACK
SECT. 6.0 mm2

4. WHITE 
SECT. 0.5 mm2

-

3. YELLOW
SECT. 0.5 mm2

1. RED
SECT. 6.0 mm2 +

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

Ø 355 mm 

Ø 14”
VA116-ABL324P-105A

Performance Curve

Features
Max fan speed rpm 2800

Min fan speed rpm 700

Sound pressure level dBA 73.7 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.40

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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VA90-ABL320P/N-94A

12VPRODUCTS
high Performance

Ø 305 mm 

Ø 12”

AIR FLOW 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

4. WHITE 
SECT. 0.5 mm2

1. RED
SECT. 6.0 mm2

- 2. BLACK
SECT. 6.0 mm2

3. YELLOW 
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

Ø 305 mm 

Ø 12”
VA90-ABL320P/N-94A

Performance Curve

Features
Max fan speed rpm 3500

Min fan speed rpm 900

Sound pressure level dBA 77 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.41

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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VA89-ABL320P/N-94A

12VPRODUCTS
high Performance

Ø 305 mm 

Ø 12”

AIR FLOW 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68

2. BLACK
SECT. 6.0 mm2

4. WHITE 
SECT. 0.5 mm2

-

3. YELLOW 
SECT. 0.5 mm2

1. RED 
SECT. 6.0 mm2 +

31
6.

7

15.5

53.5

23
8.

3
= 

=

33
2

= 
=

R9

238.3
= =

332
= =

34
0

76.65±1

 (*)430
10

N 4 HOLES 7.5

FA
N

 R
O

TA
TI

O
N

O
PI

T 
AT

T
E

H
CI

T
E

E
P

YT
 L

E
B

AL



0  

2,5

5

7,5

10

12,5

15

17,5

20

22,5

25

27,5

30

32,5

35

37,5

40

42,5

0

50

100

150

200

250

300

350

400

450

500

550

600

650

700

750

800

850

1000 1200 1400 1600 1800 2000 2200 2400 2600 2800 3000

12V

Ø 305 mm 

Ø 12”
VA89-ABL320P/N-94A

Performance Curve

Features
Max fan speed rpm 3500

Min fan speed rpm 900

Sound pressure level dBA 77 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.25

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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12VPRODUCTS
high Performance

VA99-ABL315P/N-101A/SH
Ø 280 mm 

Ø 11”
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

2. BLACK
SECT. 6.0 mm2

4. WHITE
SECT. 0.5 mm2

-

3. YELLOW
SECT. 0.5 mm2

1. RED
SECT. 6.0 mm2 +

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

Ø 280 mm 

Ø 11”
VA99-ABL315P/N-101A/SH

Performance Curve

Features
Max fan speed rpm 3800

Min fan speed rpm 950

Sound pressure level dBA 73.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.20

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. + 120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 15.0

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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12VPRODUCTS
high Performance

VA109-ABL321P/N-109A/SH
Ø 255 mm 

Ø 10”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

2. BLACK 
SECT. 6.0 mm2

4. WHITE
SECT. 0.5 mm2

-

3. YELLOW
SECT. 0.5 mm2

1. RED
SECT. 6.0 mm2 +

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

Ø 255 mm 

Ø 10”
VA109-ABL321P/N-109A/SH

Performance Curve

Features
Max fan speed rpm 4000

Min fan speed rpm 1000

Sound pressure level dBA 75.6 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.0

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. + 115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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12VPRODUCTS
high Performance

020-ABL313P/N-95020

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

2. BLACK 
SECT. 4.0 mm2

4. WHITE
SECT. 0.5 mm2

-

3. YELLOW
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2 +
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44
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2.5

61

16
7

140

57.5
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N °27 HOLES 4.5

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal 
tightening torque 4 Nm
Motors certified IP6K9K and IP68
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12V

020-ABL313P/N-95 020
Performance Curve

Features
Max fan speed rpm 3680

Min fan speed rpm 1100

Sound pressure level dBA 73.1 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.7

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 13

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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24V

24V
HIGH-PERFORMANCE  

SEALED BRUSHLESS MOTOR FANS & BLOWERS



PRODUCTS
high Performance 24V

Ø 405 mm 

Ø 16”
VA97-BBL339P/N-103A

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

4. WHITE
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2

- 2. BLACK
SECT. 4.0 mm2

3. YELLOW
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68



0

4

8

12

16

20

24

28

32

36

40

0

50

100

150

200

250

300

350

400

1100 1300 1500 1700 1900 2100 2300 2500 2700 2900 3100 3300 3500 3700

 

24V

VA97-BBL339P/N-103A
Ø 405 mm 

Ø 16”

Performance Curve

Features
Max fan speed rpm 2450

Min fan speed rpm 600

Sound pressure level dBA 72.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.80

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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PRODUCTS
high Performance
VA116-BBL511P/N-105A

Ø 355 mm 

Ø 14”

AIR FLOW 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

3. YELLOW
SECT. 0.5 mm2

2. BLACK
SECT. 4.0 mm2-

1. RED
SECT. 4.0 mm2

4. WHITE 
SECT. 0.5 mm2

+

24V

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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Ø 355 mm 

Ø 14”
VA116-BBL511P/N-105A

Performance Curve

Features
Max fan speed rpm 3500

Min fan speed rpm 900

Sound pressure level dBA 79.5 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.80

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 11

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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PRODUCTS
high Performance 24V

VA113-BBL504P/N-94A
Ø 305 mm 

Ø 12”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68

2. BLACK
SECT. 6.0 mm2

4. WHITE 
SECT. 0.5 mm2

-
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24V

Ø 305 mm 

Ø 12”
VA113-BBL504P/N-94A

Performance Curve

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 4750

Min fan speed rpm 1200

Sound pressure level dBA 85.6 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.6

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +110

Speed derating threshold °C +65 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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PRODUCTS
high Performance 24V

VA90-BBL338P/N-94A
Ø 305 mm 

Ø 12”

AIR FLOW 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

4. WHITE 
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2

- 2. BLACK 
SECT. 4.0 mm2

3. YELLOW
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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24V

Ø 305 mm 

Ø 12”
VA90-BBL338P/N-94A

Performance Curve

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3650

Min fan speed rpm 900

Sound pressure level dBA 75.6 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.4

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +120

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 15

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

         Airflow (m3/h)

   
   

   
P

re
ss

ur
e 

(P
a)

   
   

   
--

--
 C

ur
re

nt
 (A

)  
   

   
  -

•-
 -•

- 
E

ffi
ci

en
cy

 (%
)



PRODUCTS
high Performance 24V

VA89-BBL338P/N-94A
Ø 305 mm 

Ø 12”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

4. WHITE
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2

- 2. BLACK
SECT. 4.0 mm2

3. YELLOW
SECT. 0.5 mm2

+

AIR FLOW 

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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24V

Ø 305 mm 

Ø 12”
VA89-BBL338P/N-94A

Performance Curve

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3650

Min fan speed rpm 900

Sound pressure level dBA 78 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.20

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +120

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 15

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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PRODUCTS
high Performance 24V

VA89-BBL328P/N-94A
Ø 305 mm 

Ø 12”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

4. WHITE
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2

- 2. BLACK
SECT. 4.0 mm2

3. YELLOW
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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24V

Ø 305 mm 

Ø 12”
VA89-BBL328P/N-94A

Performance Curve

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3400

Min fan speed rpm 850

Sound pressure level dBA 75.7 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.30

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +110

Speed derating threshold °C +95 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 11

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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PRODUCTS
high Performance

PRODUCTS
high Performance 24V

VA99-BBL324P/N-101A/SH
Ø 280 mm 

Ø 11”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

2. BLACK
SECT. 4.0 mm2

4. WHITE
SECT. 0.5 mm2

-

3. YELLOW
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2 +

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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24V

Ø 280 mm 

Ø 11”
VA99-BBL324P/N-101A/SH

Performance Curve

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 4000

Min fan speed rpm 1000

Sound pressure level dBA  74.8 at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.0

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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PRODUCTS
high Performance

PRODUCTS
high Performance 24V

VA109-BBL330P/N-109A/SH
Ø 255 mm 

Ø 10”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

4. WHITE
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2

- 2. BLACK
SECT. 4.0 mm2

3. YELLOW
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68
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24V

Ø 255 mm 

Ø 10”
VA109-BBL330P/N-109A/SH

Performance Curve

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 4300

Min fan speed rpm 1100

Sound pressure level dBA 78 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.0

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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PRODUCTS
high Performance 24V

020-BBL331P/N-95

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM* / E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

2. BLACK
SECT. 4.0 mm2

4. WHITE
SECT. 0.5 mm2

-

3. YELLOW
SECT. 0.5 mm2

1. RED
SECT. 4.0 mm2 +

020

351
= =

105
= =

75.5
= =

335
= =

100
= =

218
= =

13
6

18

44
.7

64
.5

9010
1

10 11
.2

58
.3

= 
=

11

2.5

61

16
7

140

57.5

58
.7

N °27 HOLES 4.5

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal 
tightening torque 4 Nm
Motors certified IP6K9K and IP68
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Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3574

Min fan speed rpm 887

Sound pressure level dBA 72.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.3

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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PRODUCTS
high Performance

PRODUCTS
high Performance 24V

BBL354P-120S 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification + - A PWM*/E*

Pin number 1 2 3 4

Wire Color RED BLACK YELLOW WHITE

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

4. WHITE
SECT. 0.5 mm2 1. RED

SECT. 4.0 mm2

- 2. BLACK
SECT. 4.0 mm2

3. YELLOW 
SECT. 0.5 mm2

+

Technical Data
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
Motors certified IP6K9K and IP68

A

A

211.7 0.5

30°

90°
123.4±1.5

32±0.5

18
8

0.
5

7.5
0.2 N°4 HOLES

2.
5±

0.
1

43
0±

10

226.9±1.5

SEZIONE A-A
SCALA 2:1

EPYT LEBAL
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Titolo del grafico

24V

BBL354P-120S 

Performance Curve

Features
Max fan speed rpm 1850

Min fan speed rpm 800

Sound pressure level dBA 73 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 1.9

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +120

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 5 (0 to 1900 rpm)

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750 - 1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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DRIVE CONTROL MODES



PROTECTIONS
Built-in drive protections:

1. Drive blocked
2. Drive overheated
3. Drive overloaded
4. Under voltage
5. Over voltage
6. Over current
7. Internal Drive failure

MOTOR CONTROL INTERFACE
8 different interface control strategies for flexible and smart motor control

Mode description Mode +D -D PWM* / E* A Pins

On / off to minus 1 + - + 4

On / off to plus 2 - - + 4

On / off with enable low 3 + - + 4

Analog control 1 4 + - analog 4

Analog control 2 5 - - analog 4

Analog control with enable low 6 + - analog 4

Digital control 7 + - PWM n.c. 3

Mixed analog / digital control 8 + - PWM analog 4

+D+

+D+

E*

E*

-D

-D

+D  :  Drive positive supply

-D  :  Drive negative supply

PWM* / E*  :  PWM input / low active enable input

A  :  analog input

+  :  connected to plus

- :  connected to minus

analog  :  analog voltage signal

PWM  :  PWM signal

n. c.  :  not connected

 :  switch of the Drive positive supply to plus

:  switch of the Drive negative supply to minus / GND

:  switch active low enable input to minus / GND

+D+

E*

-D



INTERFACE MODE 1: ON / OFF TO MINUS

To realize the mode On / off to minus with the Drive Interface 
for Catalog Product 12 V it is necessary to put

- A to +D and
- PWM* / E* to -D.

When the switch S1 is switched on the Drive goes after the 
initialization of the electronics to full speed.
This mode can be used if the CCU which controls the Drive 
has limited capabilities or does not even exist. The Drive is 
just switched on and off via any power switch like a relay, 
MOS FET, or even just a switch.
The appropriate current rating for this “switch” has to be 
dimensioned according to the current consumption of the 
Drive. 26.03.2013

OnOfftominus wo F 00.vsd

M

-D

Drive

+D

PWM* / E*

A

S1

E

+

26.03.2013
OnOfftoplus wo F 00.vsd

M

-D

Drive

+D

PWM* / E*

A

E

+

S1

INTERFACE MODE 2: ON / OFF TO PLUS

To realize the mode On / off to plus with the Drive Interface 
for Catalog Product 12 V it is necessary to put

- A to +D and
- PWM* / E* to -D.

When the switch S1 is switched on the Drive goes after the 
initialization of the electronics to full speed.
This mode can be used if the CCU which controls the Drive 
has limited capabilities or does not even exist. The Drive is 
just switched on and off via any power switch like a relay, 
MOS FET, or even just a switch.
The appropriate current rating for this “switch” has to be 
dimensioned according to the current consumption of the 
Drive.



INTERFACE MODE 3: ON / OFF WITH ENABLE LOW

To realize the mode On / off with enable low with the Drive Interface for Catalog Product 12 V it is 
necessary

- A to +D and
- to use PWM* / E* as an low active enable.

In mode 3 the Drive can stay always on supply voltage and is controlled by a low current enable in-
put which can be driven by simple low cost low side signal driver in the CCU. When the enable input 
PWM* / E* goes to high, the Drive goes after a short time into the quiescent current mode. When 
the enable pin PWM* / E* is driven low, the Drive goes to full speed after the initialization of the 
electronics. This mode can be used if the CCU which controls the Drive has limited capabilities or does 
not even exist. The appropriate sink current rating of the driver for the enable pin PWM* / E* has to 
be dimensioned according to the current consumption of the pin PWM* / E*. The circuit structure to 
drive the pin PWM* / E* can be any active low “open collector” Typical circuitry.

INTERFACE MODE 4: ANALOG CONTROL 1

To realize the mode Analog control 1 with the Drive 
Interface for Catalog Product 12 V it is necessary

- to use A as an analog input and
- to put PWM* / E* to -D.

When the switch S1 is switched on the Drive goes 
after the initialization of the electronics to the 
speed requested by the analog input A. The ap-
propriate current rating for this “switch” has to be 
dimensioned according to the current consumption 
of the Drive.

21.08.2013
OnOffwithE wo F 00.vsd

M
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Drive
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PWM* / E*

A
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M

-D

Drive

+D

PWM* / E*

A

S1

E

+

analog input

Ua



INTERFACE MODE 5: ANALOG CONTROL 2

To realize the mode Analog control 2 with the Drive 
Interface for Catalog Product 12 V it is necessary
- to use A as an analog input and
- to put PWM* / E* to -D.

When the switch S1 is switched on the Drive goes 
after the initialization of the electronics to the 
speed requested by the analog input A. 

The appropriate current rating for this “switch” 
has to be dimensioned according to the current 
consumption of the Drive.

26.03.2013
Analogtoplus wo F 00.vsd

Drive
analog input

Ua

M

-D

+D

PWM* / E*

A

E

+

S1

INTERFACE MODE 6: ANALOG CONTROL WITH ENABLE LOW

To realize the mode Analog control with enable low with the Drive Interface for Catalog Product 12 V it 
is necessary
- to use A as an analog input and
- to use PWM* / E* as a low active enable.

In mode 6 the Drive can stay always on supply voltage and is controlled by a low current enable input 
which can be driven by simple low cost low side signal driver in the CCU. When the enable input PWM* / 
E* goes to high, the Drive goes after a short time into the quiescent current mode.
When the enable pin PWM* / E* is driven low, the Drive goes to the speed requested by the analog 
input A after the initialization of the electronics. The appropriate sink current rating of the driver for the 
enable pin PWM* / E* has to be dimensioned according to the current consumption of the pin PWM* / 
E*.
The circuit structure to drive the pin PWM* / E* can be any active low “open collector” Typical circuitry
In this operating mode the supply voltage plus is usually connected permanently. To run the Drive first 
the pin PWM* / E* has to be connected to supply voltage minus and afterwards the Drive speed can be 
then controlled with an analog voltage on the pin A.

21.08.2013
AnalogwithE wo F 00.vsd
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INTERFACE MODE 7: DIGITAL CONTROL

To realize the mode Digital control with the Drive Interface for Catalog Product 12 V it is necessary
- to apply a PWM signal on the pin PWM* / E*.

In mode 7 the Drive can stay always on supply voltage and is controlled by a low current PWM and 
enable PWM* / E* input which can be driven by simple low cost low side signal driver in the CCU. 
When the enable input PWM* / E* goes to high, the Drive goes after a short time into the quiescent 
current mode. When the enable pin PWM* / E* is driven with PWM, the Drive goes to the speed 
requested by the duty cycle after the initialization of the electronics. The appropriate sink current 
rating of the driver for the enable pin PWM* / E* has to be dimensioned according to the current 
consumption of the pin PWM* / E*.
The circuit structure to drive the pin PWM* / E* can be any active low “open collector” Typical circuitry
In this operating mode the supply voltage plus is usually connected permanently. To run the Drive on 
the pin PWM* / E* a PWM signal has to be applied and with the duty cycle of the PWM signal the 
Drive speed can be then controlled.

INTERFACE MODE 8: MIXED ANALOG / DIGITAL CONTROL

To realize the mode Mixed analog / digital control with the Drive Interface for Catalog Product 12 V 
it is necessary
- to use A as an analog input and
- to apply a PWM signal on the pin PWM* / E*.

In mode 8 the Drive can stay always on supply voltage and is controlled by a low current PWM and 
enable PWM* / E* input which can be driven by simple low cost low side signal driver in the CCU. 
When the enable input PWM* / E* goes to high, the Drive goes after a short time into the quiescent 
current mode. When the enable pin PWM* / E* is driven low (switched to supply voltage minus), the 
Drive goes to the speed requested by the analog input A after the initialization of the electronics (if 
the electronics is not already activated). When the enable pin PWM* / E* is driven with PWM, the 
Drive goes to the speed requested by the duty cycle after the initialization of the electronics (if the 
electronics is not already activated). The appropriate sink current rating of the driver for the enable 
pin PWM* / E* has to be dimensioned according to the current consumption of the pin PWM* / 
E*. The circuit structure to drive the pin PWM* / E* can be any active low “open collector” Typical 
circuitry.

21.08.2013
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In this operating mode the supply voltage plus is usually connected permanently. To run the Drive on 
the pin PWM* / E* a PWM signal has to be applied and with the duty cycle of the PWM signal the Drive 
speed can be then controlled. If the pin PWM* / E* is switched to supply voltage minus the Drive speed 
can be then controlled with an analog voltage on the pin A.
So a mixed control with either digital or analog input is possible. The priority has the digital PWM signal.



FUSE PROTECTION
An automotive fuse according ISO8820 part 3 must be applied in the vehicle/system wire harness. 
Depending on the application of the fan, it is customer responsability to define and verify the correct 
fuse value (due to the length of the vehicle cable harness, cross section of the power wires, fuse type).

POWER SUPPLY RESIDUAL RIPPLE
The maximum acceptable value of power supply rms ripple for the Drive is 1 %. In case of application 
with high residual ripple values, please contact SPAL in order to find the suitable solution for your 
specific requirements.

STANDARDS AND DIRECTIVES

The product complies with the following standard / directives

SEALING

Motors certified IP6K9K and IP68

Standard Code Description

72/245/EC and updates Automotive EMC directive

ECE Reg. 10-03 and updates Uniform provisions concerning the approval of vehicles with regard to electromagnetic compatibility

2002/95/EC RoHS Restriction of Hazardous Substances Directive

2000/53/EC and updates End-of Life Vehicle 2000/53/EC



ACCESSORIES



30130709 Mounting example on VA89A - VA113

SOLUTIONS FOR EVER GROWING 
COOLING NEEDS

ACCESSORIES ON REQUEST

SPAL p/n 30130709 – Additional protection guard for VA89A and VA113 shroud 

SOLUTIONS FOR EVER GROWING 
COOLING NEEDS



BRUSHLESS MOTOR 
FANS AND BLOWERS

OUR CLIENTS ARE OUR BEST REFERENCE
WE WORK WITH THE BEST OEM MANUFACTURES

YAZAKI CONNECTOR COUNTERPART

SPAL p/n 30130628 Complet Connector Counterpart Kit, for 12V and 24V (available upon request).

The Kit includes:

Corresponding Yazaki 
component PN

Notes Qty

7283-8497-90 Male Connector 1

7158-3032-60 Seal gasket 1,5 [mm] 1

7116-3251 Female Fast-on terminal 2

7157-3582-90 Seal gasket Ø 2,5-3,5 [mm] for cables 2

7116-3250 Female Fast-on terminal 2

7158-3035 Seal gasket Ø 4-5 [mm] for cables 2

7157-3581-80 Seal gasket Ø 4,75-5,65 [mm] for cables 2

7116-3285-02 Female Fast-on terminal 2

7158-3036-70 Seal gasket Ø 5,5-6,5 [mm] for cables 2

7116-4103-02 Female Fast-on terminal 2

7158-3031-90 Seal gasket Ø 1,6-2,2 [mm] for cables 2

7116-4102-02 Female Fast-on terminal 2

7158-3030-50 Seal gasket Ø 1,2-1,7 [mm] for cables 2

7147-8925-30 Connector fixing hook 1

BRUSHLESS MOTOR 
FANS AND BLOWERS

OUR CLIENTS ARE OUR BEST REFERENCE
WE WORK WITH THE BEST OEM MANUFACTURES



12V - 24V dc/cc

HIGH-PERFORMANCE  
SEALED BRUSHLESS 

MOTOR  FANS & BLOWERS



HIGH-PERFORMANCE  
SEALED BRUSHLESS MOTOR FANS & BLOWERS

12V

12V



Motor designed for IP6K9K and IP68 protection

Ø 405 mm 

Ø 16”
VA117-ABL506P-103A

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm

12VPRODUCTS
high Performance

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5
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12V

VA117-ABL506P-103A
Ø 405 mm 

Ø 16”
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Axial fan performance curve

Features
Max fan speed rpm 2800

Min fan speed rpm 700

Sound pressure level dBA 72.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 3.10

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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Motor designed for IP6K9K and IP68 protection

VA97-ABL322P/N-103A

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm

12VPRODUCTS
high Performance

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

Ø 405 mm 

Ø 16”



12V

VA97-ABL322P/N-103A
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Axial fan performance curve

Features
Max fan speed rpm 2350

Min fan speed rpm 600

Sound pressure level dBA 71.2 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.7

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa = 0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Ø 405 mm 

Ø 16”
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Motor designed for IP6K9K and IP68 protection

Ø 385 mm 

Ø 15.2”
VA91-ABL326P/N-65A

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm

12VPRODUCTS
high Performance

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 
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12V

VA91-ABL326P/N-65A
Ø 385 mm 

Ø 15.2”

Axial fan performance curve

Features
Max fan speed rpm 2500

Min fan speed rpm 850

Sound pressure level dBA 77 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.4

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +115

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14.5

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa = 0.004 inH20                          Airflow: 1m3/h=0.59 cfm



12VPRODUCTS
high Performance

VA116-ABL505P-105A
Ø 355 mm 

Ø 14”
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Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3036-70 7158-3036-70 7158-3030-50 7158-3030-50

Pin p/n 7114-3273-02 7114-3273-02 7114-4102-02 7114-4102-02

Section [mm2] 10.0 10.0 0.5 0.5



12V

Ø 355 mm 

Ø 14”
VA116-ABL505P-105A
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Axial fan performance curve

Features
Max fan speed rpm 3300

Min fan speed rpm 800

Sound pressure level dBA 77.2 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.80

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa = 0.004 inH20                          Airflow: 1m3/h=0.59 cfm



12VPRODUCTS
high Performance

VA116-ABL324P-105A
Ø 355 mm 

Ø 14”
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Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5



12V

Ø 355 mm 

Ø 14”
VA116-ABL324P-105A
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Axial fan performance curve

Features
Max fan speed rpm 2800

Min fan speed rpm 700

Sound pressure level dBA 73.7 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.40

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm



VA89-ABL320P/N-94A

12VPRODUCTS
high Performance

Ø 305 mm 

Ø 12”

31
6.

7

15.5

53.5

23
8.

3
= 

=

33
2

= 
=

R9

238.3
= =

332
= =

34
0

76.65±1

 (*)430
10

N 4 FORI 7.5
N 4 HOLES 7.5

S
E

N
S

O
 R

O
TA

ZI
O

N
E

FA
N

 R
O

TA
TI

O
N

P

O
PI

T 
AT

T
E

H
CI

T
E

E
P

YT
 L

E
B

AL

AIR FLOW 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



12V

Ø 305 mm 

Ø 12”
VA89-ABL320P/N-94A
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Axial fan performance curve

Features
Max fan speed rpm 3500

Min fan speed rpm 900

Sound pressure level dBA 77 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.25

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm



12VPRODUCTS
high Performance

VA99-ABL315P/N-101A/SH
Ø 280 mm 

Ø 11”
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



12V

Ø 280 mm 

Ø 11”
VA99-ABL315P/N-101A/SH
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Axial fan performance curve

Features
Max fan speed rpm 3800

Min fan speed rpm 950

Sound pressure level dBA 73.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.20

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. + 120

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 15.0

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm



12VPRODUCTS
high Performance

VA109-ABL321P/N-109A/SH
Ø 255 mm 

Ø 10”
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



12V

Ø 255 mm 

Ø 10”
VA109-ABL321P/N-109A/SH
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Axial fan performance curve

Features
Max fan speed rpm 4000

Min fan speed rpm 1000

Sound pressure level dBA 75.6 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.0

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. + 115

Speed derating threshold °C +105 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm



12VPRODUCTS
high Performance

020-ABL313P/N-95020

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5
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Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal 
tightening torque 4 Nm
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Axial fan performance curve

Features
Max fan speed rpm 3680

Min fan speed rpm 1100

Sound pressure level dBA 73.1 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.7

Operating supply voltage range V 9.0 .. 16.0 at the Drive Connector

Supply voltage to reach max speed V 13.0 .. 16.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 13

Load dump protection (Pulse 5b) V 35 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm
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HIGH-PERFORMANCE  

SEALED BRUSHLESS MOTOR FANS & BLOWERS



PRODUCTS
highPerformance 24V

Ø 405 mm 

Ø 16”
VA97-BBL339P/N-103A

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



24V

VA97-BBL339P/N-103A
Ø 405 mm 

Ø 16”
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Axial fan performance curve

Features
Max fan speed rpm 2450

Min fan speed rpm 600

Sound pressure level dBA 72.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.80

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 17

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm



PRODUCTS
highPerformance 24V

VA113-BBL504P/N-94A
Ø 305 mm 

Ø 12”

238.3
= =

332
= =

R9

23
8.

3
= 

=

33
2

= 
=

15

55

78.2±1

(*) 430
10

340
31

5

N°4 FORI 7.5
N°4 HOLES 7.5

S
E

N
S

O
 R

O
TA

ZI
O

N
E

FA
N

 R
O

TA
TI

O
N

P

O
PI

T 
AT

T
E

H
CI

T
E

E
P

YT
 L

E
B

AL

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7158-3035 7158-3035 7158-3030-50 7158-3030-50

Pin p/n 7114-3250 7114-3250 7114-4102-02 7114-4102-02

Section [mm2] 6.0 6.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



24V

Ø 305 mm 

Ø 12”
VA113-BBL504P/N-94A
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Axial fan performance curve

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 4750

Min fan speed rpm 1200

Sound pressure level dBA 85.6 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.6

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +110

Speed derating threshold °C +65 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 10

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.



PRODUCTS
highPerformance 24V

VA89-BBL338P/N-94A
Ø 305 mm 

Ø 12”

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5
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Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



24V

Ø 305 mm 

Ø 12”
VA89-BBL338P/N-94A
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Axial fan performance curve

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3650

Min fan speed rpm 900

Sound pressure level dBA 78 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.20

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +120

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 15

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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VA89-BBL328P/N-94A
Ø 305 mm 
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
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Ø 305 mm 

Ø 12”
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Axial fan performance curve

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3400

Min fan speed rpm 850

Sound pressure level dBA 75.7 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.30

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +110

Speed derating threshold °C +95 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 11

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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VA99-BBL324P/N-101A/SH
Ø 280 mm 

Ø 11”
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
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Ø 280 mm 

Ø 11”
VA99-BBL324P/N-101A/SH
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Axial fan performance curve

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 4000

Min fan speed rpm 1000

Sound pressure level dBA  74.8 at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.0

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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VA109-BBL330P/N-109A/SH
Ø 255 mm 

Ø 10”
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Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

AIR FLOW 

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm
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Ø 255 mm 

Ø 10”
VA109-BBL330P/N-109A/SH
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Axial fan performance curve

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 4300

Min fan speed rpm 1100

Sound pressure level dBA 78 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.0

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 14

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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020-BBL331P/N-95

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM* / E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5
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Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal 
tightening torque 4 Nm



24V

020-BBL331P/N-95 020
Blower performance curve

Pressure: 1Pa=0.004 inH20                          Airflow: 1m3/h=0.59 cfm

Features
Max fan speed rpm 3547

Min fan speed rpm 887

Sound pressure level dBA 72.8 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 2.3

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +125

Lifetime h up to 40000 hours depending on mission profile

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750-1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.
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BBL354P-120S 

Connector:YAZAKI HYBRID (USCAR-2 compliant) - Part number: 7282-8497-90

Identification +D -D A PWM*/E*

Pin number 1 2 3 4

Wire Color red black yellow white

Sealing p/n 7157-3582-90 7157-3582-90 7158-3030-50 7158-3030-50

Pin p/n 7114-3251 7114-3251 7114-4102-02 7114-4102-02

Section [mm2] 4.0 4.0 0.5 0.5

A
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211.7 0.5

30°
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SEZIONE A-A
SCALA 2:1

EPYT LEBAL

Motor designed for IP6K9K and IP68 protection

Drawing
All dimensions are expressed in mm. Use M6 screws for fixing – nominal tightening torque 4 Nm



24V

BBL354P-120S 

Axial fan performance curve

Features
Max fan speed rpm 1850

Min fan speed rpm 800

Sound pressure level dBA 73 - at 1 m ± 0.005 m from the fan module- lateral side

Weight Kg 1.9

Operating supply voltage range V 16.0 .. 32.0 at the Drive Connector

Supply voltage to reach max speed V 26.0 .. 32.0 at the Drive Connector

Operating ambient temperature range °C -40 .. +95

Speed derating threshold °C +85 (*)

Storage temperature range °C -40 .. +120

Lifetime h up to 40000 hours depending on mission profile

Time from 0 rpm to max speed s 5 (0 to 1900 rpm)

Load dump protection (Pulse 5b) V 65 - Pulse peak voltage (Us *) - ISO16750-2:2010

Reverse polarity protection
ISO 16750 - 1 functional status class C - device fully functional after 
correcting the polarity

Notes (*): Few minutes ambient temperature transients do not engage the derating owing to the thermal inertia of the system. Overloads may 
anticipate derating.

Pressure: 1Pa=0.004 inH20             Airflow: 1m3/h=0.59 cfm
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DRIVE CONTROL MODES



PROTECTIONS
Built-in drive protections:

1. Drive blocked
2. Drive overheated
3. Drive overloaded
4. Under voltage
5. Over voltage
6. Over current
7. Internal Drive failure

MOTOR CONTROL INTERFACE
8 different interface control strategies for flexible and smart motor control

Mode description Mode +D -D PWM* / E* A Pins

On / off to minus 1 + - + 4

On / off to plus 2 - - + 4

On / off with enable low 3 + - + 4

Analog control 1 4 + - analog 4

Analog control 2 5 - - analog 4

Analog control with enable low 6 + - analog 4

Digital control 7 + - PWM n.c. 3

Mixed analog / digital control 8 + - PWM analog 4

+D+

+D+

E*

E*

-D

-D

+D :  Drive positive supply

-D :  Drive negative supply

PWM* / E* :  PWM input / low active enable input

A :  analog input

+ :  connected to plus

- :  connected to minus

analog  :  analog voltage signal

PWM  :  PWM signal

n. c. :  not connected

 :  switch of the Drive positive supply to plus

:  switch of the Drive negative supply to minus / GND

:  switch active low enable input to minus / GND

+D+

E*

-D



INTERFACE MODE 1: ON / OFF TO MINUS

To realize the mode On / off to minus with the Drive Interface 
for Catalog Product 12 V it is necessary to put

- A to +D and
- PWM* / E* to -D.

When the switch S1 is switched on the Drive goes after the 
initialization of the electronics to full speed.
This mode can be used if the CCU which controls the Drive 
has limited capabilities or does not even exist. The Drive is 
just switched on and off via any power switch like a relay, 
MOS FET, or even just a switch.
The appropriate current rating for this “switch” has to be 
dimensioned according to the current consumption of the 
Drive. 26.03.2013
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INTERFACE MODE 2: ON / OFF TO PLUS

To realize the mode On / off to plus with the Drive Interface 
for Catalog Product 12 V it is necessary to put

- A to +D and
- PWM* / E* to -D.

When the switch S1 is switched on the Drive goes after the 
initialization of the electronics to full speed.
This mode can be used if the CCU which controls the Drive 
has limited capabilities or does not even exist. The Drive is 
just switched on and off via any power switch like a relay, 
MOS FET, or even just a switch.
The appropriate current rating for this “switch” has to be 
dimensioned according to the current consumption of the 
Drive.



INTERFACE MODE 3: ON / OFF WITH ENABLE LOW

To realize the mode On / off with enable low with the Drive Interface for Catalog Product 12 V it is 
necessary

- A to +D and
- to use PWM* / E* as an low active enable.

In mode 3 the Drive can stay always on supply voltage and is controlled by a low current enable in-
put which can be driven by simple low cost low side signal driver in the CCU. When the enable input 
PWM* / E* goes to high, the Drive goes after a short time into the quiescent current mode. When 
the enable pin PWM* / E* is driven low, the Drive goes to full speed after the initialization of the 
electronics. This mode can be used if the CCU which controls the Drive has limited capabilities or does 
not even exist. The appropriate sink current rating of the driver for the enable pin PWM* / E* has to 
be dimensioned according to the current consumption of the pin PWM* / E*. The circuit structure to 
drive the pin PWM* / E* can be any active low “open collector” Typical circuitry.

INTERFACE MODE 4: ANALOG CONTROL 1

To realize the mode Analog control 1 with the Drive 
Interface for Catalog Product 12 V it is necessary

- to use A as an analog input and
- to put PWM* / E* to -D.

When the switch S1 is switched on the Drive goes 
after the initialization of the electronics to the 
speed requested by the analog input A. The ap-
propriate current rating for this “switch” has to be 
dimensioned according to the current consumption 
of the Drive.
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INTERFACE MODE 5: ANALOG CONTROL 2

To realize the mode Analog control 2 with the Drive 
Interface for Catalog Product 12 V it is necessary
- to use A as an analog input and
- to put PWM* / E* to -D.

When the switch S1 is switched on the Drive goes 
after the initialization of the electronics to the 
speed requested by the analog input A. 

The appropriate current rating for this “switch” 
has to be dimensioned according to the current 
consumption of the Drive.

26.03.2013
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INTERFACE MODE 6: ANALOG CONTROL WITH ENABLE LOW

To realize the mode Analog control with enable low with the Drive Interface for Catalog Product 12 V it 
is necessary
- to use A as an analog input and
- to use PWM* / E* as a low active enable.

In mode 6 the Drive can stay always on supply voltage and is controlled by a low current enable input 
which can be driven by simple low cost low side signal driver in the CCU. When the enable input PWM* / 
E* goes to high, the Drive goes after a short time into the quiescent current mode.
When the enable pin PWM* / E* is driven low, the Drive goes to the speed requested by the analog 
input A after the initialization of the electronics. The appropriate sink current rating of the driver for the 
enable pin PWM* / E* has to be dimensioned according to the current consumption of the pin PWM* / 
E*.
The circuit structure to drive the pin PWM* / E* can be any active low “open collector” Typical circuitry
In this operating mode the supply voltage plus is usually connected permanently. To run the Drive first 
the pin PWM* / E* has to be connected to supply voltage minus and afterwards the Drive speed can be 
then controlled with an analog voltage on the pin A.

21.08.2013
AnalogwithE wo F 00.vsd

M

-D

Drive

+D

PWM* / E*

A

E

+

analog input

Ua



INTERFACE MODE 7: DIGITAL CONTROL

To realize the mode Digital control with the Drive Interface for Catalog Product 12 V it is necessary
- to apply a PWM signal on the pin PWM* / E*.

In mode 7 the Drive can stay always on supply voltage and is controlled by a low current PWM and 
enable PWM* / E* input which can be driven by simple low cost low side signal driver in the CCU. 
When the enable input PWM* / E* goes to high, the Drive goes after a short time into the quiescent 
current mode. When the enable pin PWM* / E* is driven with PWM, the Drive goes to the speed 
requested by the duty cycle after the initialization of the electronics. The appropriate sink current 
rating of the driver for the enable pin PWM* / E* has to be dimensioned according to the current 
consumption of the pin PWM* / E*.
The circuit structure to drive the pin PWM* / E* can be any active low “open collector” Typical circuitry
In this operating mode the supply voltage plus is usually connected permanently. To run the Drive on 
the pin PWM* / E* a PWM signal has to be applied and with the duty cycle of the PWM signal the 
Drive speed can be then controlled.

INTERFACE MODE 8: MIXED ANALOG / DIGITAL CONTROL

To realize the mode Mixed analog / digital control with the Drive Interface for Catalog Product 12 V 
it is necessary
- to use A as an analog input and
- to apply a PWM signal on the pin PWM* / E*.

In mode 8 the Drive can stay always on supply voltage and is controlled by a low current PWM and 
enable PWM* / E* input which can be driven by simple low cost low side signal driver in the CCU. 
When the enable input PWM* / E* goes to high, the Drive goes after a short time into the quiescent 
current mode. When the enable pin PWM* / E* is driven low (switched to supply voltage minus), the 
Drive goes to the speed requested by the analog input A after the initialization of the electronics (if 
the electronics is not already activated). When the enable pin PWM* / E* is driven with PWM, the 
Drive goes to the speed requested by the duty cycle after the initialization of the electronics (if the 
electronics is not already activated). The appropriate sink current rating of the driver for the enable 
pin PWM* / E* has to be dimensioned according to the current consumption of the pin PWM* / 
E*. The circuit structure to drive the pin PWM* / E* can be any active low “open collector” Typical 
circuitry.
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In this operating mode the supply voltage plus is usually connected permanently. To run the Drive on 
the pin PWM* / E* a PWM signal has to be applied and with the duty cycle of the PWM signal the Drive 
speed can be then controlled. If the pin PWM* / E* is switched to supply voltage minus the Drive speed 
can be then controlled with an analog voltage on the pin A.
So a mixed control with either digital or analog input is possible. The priority has the digital PWM signal.



FUSE PROTECTION
An automotive fuse according ISO8820 part 3 must be applied in the vehicle/system wire harness. 
Depending on the application of the fan, it is customer responsability to define and verify the correct 
fuse value (due to the length of the vehicle cable harness, cross section of the power wires, fuse type).

POWER SUPPLY RESIDUAL RIPPLE
The maximum acceptable value of power supply rms ripple for the Drive is 1 %. In case of application 
with high residual ripple values, please contact SPAL in order to find the suitable solution for your 
specific requirements.

STANDARDS AND DIRECTIVES

The product complies with the following standard / directives

SEALING

Motor designed for IP6K9K and IP68 protection

Standard Code Description

72/245/EC and updates Automotive EMC directive

ECE Reg. 10-03 and updates Uniform provisions concerning the approval of vehicles with regard to electromagnetic compatibility

2002/95/EC RoHS Restriction of Hazardous Substances Directive

2000/53/EC and updates End-of Life Vehicle 2000/53/EC



ACCESSORIES



30130709 Fitting

SOLUTIONS FOR EVER GROWING 
COOLING NEEDS

ACCESSORIES ON REQUEST

SPAL p/n 30130709 – Additional protection guard for VA89A and VA113 shroud 

SOLUTIONS FOR EVER GROWING 
COOLING NEEDS



BRUSHLESS MOTOR 
FANS AND BLOWERS

OUR CLIENTS ARE OUR BEST REFERENCE
WE WORK WITH THE BEST OEM MANUFACTURES

YAZAKI CONNECTOR COUNTERPART

SPAL p/n 30130628 Complet Connector Counterpart. Kit available upon request.

The Kit includes:

Corresponding Yazaki 
component PN

Notes Qty

7283-8497-90 Male Connector 1

7158-3032-60 Seal gasket 1,5 [mm] 1

7116-3251 Female Fast-on terminal 2

7157-3582-90 Seal gasket Ø 2,5-3,5 [mm] for cables 2

7116-3250 Female Fast-on terminal 2

7158-3035 Seal gasket Ø 4-5 [mm] for cables 2

7157-3581-80 Seal gasket Ø 4,75-5,65 [mm] for cables 2

7116-3285-02 Female Fast-on terminal 2

7158-3036-70 Seal gasket Ø 5,5-6,5 [mm] for cables 2

7116-4103-02 Female Fast-on terminal 2

7158-3031-90 Seal gasket Ø 1,6-2,2 [mm] for cables 2

7116-4102-02 Female Fast-on terminal 2

7158-3030-50 Seal gasket Ø 1,2-1,7 [mm] for cables 2

7147-8925-30 Connector fixing hook 1

BRUSHLESS MOTOR 
FANS AND BLOWERS

OUR CLIENTS ARE OUR BEST REFERENCE
WE WORK WITH THE BEST OEM MANUFACTURES



COMPANY PROFILE
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Heritage

1959
• Founded in Italy in 1959, SPAL is a second generation family run
manufacturing group based in Correggio.

1970
• Originally specialising in plastic mould design and production, SPAL has 
invested over 40 years in the research and development of high quality 
axial fans and centrifugal blowers to meet standards demanded by the 
world’s leading vehicle manufacturers.

2001
• Opening of the first SPAL subsidiary in Shanghai, China for the
distribution and market of fans and blowers.

2004
• Opening US subsidiary in Des Moines, Iowa.

2005
• Opening Brazilian subsiadiary in Sao Paulo, Brazil.

2006
Opening Indian distribution facility in Noida, India.

2009
• Opening British subsidiary in Worcester, UK
• Opening Russian subsidiary in Saint-Petersburg, Russia.
• The SPAL group with over 800 employees world-wide celebrates its
50th anniversary.

2009
• Starting production of Brushless fans

2011
• Opening Japanese subsidiary based in Tokyo, Japan

2014  - 2015
• Construction of new building of 16.000 m2  for Brushless production

Air Since 1959
Shaping

2015 Extension



SPAL’s high level of vertical integration allows it to exercise 

quality control over every single step of the manufacturing 

process enabling it to apply its own accreditation - 

the SPAL Quality Standard.

Brush & Brushless Technologies

• SPAL Automotive designs and manufactures a range of sealed

high performance Axial Fans and Centrifugal Blowers, 12 & 24V d.c.

• Suitable for applications including engine, oil and battery cooling,

SPAL products are equipped for use in the automotive, motorsport, 

bus & coach, off-road construction & industrial, agricultural and truck.

• SPAL is at the forefront of Brushless motor technology and has

developed a range of fans and blowers with smart capabilities for 

reliable managed performance and long life operation.

• The SPAL production facility in Correggio, Italy, spans an area of

66,000m² accommodating over 500 employees serving the engineering, 

research & development, and manufacturing departments.

Air Since 1959
Shaping



Core Competence

• SPAL utilizes in-house technical expertise to develop the most advanced

products with an innate understanding of all aspects of Fluid dynamics, 

Thermodynamics, Electronics, Electro-magnetics and Mechanics.

• The Product Engineering department swiftly leads development for each new

component of the fan or blower. This includes: Tooling design & production 

bringing to life our plastic injected parts, Performance blade dynamics study and 

creation, Drive motor design optimization & production all being fully integrated 

with proprietary electronics hardware and firmware.

• Testing & Validation: SPAL laboratories has the capability to test and perform

in-house product validation based on Customers specification.

Air Since 1959
Shaping



Innovation

• The next advance in automotive technology is just around the corner and
SPAL keeps pace with this through constant innovation.

• SPAL designers and engineers are engaged in continually refining products
bespoke to clients requirements working closely with OEMs and seeing new 
ideas through from initial concept to finished form.

• In keeping with current environmental requirements, SPAL uses its expertise
to produce products that meet emission standards, operate efficiently and 
reliably.

• Several fully-automated production lines are in operation with the capability
to produce over 5 million fans and blowers each year. 

Air Since 1959
Shaping



Process

• The entire production process from design to rapid prototyping to tooling,

testing and manufacture is managed and controlled in-house.

• Our goal is to build high quality products for the market. We achieve it by

constantly focusing on research & development and by

supervising all areas of manufacturing process.

Air Since 1959
Shaping



TECHNICAL KNOWLEDGE

• Fluid-dynamics

• Thermodynamics

• Electronics

• Electro-magnetic

• Mechanical

IN-HOUSE TESTING AND VALIDATION EQUIPMENT

• Climatic chambers

• Thermal shock chamber

• Oven & hot test chambers

• Water & salt spray chamber

• Vibration test benches

• Vibration test bench in climatic chamber

• Airflow test chambers

• Anechoic chamber with spectrum analyzer

• Endurance test facility

• Motor torque test bench

• 3D tester

• Laser sintered prototype machine

• EMC test equipment

FULLY INTEGRATED PROCESSES

• Rapid prototyping

• Chemical Department

• Tool shop

• Moulding

• Motor design and production

• PCB In-house Production

• Electronics SMD

• Automated assembly process

The SPAL Strengths

Air Since 1959
Shaping



our SOLUTIONS



Truck    Parking Cooling - Hybrid System Cooling

Construction

Bus & Coaches

Car

Agricultural

Powersports

Mobile Refrigeration

our Markets



MADE IN ITALY

 FRONT AND REAR ELECTRIC POWER WINDOWS  

12 V - 24 V
2ND- RELEASE



Front

only

5 cm

only

0,8 cm

UNIVERSAL APPLICATIONS



 Rear

Optional

cod. 3304.0000

eUNIVERSAL APPLICATIONS



Front and Rear Electric 
Power Windows



ELECTRIC POWER WINDOWS •

KIT  cod. 3300.0013

12V - KIT  COD. 3300.0013: e1 03 5875 
24V - KIT  COD. 3300.1000: e1 03 5874

KIT  cod. 3300.1000

KIT  cod. 3300.0021

• KIT 2 ELECTRIC POWER WINDOWS “DE LUXE”
with thermal control, extremely noiseless, applicable on the front and rear
doors of each type of cars (equipped with emergency handle to use in case of 
loss of electrical power).

e1 03 5873



SWITCH KIT 

universal  push & pull

Cod. 1740.01143 x Cod. 3302.00251 x

Cod. 3303.01151 x Cod. 3303.0116 Cod. 3303.01171 x 1 x

KIT  cod. 3304.0174

• KIT UNIVERSAL PUSH & PULL WITH FRAMES
complete with: 3 switches Cod.1740.0114, 1 single frame Cod.3303.0115, 1 double frame parallel Cod.3303.0116 1 double frame Cod.3303.0117, 
1 wire harness Cod.3302.0025.

LED 
GREEN

58
 m

m
2,

28
 in

58
 m

m
2,

28
 in

58 mm
2,28 in

34,6 mm
1,36 in

105,6 mm   -   4,15 in

34,6 mm
1,36 in

33 mm
1,30 in

34
 m

m
1,

33
 in



SWITCH KIT 

Cod. 1740.0110A2 x

Cod. 3302.00181 xCod. 3303.00972 x

Cod. 1740.0110A2 x

Cod. 3302.00181 xCod. 3303.00981 x

universal  push & pull

KIT  cod. 3304.0160LED 
GREEN

KIT  cod. 3304.0161

• KIT UNIVERSAL PUSH & PULL WITH DOUBLE FRAME
complete with: 2 switches Cod.1740.0110A, 1 double frame Cod.3303.0098, 
1 wire harness Cod.3302.0018.

LED 
GREEN

 

 

19,3 mm
0,75 in

39,3 mm
1,55 in

23,7 mm
0,93 in

M

M
+ light

30 mm
1,18 in

65 mm
2,56 in

47,85 mm
1,88 in

44,6 mm
1,76 in

 

 

19,3 mm
0,75 in

39,3 mm
1,55 in

23,7 mm
0,93 in

M

M
+ light



SWITCH KIT 

Cod. 1740.0110A3 x Cod. 3302.00221 x

Cod. 3303.00971 x Cod. 3303.00981 x

universal  push & pull

KIT  cod. 3304.0162

• KIT UNIVERSAL PUSH & PULL WITH FRAMES
complete with: 3 switches Cod.1740.0110A, 1 single frame Cod.3303.0097, 1 double frame Cod.3303.0098, 1 wire harness Cod.3302.0022.

LED 
GREEN

47,85 mm
1,88 in

44,6 mm
1,76 in

30 mm
1,18 in

65 mm
2,56 in

 

 

19,3 mm
0,75 in

39,3 mm
1,55 in

23,7 mm
0,93 in

M

M
+ light



SWITCH KIT

universal  push & pull • Fiat 

Cod. 1740.0110A3 x Cod. 3302.00221 x

Cod. 3303.00982 x Cod. 3303.01402 xCod. 3303.01391 x

KIT  cod. 3304.0219

• KIT UNIVERSAL PUSH & PULL - FIAT PALIO ON DOOR CASING
complete with: 3 switches Cod.1740.0110A, 2 double frames Cod.3303.0098, 1 cap Cod.3303.0139, 2 frames Cod.3303.0140, 1 wire harness Cod.3302.0022.

LED 
GREEN

 

 

19,3 mm
0,75 in

39,3 mm
1,55 in

23,7 mm
0,93 in

M

M
+ light

47,85 mm
1,88 in

44,6 mm
1,76 in

89,15 mm
3,51 in

80,26 mm
3,16 in

80,26 mm
2,14 in

2,28 mm
2,28 in

109,98 mm
4,33 in

19,3 mm
0,75 in

39,3 mm
1,55 in



SWITCH KIT 

universal 

Cod. 1740.0111A3 x

Cod. 3302.00321 xCod. 3303.0103 Dx + Sx1+1x

KIT  cod. 3304.0167
• KIT UNIVERSAL WITH FRAMES 

complete with: 3 switches Cod.1740.0111A, 1+1 frames right and left Cod.3303.0103, 1 wire harness Cod.3302.0032.

LED 
WHITE

18,6 mm
0,73 in

36 mm
1,42 in

23,3 mm
0,92 in

138,68 mm
5,46 in

66,04 mm
2,6 in

3,55 mm
0,14 in

45,46 mm
1,79 in

54,35 mm
2,14 in



SWITCH KIT 

Cod. 3303.01251 x

Cod. 1740.0111A3 x

Cod. 3302.00321 x

universal

Cod. 3303.01271 x

KIT  cod. 3304.0188 

• KIT 3 UNIVERSAL SWITCHES WITH FRAMES 
complete with: 3 switch Cod.1740.0111A, 1 single frame Cod.3303.0125, 1 double frame Cod.3303.0127, 1 wire harness Cod.3302.0032.

LED 
WHITE

18,6 mm
0,73 in

36 mm
1,42 in

23,3 mm
0,92 in

69,08 mm
2,72 in

60,45 mm
2,38 in

59,43 mm
2,34 in3,

30
 m

m
0,

13
 in

138,68 mm
5,46 in

66,04 mm
2,6 in

3,55 mm
0,14 in

45,46 mm
1,79 in

54,35 mm
2,14 in



SWITCH KIT 

universal 

Cod. 1740.0095A2 x

Cod. 3302.00181 xCod. 3303.00792 x

Cod. 1740.0095A2 x

Cod. 3302.00181 xCod. 3303.00811x

KIT  cod. 3304.0121LED 
WHITE

18,6 mm
0,73 in

36 mm
1,42 in

24 mm
0,94 in

30 mm
1,18 in

65 mm
2,56 in

KIT  cod. 3304.0122

• KIT UNIVERSAL WITH DOUBLE FRAME
complete with: 2 switches Cod.1740.0095A, 1 double frame Cod.3303.0081, 
1 wire harness Cod.3302.0018.

LED 
WHITE

47,85 mm
1,88 in

44,6 mm
1,76 in

18,6 mm
0,73 in

36 mm
1,42 in

24 mm
0,94 in



SWITCH KIT 

Cod. 3303.00711 x

Cod. 1740.00903 x Cod. 3302.00251 x

universal  •  Renault 

Cod. 3303.00701 x Cod. 3303.00691 x

KIT  cod. 3304.0105 

• KIT UNIVERSAL AND RENAULT CLIO 
complete with: 3 switches Cod.1740.0090, 1 single frame Cod.3303.0071, 1 double frame parallel Cod.3303.0070, 1 double frame Cod.3303.0069, 1 wire harness Cod.3302.0025.

LED 
RED

29 mm
1,14 in

49,40 mm
1,94 in

50 mm
1,96 in

49,40 mm
1,94 in

85,80 mm
3,37 in

29 mm
1,14 in

19 mm
0,74 in

37,5 mm
1,47 in

32,5 mm
1,27 in



SWITCH KIT 

Cod. 3303.01001 x

universal 

KIT  cod. 3304.0170

Cod. 1740.0095A7 x

• KIT 7 UNIVERSAL SWITCHES USA ON ARMREST 
complete with: 7 switches Cod.1740.0095A, 3 single frames Cod.3303.0079, 1 frame Cod.3303.0100, 1 frame Cod.3303.0099, 1 wire harness Cod.3302.0017.

Cod. 3303.00991 x

7 x

Cod. 3302.00171 x

Cod. 3303.00793 x

FRONT FRONT REAR REAR

18,6 mm
0,73 in

36 mm
1,42 in

24 mm
0,94 in

30 mm
1,18 in

65 mm
2,56 in

LED 
WHITE

137,66 mm
5,42 in

54,102 mm
2,13 in

13
2,

33
 m

m
5,

21
 in

54
,6

1 
m

m
2,

15
 in

113,03 mm
4,45 in

3,30 mm
0,13 in

125,5 mm
4,94 in

51,6 mm
2,03 in



SWITCH KIT

universal 

KIT  cod. 3304.0171

Cod. 3302.00171 xCod. 1740.00944 xCod. 1740.00993 x

Cod. 3303.00991 xCod. 3303.01001 xCod. 3303.00243 x

Cod. 3304.01691 x

• KIT 7 UNIVERSAL SWITCHES USA ON DOOR CASING
complete with: 3 switches Cod.1740.0099, 4 switches Cod.1740.0094, 3 single frames Cod.3303.0024, 1 frame Cod.3303.0100, 1 frame Cod.3303.0099, 1 kit 6-contacts switches 
connectors Cod. 3304.0169, 1 wire harness Cod.3302.0017.

FRONT FRONT REAR REAR

LED 

18,5 mm
0,73 in

35,9 mm
1,41 in

24 mm
0,94 in

40,1 mm
1,58 in

54,04 m
m

2,13 in

40,1 mm
1,58 in

23,5 mm
0,93 in

36,01 mm
1,42 in

125,5 mm
4,94 in

51,6 mm
2,03 in

137,66 mm
5,42 in

54,102 mm
2,13 in

13
2,

33
 m

m
5,

21
 in

54
,6

1 
m

m
2,

15
 in

113,03 mm
4,45 in

3,30 mm
0,13 in



SWITCH KIT 

Cod. 3303.00021 xCod. 3302.00091 x

Cod. 3302.00011 xCod. 1740.00072 x

universal 

Cod. 1740.00073 x Cod. 3302.0029

Cod. 1740.0052 2 x

KIT  cod. 3304.0018

KIT  cod. 3304.0126

1 x

21,8 mm
0,86 in

41,6 mm
1,64 in

24,5 mm
0,96 in

21,8 mm
0,86 in

41,6 mm
1,64 in

KIT  cod. 3304.0017

• KIT 3 UNIVERSAL SWITCHES 
complete with: 3 switches Cod.1740.0007, 1 wire harness Cod.3302.0029.

• KIT UNIVERSAL DOUBLE WITH PANEL
2 switches Cod.1740.0052, 1 switch frame Cod.3303.0002, 1 wire harness Cod.3302.0009. 20,9 mm

0,82 in

30,9 m
m

1,22 in

27,4 mm
1,10 in

LED 
GREEN

86 mm
3,38 in

88 m
m

3,46 in

34,3 mm
1,35 in

24,5 mm
0,96 in

NO 
LIGHT

NO 
LIGHT



SWITCH KIT

universal 

Cod. 3302.00221 xCod. 1740.00493 x

Cod. 3302.00091 xCod. 1740.00492 x

KIT  cod. 3304.0041

• KIT 2 UNIVERSAL SWITCHES 
complete with: 2 switches Cod.1740.0049, 1 wire harness Cod.3302.0009.

KIT  cod. 3304.0127

23,7 mm
0,93 in

44,3 mm
1,74 in

23,7 mm
0,93 in

• KIT 3 UNIVERSAL SWITCHES “ LUXE VERSION”
complete with: 3 switches Cod.1740.0049, 1 wire harness Cod.3302.0022.

LED 
GREEN

LED 
GREEN

44,3 mm
1,74 in

23,7 mm
0,93 in

23,7 mm
0,93 in



SWITCH KIT 

universal

Cod. 1740.00993 x Cod. 3302.00321 x

Cod. 3303.00241 x Cod. 3303.00251 x

KIT  cod. 3304.0128
• KIT UNIVERSAL  WITH FRAMES

complete with: 3 switches Cod.1740.0099, 1 single frame Cod.3303.0024, 1 double frame Cod.3303.0025, 1 wire harness Cod.3302.0032.

LED 
GREEN

40,1 mm
1,58 in

54,04 mm
2,13 in

40,1 mm
1,58 in

23,5 mm
0,93 in

36,01 mm
1,42 in

67,25 mm
2,65 in

54,04 mm
2,13 in



SWITCH KIT 

Cod. 3302.00011 x

Cod. 1740.00102 x

BMW • Mercedes • Opel  

Cod. 3302.00091 x

Cod. 1740.0061A2 x

Cod. 3302.00091 x

Cod. 1740.00682 x

KIT  cod. 3304.0030

• KIT 2 BMW SERIE 3 MOD. ‘87 
complete with: 2 switches Cod.1740.0010, 1 wire harness Cod.3302.0001.

LED 
WHITE

KIT  cod. 3304.0049

• KIT MERCEDES 190-200 MOD. ‘88 SWITCHES
complete with: 2 switches Cod.1740.0061A, 1 wire harness Cod.3302.0009.

LED 
WHITE

KIT  cod. 3304.0056

• KIT  OPEL OMEGA / VECTRA SWITCHES
complete with: 2 switches Cod.1740.0068, 1 wire harness Cod.3302.0009.

LED 
YELLOW

45,85 mm
1,81 in

25,56 mm
1,01 in

24,05 mm
0,95 in

27,9 mm
1,09 in

41,7 mm
1,64 in

21,2 mm
0,83 in

41,50 mm
1,63 in

41,50 mm
1,63 in

41 mm
1,61 in



SWITCH KIT

Opel

Cod. 1740.01032 x

Cod. 3302.00181 xCod. 3303.00911 x

Cod. 1740.00852x

Cod. 1740.01032x

Cod. 3302.00201 x

Cod. 1740.00731x

KIT  cod. 3304.0140

• KIT OPEL CORSA MOD.’93 ON TUNNEL
complete with: 2 switches Cod.1740.0103, 1  frame Cod.3303.0091,
1 wire harness Cod.3302.0018.

KIT  cod. 3304.0141

• KIT OPEL CORSA MOD.’93 REAR
complete with: 2 switches Cod.1740.0103, 1 switches Cod.1740.0085, 
1 rear isolator switch Cod. 1740.0073,  1 wire harness Cod.3302.0020.

LED 
YELLOW

LED 
YELLOW

21 mm
0,82 in

15 mm
0,59 in

21
 m

m
0,

74
 in

26,9 mm
1,51 in

20,9 mm
0,82 in

40,8 mm
1,60 in

38,1 mm
1,49 in

45,9 mm
1,80 in

27,6 mm
1,08 in

123 mm
4,84 in

45,3 mm
1,78 in

20,9 mm
0,82 in

26,9 mm
1,06 in

40,8 mm
1,60 in



SWITCH KIT 

KIT  cod. 3304.0262

Cod. 3302.00411 x

Cod. 3303.00991 x

Cod. 3302.00401 xCod. 1740.0110A7 x

Cod. 3303.01703 x

Cod. 3303.01681 x Cod. 3303.01711 xCod. 3303.01723 x

universal  push & pull

• KIT 7 UNIVERSAL SWITCHES
complete with : 7 switches Code 1740.0110A, 3 single frames with 3 supports Code 3303.0170, 1 frame with 2 switches Code 3303.0168, 1 metal bracket Code 
3303.0171, 3 metal brackets Code 3303.0172, 1 wiring harness Code 3302.0040, 1 wiring harness Code 3302.0041.

FRONT FRONT REAR REAR

LED 
GREEN

137,66 m
m

5,42 in

54,102 m
m

2,13 in

132,33 mm
5,21 in

54,61 mm
2,15 in

113,03 m
m

4,45 in

3,30 m
m

0,13 in

 

 

19,3 mm
0,75 in

39,3 mm
1,55 in

23,7 mm
0,93 in

M

M
+ light

30 mm
1,18 in

65 mm
2,56 in

39 mm
1,54 in

39 mm
1,54 in

99
 m

m
 - 

3,
9 

in

65
 m

m
 - 

2,
56

 in

84
 m

m
 - 

3,
31

 in

99
 m

m
 - 

3,
9 

in

74 mm - 2,91 in

NEW



cod. 1740.0048

cod. 1740.0094cod. 1740.0092A

cod. 1740.0091A

cod. 1740.0083A

cod. 1740.0125

cod. 1740.0085 cod. 1740.0088

cod. 1740.0050

SWITCH AND OPTIONAL ACCESSORIES 

• 6 contacts with separated light

universal

LED 
GREEN

27,7 mm
1,09 in

23,8 mm
0,94 in

44,4 mm
1,75 in

• 6 contacts with separated light

Universal • Hyundai Lantra mod.’96
VW Golf Vento mod.’96

LED 
GREEN

18,5 mm
0,73 in

35,9 mm
1,41 in

24 mm
0,94 in

• 6 contacts with separated light

Citröen Xsara Picasso • Fiat Punto mod.’94 - Palio
Ford Escort Orion • Skoda Favorit forman - Felicia
mod.94

LED 
GREEN

29,6 mm
1,16 in

27,9 mm
1,10 in

45,5 mm
1,79 in

• 6 contacts with separated light
Fiat Punto mod.’94 - Palio 

20,9 mm
0,82 in

26,9 mm
1,06 in

40,8 mm
1,60 in

LED 
GREEN

• 6 contacts with separated light

Ford Escort Orion • Skoda Favorit forman - Felicia
mod.’94

LED 
GREEN

20,9 mm
0,82 in

26,9 mm
1,06 in

40,6 mm
1,59 in

• 6 contacts with separated light

Opel Astra mod.’98

LED 
YELLOW

• 6 contacts with separated light
Opel Astra mod.’98

LED 
YELLOW

26,2 mm
1,03 in

36,2 mm
1,03 in

38,1 mm
1,49 in

45,9 mm
1,80 in

27,6 mm
1,08 in

• 6 contacts with separated light

Seat Ibiza - Cordoba mod.’93

LED 
RED

23,8 mm
0,93 in

27,9 mm
1,09 in

39,8 mm
1,56 in

• 6 contacts with separated light

Seat Toledo
VW Golf Jetta serie II mod.’84/87 - Polo mod.’94

LED 
GREEN

23,8 mm
0,93 in

27,9 mm
1,09 in

39,8 mm
1,56 in



cod. 3304.0079 cod. 1795.0025

cod. 3304.0059 cod. 3304.0111 cod. 3304.0150

cod. 3301.0143cod. 3301.0058 cod. 3301.0092

cod. 1740.0128A

 SWITCH AND OPTIONAL ACCESSORIES 

PACKING 50 PCS. PACKING 20 PCS.

Kit  Relé 12V - 15 / 30 Amp.

PACKING 10 PCS.

Kit  Relé 12V - 15 / 30 Amp.

• 6-contacts switches connector

PACKING 10 PCS.

• 5-contacts switches connector

PACKING 10 PCS.

• 6-contacts switches connector

Kit  2 - 4

PACKING 10 PCS.

• Emergency handle • Round washer

• 6 contacts with separated light

Citröen Xsara Picasso • Fiat Punto mod.’94 - Palio
Ford Escort Orion • Skoda Fabia 2000 

LED 
GREEN

26,2 mm
1,03 in

18,5 mm
0,72 in

35,9 mm
1,41 in



cod. 3301.0155 cod. 3301.0027

cod. 3301.0137 cod. 3301.0138

cod. 3301.0144

cod. 3301.0135 cod. 3301.0136

SWITCH AND OPTIONAL ACCESSORIES 

• “A” side • “B” side

• Deluxe “A” side • Deluxe “B” side

Kit  3 Kit  1 - 5

cod. 3301.0133 cod. 3301.0134



cod. 3302.0001

cod. 3302.0022

cod. 3302.0025cod. 3302.0029

cod. 3302.0017

cod. 3302.0020

WIRE HARNESS

• 2 switches with 5 contacts

• 3 switches with 6 contacts with separated light and 3 
connectors

• 3 switches with 5 contacts and 3 connectors

• 7 switches with 7 contacts with separated light and 7 connectors

• 4 switches with 6 contacts with separated light and 4 connectors

quantity N° 3 x

quantity N° 3 x
quantity N° 3 x

quantity N° 3 x

single switch

quantity N° 4 x

quantity N° 4 x

single switch
Sfree D L

with O.E.M. connectors

with O.E.M. connectorswith O.E.M. connectors



cod. 3302.0018

cod. 3302.0009cod. 3302.0032

cod. 3302.0040

cod. 3302.0041

CABLAGGI
WIRE HARNESS  

• 2 switches with 6 contacts with separated light and 2 
connectors

• 2 switches with 6 contacts with separated light• 3 switches with 6 contacts with separated light and 6 connectors

• 3 switches with 6 contacts with separated light and 3 connectors

• 4 switches with 6 contacts with separated light and 4 connectors

quantity N° 2 x

quantity N° 4 x

quantity N° 3 x

quantity N° 2 x



ELECTRONIC WINDOWS MODULE

 cod. 3560.0003

• MAV 6 - UNIVERSAL POWER WINDOW MODULE 
4 internal relays, this module can be joined to remote controlled alarms to close 
2 original and/or SPAL power window units. Spal AS 80  have a special connec-
tion to use the AUX function (manual window closing by remote control).

 cod. 3560.0011

• MAV 8 - ELECTRIC POWER WINDOW MODULE
It can be joined to remote controlled alarm systems to close 2 original and/
or SPAL power window units (with negative polarity only). Spal AS 80  have a
special connection to use the AUX function (manual window closing by remote 
control).



AXIAL FANS 12V - 24V d.c. 



We have always set ourselves the highest standards. 
We are convinced that quality, innovation and service 
are, and always will be,  the main cornerstones of our 
history and culture. On these cornerstones, SPAL has 
built up its credibility over the years, presenting itself 
as the ideal partner for designing, manufacturing and 
marketing ventilation solutions for oil/engine cooling 
and HVAC systems for all means of transport and 
mobile equipment.

Alessandro Spaggiari



FIELD APPLICATION 

HVAC

Engine Cooling

Engine Bay Ventilation

Engine Cooling

Applications: ventilation, air conditioning, heating, refrigeration 
and engine cooling on numerous on-road and off-road vehicles.



Refrigeration

Front - box

HVAC

HVAC



Engine bay Ventilation

HVAC

Engine & Condenser Cooling

FIELD APPLICATION 

Applications: ventilation, air conditioning, heating, refrigeration 
and engine cooling on numerous on-road and off-road vehicles.

Remote
condenser fan

Engine bay Ventilation

HVAC

Engine & Condenser Cooling



Engine bay Ventilation

Auxiliary Oil Cooling

HVAC

Engine & Condenser Cooling



PREMIUM FEATURES 

• High efficiency
• Sealed Motor (IP 68 rif. en 60529:1997-06)
• Long life
• Low noise
• Low weight
• Reduced dimensions
• 36 months guarantee
• Certifications:  UNI EN ISO 9001:2008

ISO TS 16949  
ISO 14001



HOW TO READ THE CATALOGUE 

V A 1 8 - A P 7 0 / L L - 4 1 A

V A 1 8 - A P 7 0 / L L - 4 1 S

shroud motor blade

SUCKING

BLOWING

Example of product classification:

The fan models are listed by decreasing diameter, and 
within the same diameter, in decreasing power.

It is customer’s responsibility to verify that the selected 
product and/or the one suggested suits the technical 
requirements and working conditions according to his 
application.



HOW TO READ THE CATALOGUE 

shroud
motor

fan

BLOWING SUCKING
S ASOFFIANTE ASPIRANTE

WARNING: 

- SPAL FANS ARE NOT REVERSIBLE.

- In technical drawings the cable length is measured from 
the center of the motor to the connector input. 

- In the performance chart the static pressure is indicated 
both in millimetre of water (mmH2O) and inch of water 
(inH2O); the airflow is indicated both in cubic meter per hour 
(m³/h) and cubic feet per minutes (CFM); the current con-
sumption is indicated in amps (A). 

- In case you are unable to find a suitable fan for your appli-
cation, please contact us and we will help you find the best 
solution for your specific requirements. Upon request, we 
will support you in co-designing and developing new pro-
ducts and solutions. 

Our technical specification are purely indicati-
ve and might change without any previous no-
tice.

ASPIRANTEASPIRANTEASPIRANTEASPIRANTE
SUCKING

SOFFIANTESOFFIANTE
BLOWINGBLOWINGBLOWINGBLOWING



WARRANTY CONDITION 

All SPAL motor fans are GUARANTEED free from production 
defects FOR 36 MONTHS. Furthermore, for all VLL products 
the 36-month warranty also includes normal wear and tear of 
the product components.

GENERAL CONDITIONS

Validity of the Warranty remains subject to the following conditions: 

1) the Quality Control date label must remain attached to validate the
warranty;

2) warranty is valid for production defects only; defects and/
or malfunctions caused by incorrect application or damage in
transportation and handling are not included;

3) warranty is not valid for malfunctions caused by normal wear and
tear of the unit. VLL products which are covered by the warranty
extension are subject to specific conditions; 

4) the product must be powered with a nominal voltage that is ±10%
of the recommended voltage (12 or 24 Volt DC) with a residual
RIPPLE value lower than 1,0%;

5) operating temperature in working conditions must range between
-20°C (-4°F) and +80°C (+176°F);

6) the product must not be subject to vibrations levels exceeding the
limits specified in the JIS D-1601 Standard (test for type 2, class B,
level 3);

7)  the product must not be disassembled, modified or tampered with,
in any manner;

8) SPAL Automotive reserves the right to inspect the part prior to
accepting a warranty claim

9) For claims which fall under the general warranty conditions, SPAL
Automotive will issue a credit note for the corresponding value of the 
part; no other costs will be accepted.

Note: In order to maintain the 36-month warranty for operating 
conditions where values exceed the range indicated in points 5, 
6 and 7 a specific validation from SPAL Automotive is required.



SUCTION 

385 mm 16” 12v C.C. - D.C.

Type  
VA33-AP91/LL-65A 

VA33-AP93/LL-65A 

VA18-AP71/LL-86A  
VA18-AP71/LL-86S 

VA18-AP70/LL-41A 
VA18-AP70/LL-41S 

VA18-AP51/C-41A  
VA18-AP51/C-41S 

VA18-AP10/C-41A  
VA18-AP10/C-41S 
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SUCTION / ASPIRANTE
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm
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VA33-AP91/LL-65A 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 3,5 Kg. approx.
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 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low Noise

Long life 

Waterproof connector 

VLL version*

Accessories: all the fixing kits 

✓
✓

✓
✓

✓
✓

12v C.C. - D.C.

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 3417 29,1 2016 0
 5 3186 29,7 1880 0,2
 10 2940 30,6 1735 0,4
 15 2646 31,2 1561 0,6
 20 2143 30,3 1264 0,8
 25 1269 29 749 1,0
 30 914 29 539 1,2
 35 571 29,1 337 1,4
 40 0 31,2 0 1,6

Airflow

m3/h

Airflow

CFM

Current 
input

A

Test voltage 13 V. d.c. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 385 mm
ø 15.2”



VA33-AP93/LL-65A

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,84 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Test voltage 13 V. d.c.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 3188 22,5 1881 0
 5 2942 23,3 1736 0,2
 10 2703 24,3 1595 0,4
 15 2374 24,9 1401 0,6
 20 1785 24,6 1053 0,8
 25 1080 24,1 637 1,0
 30 723 24,5 427 1,2
 35 301 24,7 178 1,4
 40 0 26,1 0 1,5

Airflow
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CFM

Current 
input

A
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VA18-AP71/LL-86A
VA18-AP71/LL-86S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight Kg. 2,57 approx.

16”

385 mm

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure
Pressione

inH2O

Static
pressure

mm H2O

 0 3150 15,6 1859 3298 16,1 1946 0
 5 2762 17,1 1630 2957 17,7 1745 0,2
 10 2357 18 1391 2555 18,4 1507 0,4
 15 1791 17,5 1057 1993 18,7 1176 0,6
 20 1025 17 605 1352 18,7 798 0,8
 25 309 16,8 182 515 17,6 304 1,0
 30 0 16,8 0 0 17,9 0 1,2

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. - . d.c

ø 385 mm
ø 15.2”



Waterproof motor, IP 68 

Low noise 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,57 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

 suction blowing

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c.

VA18-AP70/LL-41A 
VA18-AP70/LL-41S

Static
pressure

inH2O

Static
pressure

mm H2O

 0 3030  17,3   1788 3020  15,4   1782 0
 5 2630  18,4   1552 2650  16,1   1564 0,2
 10 2230  18,8   1316 2280  16,8   1345 0,4

12,5   2020  18,7   1192 2080  16,9   1227 0,5
 15 1790  18,6   1056 1800  17,2   1062 0,6

17,5   1580  18,5   932 1420  17,0   838 0,7
 20 1280  18,3   755 1090  17,1   643 0,8
 25  720    18,3   425 470  16,1   277 1
 30  210    18,1   124  0    15,9   0 1,2
 35  0    17,9   0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

ø 385 mm
ø 15.2”



Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,52 Kg. approx.

16”

385 mm

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

VA18-AP51/C-41A
VA18-AP51/C-41S 

 0 2490  10,7   1469 2550  10,5   1505 0
2,5 2280  11,6   1345 2360  11,2   1392 0,1

 5 2050  12,1   1210 2180  11,6   1286 0,2
7,5   1960  12,5   1156 2010  11,8   1186 0,3

 10 1660  12,7   979 1640  12,2   968 0,4
12,5   1270  12,1   749 1310  12,3   773 0,5

 15 970  11,6   572 1090  11,8   643 0,6
17,5 810  11,8   478 750  11,7   443 0,7

 20 470  11,6   277 550  11,2   325 0,8
 25  0    11,6   0  0    11,1   0 1

ø 385 mm
ø 15.2”



Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,3 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Test voltage 13 V. d.c.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

VA18-AP10/C-41A 
VA18-AP10/C-41S

 suction blowing / soffiante

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1820  6,8   1074 1870  6,4   1103 0
2,5 1510  7,3   891 1540  6,8   909 0,1

 5 1260  7,4   743 1280  7,0   755 0,2
7,5 830  7,1   490 850  6,9   502 0,3

 10 530  7,2   313 500  6,6   295 0,4
 12,5  0    7,1   0  0    6,6   0 0,5

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

ø 385 mm
ø 15.2”



Type

SUCTION 

350 mm 14” 12v C.C. - D.C.

VA08-AP70/LL-23MA 
VA08-AP70/LL-23MS 

VA08-AP71/LL-53A  
VA08-AP71/LL-53S 

VA08-AP70/LL-23A  
VA08-AP70/LL-23S 

VA08-AP51/C-23A  
VA08-AP51/C-23S 

VA08-AP10/C-23A  
VA08-AP10/C-23S 
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25

SUCTION / ASPIRANTE
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 350 mm
ø 14”

VA 08 VA 08



VA08-AP70/LL-23MA 
VA08-AP70/LL-23MS

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,34 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

12v C.C. - D.C.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2750 17,3 1623 2810 17,5 1658 0
2,5 2550 18,0 1505 2680 18,9 1581 0,1

 5 2400 18,2 1416 2550 18,8 1505 0,2
7,5 2170 18,4 1280 2360 19,6 1392 0,3

 10 2000 18,2 1180 2180 19,2 1286 0,4
 12,5 1790 18,3 1056 1950 19,8 1151 0,5
 15 1500 18,2 885 1770 20,2 1044 0,6
 17,5 1340 17,8 791 1550 20,2 915 0,7
 20 1010 17,7 596 1310 20,5 773 0,8
 22,5 790 18,4 466 1030 20,3 608 0,9
 25 570 17,8 336 660 19,5 389 1
 27,5 410 18,5 242 470 18,9 277 1,1
 30 0 18,3 0 270 19,8 159 1,2
 35 0 19,6 0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 350 mm
ø 14”



VA08-AP71/LL-53A 
VA08-AP71/LL-53S 

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

AMP connector Code 180908 
AMP terminal Code 42098-2 

 PRODUCT FEATURES 

12v C.C. - D.C.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 3160  19,5   1864 3120  21,1   1841 0
2,5 2970  20,1   1752 2980  21,2   1758 0,1

 5 2750  20,5   1623 2760  21,3   1628 0,2
7,5 2500  20,5   1475 2340  21,0   1381 0,3

 10 2010  19,6   1186 2110  21,0   1245 0,4
12,5   1650  18,7   974  1.680    20,4   991 0,5

 15 1380  19,1   814 1200  19,8   708 0,6
17,5 1050  19,8   620 310  19,9   183 0,7

 20 820  21,1   484 390  20,5   230 0,8
22,5   420  21,4   248  0    20,8   0 0,9

 25  0    21,5   0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 350 mm
ø 14”



VA08-AP70/LL-23A
VA08-AP70/LL-23S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,34 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

12v C.C. - D.C.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2430 14,9 1434 2260 13,7 1333 0
2,5 2290 15,5 1351 2140 14,2 1263 0,1

 5 2100 15,9 1239 1970 14,5 1162 0,2
7,5 1920 16,4 1133 1830 15,0 1080 0,3

 10 1780 16,7 1050 1630 15,4 962 0,4
 12,5 1600 16,5 944 1470 15,5 867 0,5
 15 1310 16,4 773 1250 15,6 738 0,6
 17,5 970 15,3 572 1000 15,6 590 0,7
 20 770 15,8 454 810 15,7 478 0,8
 25 400 16,1 236 240 15,1 142 1
 30 0 15,9 0 0 14,9 0 1,2

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

ø 350 mm
ø 14”



VA08-AP51/C-23A 
VA08-AP51/C-23S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,7 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2220 9,5 1310 2140 8,7 1263 0
 2,5 2020 9,8 1192 1970 9,2 1162 0,1
 5 1810 10,2 1068 1810 9,5 1068 0,2
 7,5 1590 10,4 938 1640 9,7 968 0,3
 10 1370 10,1 808 1430 9,8 844 0,4
 12,5 1140 9,9 673 1120 10,1 661 0,5
 15 820 9,8 484 770 10,0 454 0,6
 17,5 550 9,9 325 340 9,3 201 0,7
 20 300 9,9 177 150 9,5 89 0,8
 25 0 9,7 0 0 9,6 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 350 mm
ø 14”



VA08-AP10/C-23A 
VA08-AP10/C-23S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,3 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

12v C.C. - D.C.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

      0 1620 6,5 956 1620 5,5 956 0
 2,5 1440 6,9 850 1420 5,8 838 0,1
 5 1220 7,2 720 1190 6,0 702 0,2
 7,5 820 6,8 484 810 6,1 478 0,3
 10 500 6,9 295 370 5,8 218 0,4
 15 0 6,8 0 0 5,8 0 0,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 350 mm
ø 14”



Type 

SUCTION

330 mm 13” 12v C.C. - D.C.

VA13-AP70/LL-35A  
VA13-AP70/LL-35S 

VA13-AP51/C-35A  
VA13-AP51/C-35S 

VA13-AP9/C-35A 
VA13-AP9/C-35S
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SUCTION / ASPIRANTE

Airflow/Portata m3/h
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 330 mm
ø 13”

VA 13



VA13-AP70/LL-35A 
VA13-AP70/LL-35S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,35 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 aspirante soffiante

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2350 14,6 1387 2380 14,6 1404 0
 5 2060 15,5 1215 2140 15,5 1263 0,2
 10 1760 15,7 1038 1890 16,1 1115 0,4
 12,5 1560 15,7 920 1760 16,1 1038 0,5
 15 1380 15,6 814 1620 16,2 956 0,6
 17,5 1170 15,3 690 1380 16,6 814 0,7
 20 910 15,3 537 1090 16,4 643 0,8
 25 530 15,5 313 550 16,0 325 1
 30 130 16,0 77 160 15,8 94 1,2
 35 0 15,6 0 0 15,7 0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 330 mm
ø 13”



35

VA13-AP51/C-35A
VA13-AP51/C-35S

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,52 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1980 8,7 1168 2010 7,9 1186 0
 2,5 1850 9,0 1092 1850 8,5 1092 0,1
 5 1720 9,4 1015 1660 8,9 979 0,2
 7,5 1510 9,7 891 1540 9,3 909 0,3
 10 1300 10,0 767 1400 9,3 826 0,4
 12,5 970 9,3 572 1120 9,8 661 0,5
 15 670 9,3 395 730 9,7 431 0,6
 17,5 510 9,8 301 530 9,5 313 0,7
 20 360 9,6 212 0 9,0 0 0,8
 25 0 9,4 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

ø 330 mm
ø 13”



VA13-AP9/C-35A  
VA13-AP9/C-35S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,12 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1630 7,5 962 1680 7,1 991 0
 2,5 1440 8,0 850 1550 7,3 915 0,1
 5 1210 8,0 714 1260 7,5 743 0,2
 7,5 900 7,7 531 1030 7,6 608 0,3
 10 640 7,6 378 710 7,7 419 0,4
 12,5 360 7,8 212 380 7,4 224 0,5
 15 0 7,7 0 0 7,3 0 0,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 330 mm
ø 13”



Type

SUCTION

305 mm 12” 12v C.C. - D.C.

VA71-2AP76/LL-89A 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airflow: 1 m3/h = 0,59 cfm

ø 305 mm
ø 12”

305 mm 12” 12v C.C. - D.C.



SUCTION / ASPIRANTESUCTION / ASPIRANTE

Airflow/Portata m3/h

ø 305 mm
ø 12”

VA71-2AP76/LL-89A

Suggested mounting torque: 15(±1) Nm with screw M8
Weight 5,50 Kg. approx.

12v C.C. - D.C.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 4758 14 2807 0
 5 4296 15,2 2535 0,2
 10 3889 16,5 2295 0,4
 15 3490 17,6 2059 0,6
 20 2908 18,2 1716 0,8
 25 2072 19,1 1222 1,0
 30 1471 20,4 868 1,2
 35 935 21,4 552 1,4
 40 384 22,5 227 1,6
 45 0 23,9 0 1,8

Airflow

m3/h

Airflow

CFM

Current 
input

A

Test voltage 13 V. d.c. 

ø 305 mm
ø 12”

Waterproof motor, IP 68 

Long life

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 PRODUCT FEATURES 



SUCTION 

305 mm 12” 12v C.C. - D.C.

Type 
VA01-AP90/LL-66A 
VA01-AP90/LL-79S 

VA01-AP70/LL-36A  
VA01-AP70/LL-36S 

VA01-AP70/LL-66A 
VA01-AP70/LL-79S 

VA01-AP76/LL-89A 

VA51-AP70/LL-69A 

VA34-AP70/LL-66A  
VA34-AP70/LL-79S 

VA34-AP70/LL-36A  
VA34-AP70/LL-36S 

VA10-AP70/LL-61A  
VA10-AP70/LL-61S 
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SUCTION / ASPIRANTE
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VA01-AP90/LL-66A
VA01-AP90/LL-79S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 3,23 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 3170 25,0 1870 3390 32,2 2000 0
 5 2870 27,1 1693 3170 33,4 1870 0,2
 10 2640 28,9 1558 2930 33,5 1729 0,4
 15 2380 29,7 1404 2630 34,4 1552 0,6
 20 2140 30,8 1263 2280 34,2 1345 0,8
 25 1730 31,0 1021 1820 34,6 1074 1
 30 1040 32,2 614 1350 34,4 797 1,2
 35 760 34,0 448 940 35,7 555 1,4
 40 510 36,1 301 780 37,9 460 1,6
 45 330 36,6 195 610 37,9 360 1,8
 50 150 38,9 89 330 39,7 195 2
 55 0 38,6 0 0 41,7 0 2,2

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

Waterproof motor, IP 68 

Waterproof connector 

Long life 

Low noise 

VLL version*

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

ø 305 mm
ø 12”



VA01-AP70/LL-36A
VA01-AP70/LL-36S

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,35 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2780  13,9   1640 2860  13,9   1687 0
 5 2490  15,2   1469 2560  14,8   1510 0,2
 10 2120  16,0   1251 2280  15,8   1345 0,4
 15 1600  15,9   944 1920  16,6   1133 0,6
 20 1020  16,7   602 1360  17,1   802 0,8
 25 730  18,0   431  890    17,8   525 1
 30 510  18,9   301 500  18,5   295 1,2
 35 160  20,5   94  0    21,0   0 1,4
 40 0  21,8   0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c. 

ø 305 mm
ø 12”



VA01-AP70/LL-66A
VA01-AP70/LL-79S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,47 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2460 12,8 1451 2650 15,8 1564 0
 5 2170 14,2 1280 2390 16,4 1410 0,2
 10 1860 15,0 1097 2070 17,0 1221 0,4
 15 1410 15,3 832 1640 17,1 968 0,6
 20 910 16,6 537 1090 17,4 643 0,8
 25 520 17,8 307 620 18,0 366 1
 30 280 19,4 165 320 18,9 189 1,2
 35 100 21,6 59 70 20,7 41 1,4
 40 0 22,5 0 0 21,0 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
inputCorrente

A

Test voltage 13 V. d.c. 

ø 305 mm
ø 12”



VA01-AP76/LL-89A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,50 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Test voltage 13 V. d.c. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2380 15,4 1404 0
 5 2210 16,9 1304 0,2
 10 2020 18,0 1192 0,4
 15 1820 19,2 1074 0,6
 20 1600 20,2 944 0,8
 25 1300 21,2 767 1,0
 30 950 22,2 561 1,2
 35 690 23,4 407 1,4
 40 390 24,0 230 1,6
 50 0 26,2 0 2,0

Airflow

m3/h

Airflow

CFM

Current 
input

A

ø 305 mm
ø 12”



VA51-AP70/LL-69A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,58 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Very Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Airflow

blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2760 17,9 1628 0
 5 2440 19,3 1440 0,2
 10 2050 20,2 1210 0,4
 15 1540 20,0 909 0,6
 20 1030 21,8 608 0,8
 25 570 23,1 336 1
 30 330 25,4 195 1,2
 35 80 28,4 47 1,4
 40 0 29,1 0 1,6

Airflow

m3/h

Airflow

CFM

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 305 mm
ø 12”

 Warning: Blowing 
Function



VA34-AP70/LL-66A
VA34-AP70/LL-79S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,55 Kg. approx.

12v C.C. - D.C.

Test voltage 13 V. d.c. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

 PRODUCT FEATURES   aspirante soffiante

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2193 12,8 1294 2208 14,5 1303 0
 5 1982 14,1 1169 1941 15,6 1145 0,20
 10 1653 14,5 975 1531 15,2 903 0,39
 15 1287 14,7 759 1128 15,9 666 0,59
 20 763 15,4 450 742 16,2 438 0,79
 25 425 16,9 251 391 17,5 231 0,98
 30 198 18,5 117 0 18,8 0 1,18
 35 0 20,5 0 1,38

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

ø 305 mm
ø 12”



VA34-AP70/LL-36A
VA34-AP70/LL-36S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,35 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2430  15,6   1434 2340  15,3   1381 0
 5 2150  16,1   1269 2080  15,9   1227 0,2
 10 1760  16,1   1038 1810  16,0   1068 0,4
 15 1260  16,0   743 1410  16,3   832 0,6
 20 940  17,1   555 990  16,8   584 0,8
 25 680  18,2   401 650  17,5   384 1
 30 430  19,1   254 310  18,5   183 1,2
 35 250  19,9   148 150  19,7   89 1,4
 40  0    21,4   0  0    20,4   0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 305 mm
ø 12”



VA10-AP70/LL-61A
VA10-AP70/LL-61S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,33 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Low noise

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2250 13,5 1328 2190 12,6 1292 0
 5 1950 14,2 1151 1910 13,1 1127 0,2
 10 1570 13,7 926 1590 13,4 938 0,4
 12,5 1260 13,6 743 1460 14,3 861 0,5
 15 950 13,2 561 1200 13,7 708 0,6
 17,5 770 13,6 454 820 13,9 484 0,7
 20 580 13,6 342 470 13,2 277 0,8
 22,5 430 13,5 254 320 13,4 189 0,9
 25 220 13,6 130 120 13,6 71 1
 30 0 14,1 0 0 14,3 0 1,2

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.
*

Test voltage 13 V. d.c. 

ø 305 mm
ø 12”
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Type 

SUCTION 

305 mm 12” 12v C.C. - D.C.

VA10-AP50/C-61A  
VA10-AP50/C-61S 

VA10-AP50/C-25A  
VA10-AP50/C-25S 

VA10-AP10/C-61A  
VA10-AP10/C-61S 

VA10-AP9/C-25A 
VA10-AP9/C-25S
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SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING 

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,5

20,0

22,5

25,0

27,5

30,0

0 250 500 750 1000 1250 1500 1750 2000 2250 2500

VA10-AP50/C-61S

VA10-AP50/C-25S

VA10-AP10/C-61S

VA10-AP9/C-25S

S
ta

tic
 p

re
ss

ur
e/

P
re

ss
io

ne
 s

ta
tic

a 
m

m
 H

2O

Airflow m3/h 

Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

VA 10

ø 305 mm
ø 12”



Test voltage 13 V. d.c. 

ø 305 mm
ø 12”

VA10-AP50/C-61A
VA10-AP50/C-61S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,5 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2078 12,3 1226 2161 10,8 1275 0
 5 1845 12,5 1089 1883 11,8 1111 0,2
 10 1422 12,6 839 1550 12,5 915 0,4
 12 932 11,9 550 1393 12,6 822 0,5
 15 739 11,8 436 1078 12,7 636 0,6
 17 651 12 384 547 11,4 323 0,7
 20 489 12,3 289 417 11,8 246 0,8
 22 342 12,2 202 246 12,1 145 0,9
 25 0 12,7 0 0 12,6 0 1,0

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

12v C.C. - D.C.



Test voltage 13 V. d.c.

VA10-AP50/C-25A
VA10-AP50/C-25S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,5 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1860 10,0 1097 1710 8,2 1009 0
 2,5 1750 10,2 1033 1590 8,5 938 0,1
 5 1610 10,6 950 1470 9,3 867 0,2
 7,5 1490 10,6 879 1330 9,0 785 0,3
 10 1300 10,7 767 1200 9,6 708 0,4
 12,5 1150 10,7 679 1050 9,8 620 0,5
 15 800 10,3 472 820 9,6 484 0,6
 17,5 700 10,5 413 550 9,5 325 0,7
 20 490 10,5 289 380 9,3 224 0,8
 25 350 10,8 207 0 8,9 0 1
 30 0 10,7 0 1,2

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

12v C.C. - D.C.

ø 305 mm
ø 12”



12v C.C. - D.C.

ø 305 mm
ø 12”

VA10-AP10/C-61A
VA10-AP10/C-61S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,30 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1540 6,7 909 1590 6,2 938 0
 2,5 1320 6,8 779 1350 6,6 797 0,1
 5 1100 6,8 649 1070 7,0 631 0,2
 7,5 640 6,5 378 750 6,8 443 0,3
 10 440 6,7 260 260 6,6 153 0,4
 12,5 160 6,6 94 0 6,4 0 0,5
 15 0 6,8 0 0,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A



12v C.C. - D.C.
VA10-AP9/C-25A
VA10-AP9/C-25S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,1 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1470 6,9 867 1450 6,4 856 0
 2,5 1260 7,3 743 1210 6,5 714 0,1
 5 1070 7,5 631 1070 6,6 631 0,2
 7,5 930 7,3 549 870 6,7 513 0,3
 10 680 7,0 401 580 6,8 342 0,4
 12,5 400 7,2 236 380 6,7 224 0,5
 15 0 7,3 0 0 6,5 0 0,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 305 mm
ø 12”



Type - Tipo

SUCTION 

280 mm 11” 12v C.C. - D.C.

VA03-AP90/LL-68A 
VA03-AP90/LL-88S 

VA03-AP70/LL-37A  
VA03-AP70/LL-37S 

VA03-AP70/LL-68A  
VA03-AP70/LL-88S 

VA59-AP70/LL-37A  
VA59-AP70/LL-37S 

VA04-AP70/LL-37A  
VA04-AP70/LL-37S 

0,0
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5,0
7,5

10,0
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15,0
17,5
20,0
22,5
25,0
27,5
30,0
32,5
35,0
37,5
40,0
42,5
45,0
47,5
50,0
52,5
55,0
57,5
60,0
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VA03-AP70/LL-37A
VA03-AP70/LL-68A
VA59-AP70/LL-37A
VA04-AP70/LL-37A
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Airflow/Portata m3/h

ø 280 mm
ø 11”

280 mm 11” 12v C.C. - D.C.

VA 03



SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING 
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2O

hAirflow m3/ 

Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 280 mm
ø 11”

VA 04 VA 59



VA03-AP90/LL-68A
VA03-AP90/LL-88S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 3,12 Kg. approx.

12v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life 

Waterproof connector 

VLL version* 

✓
✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.
*

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2720 24,5 1605 2790 24,9 1646 0
 5 2570 25,9 1516 2610 26,1 1540 0,2
 10 2420 27,7 1428 2410 27,2 1422 0,4
 15 2270 28,7 1339 2240 28,2 1322 0,6
 20 2100 29,0 1239 1950 29,5 1151 0,8
 25 1830 30,6 1080 1620 29,5 956 1
 30 1570 30,9 926 1230 30,0 726 1,2
 35 1030 31,0 608 990 31,1 584 1,4
 40 840 32,4 496 680 31,6 401 1,6
 45 630 32,3 372 510 32,0 301 1,8
 50 410 33,4 242 350 33,1 207 2
 55 270 34,8 159 0 35,2 0 2,2
 60 0 35,8 0 2,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 280 mm
ø 11”



VA03-AP70/LL-37A 
VA03-AP70/LL-37S 

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,37 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

11”

280 mm

Waterproof motor, IP 68 

Long life 

VLL version*  

Waterproof connector 

✓
✓

✓
✓

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2330 12,8 1375 2220 11,2 1310 0
 5 2100 14,0 1239 1970 12,2 1162 0,2
 10 1770 14,4 1044 1720 13,0 1015 0,4
 15 1230 13,9 726 1380 13,5 814 0,6
 20 860 15,0 507 1010 14,2 596 0,8
 25 630 15,6 372 670 14,5 395 1
 30 440 16,0 260 410 15,0 242 1,2
 35 170 17,1 100 140 16,1 83 1,4
 40 0 18,4 0 0 17,1 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c. 

ø 280 mm
ø 11”



VA03-AP70/LL-68A
VA03-AP70/LL-88S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,38 Kg. approx.

12v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version* 

Waterproof connector 

✓
✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2200 12,3 1298 2250 13,0 1328 0
 5 1990 12,9 1174 2040 13,7 1204 0,2
 10 1740 13,9 1027 1800 14,6 1062 0,4
 15 1480 14,6 873 1460 15,0 861 0,6
 20 1040 14,4 614 1000 15,0 590 0,8
 25 720 15,5 425 580 15,4 342 1
 30 450 16,3 266 300 16,5 177 1,2
 35 200 17,5 118 0 18,5 0 1,4
 40 0 19,6 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

ø 280 mm
ø 11”



VA59-AP70/LL-37A
VA59-AP70/LL-37S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,41 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

11”

280 mm

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

Test voltage 13 V. d.c.

 suction blowing

Static
pressure

statica
inH2O

Static
pressure

mm H2O

 0 2070  13,8   1221 2040  13,1   1204 0
 5 1840  13,8   1086 1790  13,4   1056 0,2
 10 1510  14,0   891 1510  13,7   891 0,4
 15 1150  13,7   679 1140  14,0   673 0,6
 20 860  14,2   507 840  14,4   496 0,8
 25 630  14,8   372 610  14,8   360 1
 30 460  16,0   271 400  15,5   236 1,2
 35  220    16,4   130 150  17,5   89 1,4
 40  0    18,5   0 0  18,8   0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.



VA04-AP70/LL-37A
VA04-AP70/LL-37S 12v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c. 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,46 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2390 12,7 1410 2280 11,4 1345 0
 5 2130 13,8 1257 2050 12,5 1210 0,2
 10 1860 14,5 1097 1810 13,4 1068 0,4
 15 1490 14,7 879 1480 14,1 873 0,6
 20 1000 14,6 590 1100 14,5 649 0,8
 25 720 15,0 425 740 14,8 437 1
 30 540 15,6 319 440 14,9 260 1,2
 35 250 16,3 148 180 15,8 106 1,4
 40 0 18,1 0 0 17,0 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

ø 280 mm
ø 11”



Type 

SUCTION / ASPIRANTE

280 mm 11” 12v C.C. - D.C.

VA26-AP50/C-44A  
VA26-AP50/C-60S 

VA09-AP50/C-54A  
VA09-AP50/C-54S 

VA09-AP50/C-27A  
VA09-AP50/C-27S 

VA09-AP12/C-54A  
VA09-AP12/C-54S 

VA09-AP12/C-27A  
VA09-AP12/C-27S 

VA09-AP8/C-54A 
VA09-AP8/C-54S 

VA09-AP8/C-27A
VA09-AP8/C-27S 
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2O

Airflow m3/h

BLOWING / SOFFIANTE

Airflow/Portata m3/h

ø 280 mm
ø 11”

280 mm 11” 12v C.C. - D.C.280 mm 11” 12v C.C. - D.C.

VA 09



SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING 

11”

280 mm
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hAirflow m3/

Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

VA 09 VA 26

ø 280 mm
ø 11”



Suggested mounting torque: 15(±1) Nm with screw M8
Weight 1,6 Kg. approx.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

Connecting bracket 
(see Accessories section) 

✓
✓
✓

✓
✓

✓

✓

VA26-AP50/C-44A    
VA26-AP50/C-60S    12v C.C. - D.C.

= Standard feature  ✓ = Avaliable upon request  ✓* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 2090 10,2  1233 1960 10,4  1156 0
 5 1860 11,0  1097 1730 11,2  1021 0,2
 10 1400 11,5  826 1450 11,8  856 0,4
 15 720  11,6  425 1030 12,2  608 0,6
 20 550 11,8  325 500  12,3  295 0,8
 25 370 12,4  218 210 13,2  124 1
 30 110 14,3  65 0  15,2  0 1,2
 35 0  14,4  0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 280 mm
ø 11”



Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,49 Kg. approx.

 PRODUCT FEATURES 

11”

280 mm

Waterproof motor, IP 68 

Long life 

Low noise

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

VA09-AP50/C-54A
VA09-AP50/C-54S12v C.C. - D.C.

Test voltage 13 V. d.c. 

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1670 8,4 985 1670 7,6 985 0
 2,5 1560 8,6 920 1530 8,1 903 0,1

 5 1410 8,8 832 1440 8,5 850 0,2
 7,5 1250 8,8 738 1290 8,7 761 0,3

 10 950 8,1 561 1120 8,9 661 0,4
 12,5 740 8,4 437 910 9,0 537 0,5

 15 580 8,6 342 490 8,1 289 0,6
 17,5 460 8,7 271 320 8,1 189 0,7
 20 310 8,7 183 180 8,3 106 0,8
 22,5 180 8,9 106 0 8,4 0 0,9
 25 0 8,9 0 1,0

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.
* per applicazioni OEM

ø 280 mm
ø 11”



VA09-AP50/C-27A
VA09-AP50/C-27S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,5 Kg. approx.

12v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1580 8,6 932 1600 7,9 944 0
 5 1340 8,9 791 1340 8,6 791 0,2
 10 1170 9,4 690 1060 9,2 625 0,4
 12,5 940 8,8 555 970 8,9 572 0,5
 15 710 9,0 419 840 9,0 496 0,6
 17,5 600 8,8 354 690 9,0 407 0,7
 20 430 9,3 254 460 9,1 271 0,8
 22,5 340 9,2 201 240 8,4 142 0,9
 25 190 9,1 112 0 8,7 0 1
 30 0 8,8 0 1,2

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 280 mm
ø 11”



VA09-AP12/C-54A
VA09-AP12/C-54S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,10 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

11”

280 mm

Waterproof motor, IP 68 

Low noise 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓

✓

✓

Test voltage 13 V. d.c.

 aspirante soffiante

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1430 7,8 844 1500 7,7 885 0
 2,5 1310 8,0 773 1400 8,0 826 0,1
 5 1080 8,0 637 1150 8,3 679 0,2
 7,5 840 7,6 496 950 8,5 561 0,3
 10 500 7,9 295 710 8,3 419 0,4
 12,5 370 7,9 218 340 7,9 201 0,5
 15 250 8,0 148 210 7,8 124 0,6
 17,5 160 8,1 94 0 7,7 0 0,7
 20 0 8,2 0 0,8

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 280 mm
ø 11”



VA09-AP12/C-27A
VA09-AP12/C-27S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,1 Kg. approx.

12v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1390 7,8 820 1400 7,7 826 0
 2,5 1240 8,2 732 1280 8,0 755 0,1
 5 1110 8,3 655 1140 8,2 673 0,2
 7,5 980 8,2 578 1040 8,2 614 0,3
 10 790 8,0 466 840 8,1 496 0,4
 12,5 500 8,0 295 620 8,3 366 0,5
 15 400 8,2 236 430 8,4 254 0,6
 17,5 320 8,2 189 250 8,2 148 0,7
 20 110 8,2 65 0 8,3 0 0,8
 25 0 8,1 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 280 mm
ø 11”



VA09-AP8/C-54A 
VA09-AP8/C-54S 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,1 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

11”

280 mm

Waterproof motor, IP 68 

Low noise

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Test voltage 13 V. d.c. 

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1320 6,4 779 1410 6,4 832 0
 2,5 1190 6,7 702 1310 6,7 773 0,1
 5 970 6,6 572 1060 6,9 625 0,2
 7,5 660 6,5 389 820 7,0 484 0,3
 10 440 6,7 260 490 6,7 289 0,4
 12,5 260 6,8 153 220 6,4 130 0,5
 15 0 6,7 0 0 6,5 0 0,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 280 mm
ø 11”



VA09-AP8/C-27A
VA09-AP8/C-27S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,1 Kg. approx.

12v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

statica
inH2O

Static
pressure

mm H2O

 0 1280 6,2 755 1290 6,4 761 0
 2,5 1160 6,5 684 1140 6,5 673 0,1
 5 980 6,8 578 1000 6,6 590 0,2
 7,5 790 6,7 466 890 6,8 525 0,3
 10 550 6,5 325 660 6,8 389 0,4
 12,5 370 6,7 218 420 6,7 248 0,5
 15 270 6,8 159 160 6,6 94 0,6
 17,5 140 6,7 83 0 6,7 0 0,7
 20 0 6,7 0 0,8

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 280 mm
ø 11”
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Type 

SUCTION / ASPIRANTE

255 mm 10” 12v C.C. - D.C.

VA15-AP70/LL-39A  
VA15-AP70/LL-39S 

VA15-AP70/LL-51A  
VA15-AP70/LL-51S 

VA53-AP70/LL-39A  
VA53-AP70/LL-39S 

VA53-AP70/LL-51A  
VA53-AP70/LL-51S 

VA17-AP70/LL-39A  
VA17-AP70/LL-39S 

VA17-AP70/LL-51A  
VA17-AP70/LL-51S 

S
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io

ne
 s

ta
tic
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2O

Airflow/Portata m3/h

BLOWING / SOFFIANTE

Airflow/Portata m3/h

ø 255 mm
ø 10”

255 mm 12v C.C. - D.C.10” 12v C.C. - D.C.

VA 15



SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 255 mm
ø 10”

VA 53VA 17



VA15-AP70/LL-39A 
VA15-AP70/LL-39S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,25 Kg. approx.

12v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

statica
inH2O

Static
pressure

mm H2O

 0 1832 8,8 1081 1674 8,1 988 0
 5 1656 9,8 977 1530 9 903 0,2
 10 1352 10,1 798 1327 9,6 783 0,4
 15 819 10,2 483 1069 10,5 631 0,6
 20 649 11,3 383 763 11,1 450 0,8
 25 472 11,6 278 505 11,5 298 1,0
 30 330 12,1 195 274 12,2 162 1,2
 35 0 12,9 0 0 13,6 0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

ø 255 mm
ø 10”



77

VA15-AP70/LL-51A 
VA15-AP70/LL-51S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,24 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

10”

255 mm

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

✓
✓
✓

✓
✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1743 8,6 1028 1637 8,1 966 0
 5 1505 9,2 888 1459 8,9 861 0,2
 10 1218 9,6 719 1247 9,5 736 0,4
 15 737 9,3 435 982 10 579 0,6
 20 544 9,9 321 647 10,4 382 0,8
 25 399 10,4 235 303 10,4 179 1,0
 30 246 10,9 145 113 11,1 67 1,2
 35 0 11,7 0 0 12,2 0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c. 

ø 255 mm
ø 10”



VA53-AP70/LL-39A 
VA53-AP70/LL-39S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,18 Kg. approx.

12v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1710 10,8 1009 1600 9,3 944 0
 5 1540 11,5 909 1430 9,9 844 0,2
 10 1300 11,8 767 1200 10,2 708 0,4
 15 900 11,2 531 880 10,3 519 0,6
 20 690 12,2 407 640 11,1 378 0,8
 25 500 12,5 295 450 11,9 266 1
 30 360 13,2 212 270 12,8 159 1,2
 35 190 13,6 112 90 13,9 53 1,4
 40 0 14,9 0 0 14,3 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 255 mm
ø 10”



VA53-AP70/LL-51A 
VA53-AP70/LL-51S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,31 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

10”

255 mm

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

✓
✓
✓

✓
✓

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1620 9,9 956 1520 9,8 897 0
 5 1410 10,3 832 1340 10,1 791 0,2
 10 1150 10,6 679 1080 10,4 637 0,4
 15 720 10,1 425 820 10,6 484 0,6
 20 550 11,0 325 560 10,7 330 0,8
 25 400 11,5 236 310 11,0 183 1
 30 240 12,2 142 140 11,7 83 1,2
 35 160 12,7 94 0 12,7 0 1,4
 40 0 14,2 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c. 

ø 255 mm
ø 10”



VA17-AP70/LL-39A 
VA17-AP70/LL-39S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,18 Kg. approx.

12v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

VLL version* 

Waterproof connector 

✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1850 10,2 1092 1810 10,0 1068 0
 5 1670 10,9 985 1630 10,5 962 0,2
 10 1490 11,9 879 1430 11,4 844 0,4
 15 1090 11,5 643 1190 12,1 702 0,6
 20 830 12,4 490 860 12,4 507 0,8
 25 610 12,7 360 580 12,8 342 1
 30 460 13,1 271 310 13,1 183 1,2
 35 280 13,5 165 130 14,1 77 1,4
 40 70 15,0 41 0 15,1 0 1,6
 45 0 15,6 0 1,8

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 255 mm
ø 10”



VA17-AP70/LL-51A 
VA17-AP70/LL-51S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,37 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

10”

255 mm

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version* 

Waterproof connector 

✓
✓
✓

✓
✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

statica
mm H2O

 0 1830  10,3   1080 1730  9,7   1021 0
 5 1630  11,0   962 1530  10,4   903 0,2
 10 1430  11,5   844 1320  11,0   779 0,4
 15  970    11,1   572 1040  11,4   614 0,6
 20  690    11,7   407  710    11,7   419 0,8
 25 540  11,8   319  340    11,7   201 1,0
 30 360  12,0   212 90  12,4   53 1,2
 35 180  12,7   106  0    13,3   0 1,4
 40 60  14,0   35 1,6
 45  0    14,8   0 1,8

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c.

ø 255 mm
ø 10”



Type 

SUCTION 

255 mm 10” 12v C.C. - D.C.

VA11-AP7/C-57A 
VA11-AP7/C-57S

VA11-AP7/C-29A 
VA11-AP7/C-29S

VA11-AP8/C-57A 
VA11-AP8/C-57S

VA11-AP8/C-29A 
VA11-AP8/C-29S
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SUCTION / ASPIRANTE
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BLOWING 

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,5

20,0

22,5

25,0

27,5

30,0

0 250 500 750 1000 1250 1500

VA11-AP7/C-57S

VA11-AP7/C-29S

VA11-AP8/C-57S

VA11-AP8/C-29S

10”

255 mm

S
ta

tic
 p

re
ss

ur
e 

m
m

 H
2O

hAirflow m3/

Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

VA 11

ø 255 mm
ø 10”



VA11-AP7/C-57A 
VA11-AP7/C-57S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

12v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1360 8,7 802 1430 7,6 844 0
 2,5 1250 8,9 738 1320 7,8 779 0,1
 5 1150 9,1 679 1220 8,1 720 0,2
 7,5 1020 9,2 602 1090 8,4 643 0,3
 10 780 8,9 460 950 8,5 561 0,4
 12,5 480 8,7 283 760 8,5 448 0,5
 15 380 8,7 224 580 8,3 342 0,6
 17,5 280 9,0 165 390 8,0 230 0,7
 20 120 8,7 71 130 7,5 77 0,8
 25 0 9,0 0 0 8,1 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 255 mm
ø 10”



VA11-AP7/C-29A 
VA11-AP7/C-29S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

10”

255 mm

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits
Accessori: tutti i kit di fissaggio

✓
✓

✓
✓

✓

Test voltage 13 V. d.c. - Tensione di prova 13 V. c.c.

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1250 9,0 738 1270 8,6 749 0
 2,5 1140 9,1 673 1180 8,8 696 0,1
 5 1060 9,4 625 1090 9,0 643 0,2
 7,5 950 9,4 561 970 9,0 572 0,3
 10 780 9,4 460 800 9,1 472 0,4
 12,5 610 9,3 360 640 9,4 378 0,5
 15 460 9,4 271 410 9,3 242 0,6
 17,5 310 9,7 183 290 9,2 171 0,7
 20 230 9,6 136 70 9,1 41 0,8
 25 0 9,7 0 0 9,1 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.
* per applicazioni OEM

ø 255 mm
ø 10”



VA11-AP8/C-57A 
VA11-AP8/C-57S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

12v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1200  5,6   708 1200  5,6   708 0
2,5 1060  6,0   625 1080  5,7   637 0,1

 5 970  6,0   572 930  5,9   549 0,2
7,5 790  5,8   466 740  6,0   437 0,3

 10 560  5,7   330  500    5,8   295 0,4
12,5 260  5,6   153  310    5,7   183 0,5

 15  0    5,7   0  0    5,3   0 0,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

ø 255 mm
ø 10”



VA11-AP8/C-29A
VA11-AP8/C-29S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

10”

255 mm

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Test voltage 13 V. d.c.

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1090 5,8 643 1070 5,4 631 0
 2,5 1000 5,9 590 950 5,5 561 0,1
 5 850 6,0 502 840 5,5 496 0,2
 7,5 780 6,2 460 690 5,6 407 0,3
 10 580 6,1 342 460 6,0 271 0,4
 12,5 380 6,2 224 290 5,7 171 0,5
 15 270 6,2 159 0 5,7 0 0,6
 17,5 0 6,2 0 0,7

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 255 mm
ø 10”



Type 

SUCTION 

225 mm 9” 12v C.C. - D.C.

VA02-AP70/LL-40A  
VA02-AP70/LL-40S 

VA02-AP70/LL-52A  
VA02-AP70/LL-52S 

VA07-AP12/C-58A  
VA07-AP12/C-58S 

VA07-AP7/C-31A 
VA07-AP7/C-31S

VA07-AP8/C-58A 
VA07-AP8/C-58S

VA07-AP12/C-31A 
VA07-AP12/C-31S 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 225 mm
ø 9”

VA 02 VA 02



VA02-AP70/LL-40A
VA02-AP70/LL-40S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,35 Kg. approx.

12v C.C. - D.C.

9”

225 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1280  7,2   755 1230  7,4   726 0
 5 1140  7,6   673 1110  7,8   655 0,2
 10 950  7,9   561 960  8,1   566 0,4
 15 640  8,0   378 750  8,5   443 0,6
 20  470    8,7   277 510  8,9   301 0,8
 25 350  9,0   207 340  9,1   201 1
 30 240  9,4   142 210  9,7   124 1,2
 35  0    10,7   0  0    10,6   0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 225 mm
ø 9”



VA02-AP70/LL-52A
VA02-AP70/LL-52S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2,18 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

9”

225 mm

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Test voltage 13 V. d.c.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1260 7,9 743 1190 7,6 702 0
 5 1090 8,0 643 1060 8,3 625 0,2
 10 880 8,3 519 900 8,5 531 0,4
 15 550 8,5 325 680 8,7 401 0,6
 20 430 8,8 254 500 9,5 295 0,8
 25 310 9,2 183 290 9,6 171 1
 30 210 9,6 124 0 10,9 0 1,2
 35 150 10,0 89 1,4
 40 0 11,4 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 225 mm
ø 9”



VA07-AP12/C-58A
VA07-AP12/C-58S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

12v C.C. - D.C.

9”

225 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1060  6,7   625 1080  7,2   637 0
2,5   970  6,7   572 1000  7,4   590 0,1

 5  870    6,7   513 890  7,4   525 0,2
7,5    740    6,7   437 740  7,4   437 0,3

 10 570  6,6   336 610  7,5   360 0,4
12,5   410  6,7   242 420  7,3   248 0,5

 15 310  6,8   183 210  7,1   124 0,6
17,5 230  6,9   136  0    7,4   0 0,7

 20 150  7,2   89 0,8
 25  0    8,1   0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 225 mm
ø 9”



VA07-AP7/C-31A
VA07-AP7/C-31S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

9”

225 mm

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Test voltage 13 V. d.c.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1010 6,7 596 1140 8,3 673 0
 2,5 920 7,4 543 1070 8,4 631 0,1
 5 880 7,4 519 980 8,7 578 0,2
 7,5 820 7,7 484 870 8,9 513 0,3
 10 710 7,8 419 800 8,9 472 0,4
 12,5 610 7,8 360 650 8,8 384 0,5
 15 480 7,7 283 540 8,7 319 0,6
 17,5 330 7,8 195 460 8,9 271 0,7
 20 260 8,1 153 360 8,8 212 0,8
 22,5 190 8,0 112 230 8,6 136 0,9
 25 0 8,0 0 0 8,9 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 225 mm
ø 9”



VA07-AP8/C-58A
VA07-AP8/C-58S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 1020 5,7 602 1000 5,8 590 0
 2,5 930 5,8 549 910 5,9 537 0,1
 5 820 5,9 484 800 5,9 472 0,2
 7,5 680 5,7 401 620 5,9 366 0,3
 10 450 5,5 266 510 5,9 301 0,4
 12,5 340 5,7 201 290 5,7 171 0,5
 15 230 5,9 136 70 5,9 41 0,6
 17,5 150 6,2 89 0 6,0 0 0,7
 20 0 7,0 0 0,8

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 225 mm
ø 9”



VA07-AP12/C-31A
VA07-AP12/C-31S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,00 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Test voltage 13 V. d.c. 

 suction blowing 

Static
pressure

inH2O

Static
pressure

statica
mm H2O

 0 920 5,2 543 1030 6,1 608 0
 2,5 830 5,6 490 980 6,3 578 0,1
 5 790 5,8 466 910 6,5 537 0,2
 7,5 710 6,2 419 800 6,6 472 0,3
 10 630 6,2 372 640 6,8 378 0,4
 12,5 480 6,0 283 490 6,7 289 0,5
 15 340 6,0 201 360 6,9 212 0,6
 17,5 260 6,0 153 270 6,8 159 0,7
 20 180 6,2 106 160 6,9 94 0,8
 22,5 0 6,3 0 0 6,8 0 0,9

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 225 mm
ø 9”



SUCTION 

190 mm 7,5” 12v C.C. - D.C.
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VA81-AP7/C-34S  



SUCTION / ASPIRANTE
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 190 mm
ø 7.5”

VA 81VA 24



VA14-AP11/C-34A
VA14-AP11/C-34S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,90 Kg. approx.

12v C.C. - D.C.

7,5”

190 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 730  6,9   431 690  6,7   407 0
 5 650  7,1   384 610  6,8   360 0,2

7,5 610  7,2   360 560  6,9   330 0,3
 10 570  7,3   336 510  6,9   301 0,4

12,5 510  7,2   301 450  6,9   266 0,5
 15 450  7,3   266 410  6,9   242 0,6
 20 330  7,4   195 320  7,6   189 0,8
 25 240  7,8   142 200  7,5   118 1
 35  0    8,4   0  0    8,0   0 1,4

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 190 mm
ø 7.5”



VA14-AP7/C-34A
VA14-AP7/C-34S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,90 Kg. approx.

12v C.C. - D.C.

7,5”

190 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓

✓

✓

Test voltage 13 V. d.c.

 suction blowing

Static
pressure

inH2O

Static
pressure

mm H2O

 0 620 4,4 366 590 4,3 348 0
 2,5 580 4,6 342 550 4,5 325 0,1
 5 530 4,7 313 490 4,5 289 0,2
 7,5 480 4,7 283 430 4,5 254 0,3
 10 410 4,7 242 360 4,5 212 0,4
 12,5 320 4,6 189 310 4,6 183 0,5
 15 280 4,8 165 270 4,9 159 0,6
 17,5 230 5,0 136 200 4,9 118 0,7
 20 160 5,0 94 140 4,9 83 0,8
 25 0 5,3 0 0 5,2 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 190 mm
ø 7.5”



VA24-AP7/C-34A
VA24-AP7/C-34S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,90 Kg. approx.

12v C.C. - D.C.

7,5”

190 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

LL and VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 620 4,4 366 590 4,3 348 0
 2,5 580 4,6 342 550 4,5 325 0,1
 5 530 4,7 313 490 4,5 289 0,2
 7,5 480 4,7 283 430 4,5 254 0,3
 10 410 4,7 242 360 4,5 212 0,4
 12,5 320 4,6 189 310 4,6 183 0,5
 15 280 4,8 165 270 4,9 159 0,6
 17,5 230 5,0 136 200 4,9 118 0,7
 20 160 5,0 94 140 4,9 83 0,8
 25 0 5,3 0 0 5,2 0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c. 

ø 190 mm
ø 7.5”



VA81-AP7/C-34A 
VA81-AP7/C-34S 

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 1,04 Kg. approx.

12v C.C. - D.C.

7,5”

190 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

LL and VLL version* 

Waterproof connector 

✓

✓
✓

Test voltage 13 V. d.c. 

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 650  4,5   384 620  4,5   366 0
2,5 600  4,5   354 570  4,6   336 0,1

 5 550  4,7   325 520  4,7   307 0,2
7,5  490    4,7   289 450  4,7   266 0,3

 10 420  4,7   248 360  4,6   212 0,4
12,5  380    4,8   224 310  4,7   183 0,5

 15 320  4,9   189 280  4,9   165 0,6
17,5 230  5,0   136 190  4,9   112 0,7

 20 140  5,0   83  100    5,0   59 0,8
 22,5 80  5,1   47 40  5,2   24 0,9
 25  0    5,3   0  0    5,4   0 1

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.
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SUCTION

182 mm 7,3” 12v C.C. - D.C.

Type
VA75-A101-90A
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Static pressure: 1 mm H2O = 0,04 inches H2O Airflow: 1 m3/h = 0,59 cfm

7,3”

182 mmø 182 mm
ø 7.3”

VA 75



SUCTION / ASPIRANTE

Airflow/Portata m3/h

VA75-A101-90A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,45 Kg. approx.

12v C.C. - D.C.

7,3”

182 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

Test voltage 13 V. d.c.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 675 4 398 0
 5 593 4,3 350 0,2
 10 516 4,6 304 0,4
 12 474 4,6 280 0,5
 15 433 4,8 255 0,6
 17 369 4,9 218 0,7
 20 277 5,1 163 0,8
 22 217 5,4 128 0,9
 25 151 5,6 89 1,0
 27 88 5,8 52 1,1
 30 0 5,9 0 1,2

Airflow

m3/h

Airflow

CFM

Current 
input

A

ø 182 mm
ø 7.3”



SUCTION

167 mm 6,5” 12v C.C. - D.C.

Type 
VA22-AP11/C-64A  
VA22-AP11/C-64S  

VA22-AP11/C-50A  
VA22-AP11/C-50S  

VA67-A101-83A  

VA68-A101-83A  
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VA 22



SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 167 mm
ø 6.5”

VA 67 VA 68



VA22-AP11/C-64A
VA22-AP11/C-64S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,87 Kg. approx.

12v C.C. - D.C.

6,5”

167 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 540 6,0 319 510 4,7 301 0
 5 460 6,1 271 430 5,0 254 0,2
 10 350 5,7 207 310 5,2 183 0,4
 15 270 6,1 159 160 5,5 94 0,6
 20 190 6,8 112 80 5,8 47 0,8
 25 140 6,8 83 60 6,1 35 1
 30 80 6,9 47 0 6,1 0 1,2
 35 60 7,3 35 1,4
 40 0 7,5 0 1,6

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

Test voltage 13 V. d.c.

ø 167 mm
ø 6.5”



VA22-AP11/C-50A
VA22-AP11/C-50S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,80 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

6,5”

167 mm

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 530 5,0 313 510 5,1 301 0
 2,5 490 5,4 289 480 5,4 283 0,1
 5 460 5,3 271 430 5,2 254 0,2
 7,5 430 5,5 254 410 5,3 242 0,3
 10 370 5,6 218 320 5,4 189 0,4
 12,5 330 5,5 195 250 5,2 148 0,5
 15 290 5,3 171 190 5,6 112 0,6
 20 220 5,6 130 140 5,7 83 0,8
 25 130 5,8 77 0 6,1 0 1
 30 0 5,9 0

Airflow

m3/h

Airflow

m3/h

Airflow

CFM

Airflow

CFM

Current 
input

A

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 13 V. d.c. 

ø 167 mm
ø 6.5”



VA67-A101-83A

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 0,80 Kg. approx.

12v C.C. - D.C.

6,5”

167 mm

 PRODUCT FEATURES 

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 13 V. d.c. 

ø 167 mm
ø 6.5”

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 560  4,0   330 0
 5 510  4,3   301 0,2
 10 460  4,7   271 0,4

12,5 430  4,9   254 0,5
 5 400  5,0   236 0,6

17,5 360  5,1   212 0,7
 20 320  5,2   189 0,8
 25 210  5,6   124 1,0
 30 130  5,9   77 1,2
 40  0    6,3   0 1,6

Airflow

m3/h

Airflow

CFM

Current 
input

A

Waterproof motor, IP 68 

Waterproof connector 

Accessories: all the fixing kits 

✓

✓

✓



VA68-A101-83A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,50 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

6,5”

167 mm

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 13 V. d.c. 

Waterproof motor, IP 68 

Waterproof connector 

Accessories: all the fixing kits 

✓

✓

✓
Static
pressure

inH2O

Static
pressure

mm H2O

 0 533 4 314 0
 5 470 4,1 277 0,2
 10 410 4,3 242 0,4
 15 358 4,6 211 0,6
 20 285 4,9 168 0,8
 25 191 5,4 113 1,0
 30 112 5,7 66 1,2
 35 50 6 30 1,4
 40 0 6,1 0 1,6

Airflow

m3/h

Airflow

CFM

Current 
input

A

 suction 

ø 167 mm
ø 6.5”



SUCTION 

155 mm 6” 12v C.C. - D.C.

Type 
VA40-A100-76A 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airflow: 1 m3/h = 0,59 cfm
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VA 40



SUCTION / ASPIRANTE

Airflow/Portata m3/h

6”

155 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

Accessories: all the fixing kits 

✓

✓

✓

VA40-A100-76A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,50 Kg. approx.

12v C.C. - D.C.

Test voltage 13 V. d.c. 

= Standard feature  ✓
= Avaliable upon request  ✓

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 570 4,3 336 0
 2,5 530 4,3 313 0,1
 5 480 4,3 283 0,2
 7,5 430 4,4 254 0,3
 10 350 4,3 207 0,4
 12,5 230 4,4 136 0,5
 15 160 4,7 94 0,6
 20 0 5,0 0 0,8

Airflow

m3/h

Airflow

CFM

Current 
input

A
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Type 

SUCTION

140 mm 5,5” 12v C.C. - D.C.

VA39-A101-45A  
VA39-A101-45S 

VA39-A100-45A  
VA39-A100-45S 
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SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 140 mm
ø 5.5”

VA 39



VA39-A101-45A
VA39-A101-45S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,38 Kg. approx.

12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing

 0 610 5,5 360 590 5,3 348 0
 5 540 5,7 319 470 5,2 277 0,2
 7,5 500 5,7 295 410 5,3 242 0,3
 10 470 5,8 277 330 5,4 195 0,4
 12,5 410 5,9 242 250 5,7 148 0,5
 15 340 6,1 201 220 5,9 130 0,6
 17,5 280 6,1 165 190 6,2 112 0,7
 20 230 6,3 136 140 6,2 83 0,8
 25 160 6,5 94 80 6,5 47 1
 30 0 6,9 0 0 6,6 0 1,2

Test voltage 13 V. d.c. 

ø 140 mm
ø 5.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA39-A100-45A
VA39-A100-45S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,38 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

 suction blowing 

 0 490 2,9 289 480 3,4 283 0
 2,5 450 2,9 266 400 3,2 236 0,1
 5 410 3,0 242 350 3,4 207 0,2
 7,5 370 3,0 218 270 3,5 159 0,3
 10 300 3,2 177 210 3,6 124 0,4
 12,5 230 3,4 136 170 3,8 100 0,5
 15 180 3,5 106 110 4,1 65 0,6
 17,5 140 3,6 83 90 4,1 53 0,7
 25 0 4,0 0 0 4,2 0 1

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 13 V. d.c. 

ø 140 mm
ø 5.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION 

130 mm 5,2” 12v C.C. - D.C.

VA31-A101-46A  
VA31-A101-46S  

VA31-A100-46A  
VA31-A100-46S  

VA31-A102-46A  
VA31-A102-46S  

VA37-A101-46A  
VA37-A101-46S  

VA37-A100-46A  
VA37-A100-46S  

VA36-A101-46A  
VA36-A101-46S  

VA36-A100-46A  
VA36-A100-46S  

VA85-A101-96A  
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SUCTION / ASPIRANTE

Airflow/Portata m3/h

BLOWING
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VA 37 VA 85VA 85



VA31-A101-46A
VA31-A101-46S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,41 Kg. approx.

12v C.C. - D.C.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0  579    4,8   342 520  4,3   307 0
2,5  546    5,0   322 500  4,3   295 0,1

 5  528    5,0   312 470  4,3   277 0,2
7,5  495    5,1   292 390  4,2   230 0,3

 10  465    5,2   274 350  4,2   207 0,4
12,5  413    5,4   244 310  4,4   183 0,5

 15  367    5,5   217 240  4,5   142 0,6
17,5  317    5,8   187 200  4,8   118 0,7

 20  239    5,8   141 170  5,0   100 0,8
 25  157    6,0   93  140    5,1   83 1
 30  85    6,2   50  0    5,8   0 1,2
 35  0    6,5   0 

Test voltage 13 V. d.c. 

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA31-A100-46A
VA31-A100-46S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,41 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

5,2”

130 mm

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

Test voltage 13 V. d.c. 

 suction blowing 

 0 450 3,1 266 428 3,5 253 0
 2,5 430 3,2 254 416 3,2 245 0,1
 5 390 3,3 230 340 3,0 201 0,2
 7,5 350 3,5 207 295 3,0 174 0,3
 10 300 3,6 177 222 3,2 131 0,4
 12,5 230 3,7 136 176 3,4 104 0,5
 15 160 3,7 94 138 3,5 81 0,6
 17,5 120 3,8 71 103 3,7 61 0,7
 20 90 3,9 53 0 4,2 0 0,8
 25 0 4,2 0 1

= Standard feature  ✓
= Avaliable upon request  ✓

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA31-A102-46A
VA31-A102-46S 12v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,41 Kg. approx.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing

 0 310 1,5 183 310 1,4 183 0
 2,5 280 1,5 165 280 1,4 165 0,1
 5 230 1,6 136 170 1,4 100 0,2
 7,5 120 1,6 71 90 1,6 53 0,3
 10 70 1,8 41 70 1,7 41 0,4
 12,5 50 1,8 30 0 1,8 0 0,5
 15 0 1,9 0 0,6

Test voltage 13 Vest voltage 13 V. d.c. 

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA37-A101-46A
VA37-A101-46S12v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,42 Kg. approx.

 PRODUCT FEATURES 

5,2”

130 mm

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

Test voltage 13 Vest voltage 13 V. d.c.

 suction blowing 

 0 480  4,3   283 440  4,1   260 0 
 5 430  4,4   254 380  4,2   224 0,2 
 10 380  4,6   224 300  4,4   177 0,4 
 15 310  4,9   183  220    4,8   130 0,6 
 20 190  5,1   112 180  5,0   106 0,8 
 25 130  5,4   77 140  5,1   83 1 
 30 70  5,6   41  0    5,9   0 1,2 
 35  20    5,9   12 1,4
 40  0    6,0   0 1,6

= Standard feature  ✓
= Avaliable upon request  ✓

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA37-A100-46A
VA37-A100-46S 12v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,42 Kg. approx.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0 430  3,0   254 420  3,5   248 0
2,5 390  3,2   230 410  3,2   242 0,1

 5 360  3,2   212  340    3,0   201 0,2
7,5 330  3,2   195 290  3,0   171 0,3

 10 270  3,4   159 220  3,2   130 0,4
12,5 210  3,4   124 170  3,4   100 0,5

 15 150  3,6   89 130  3,5   77 0,6
 17,5 110  3,6   65 100  3,7   59 0,7
 20 70  3,9   41  0    4,2   0 0,8
 25  0    3,9   0 1

Test voltage 13 V. d.c. 

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA36-A101-46A
VA36-A101-46S12v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,42 Kg. approx.

 PRODUCT FEATURES 

5,2”

130 mm

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

 suction blowing 

 0 480  4,3   283 440  4,1   260 0
2,5  460    4,3   271 410  4,1   242 0,1

 5 430  4,4   254 380  4,2   224 0,2
7,5 410  4,5   242 340  4,3   201 0,3

 10 380  4,6   224 300  4,4   177 0,4
12,5 350  4,8   207 250  4,6   148 0,5

 15 310  4,9   183  220    4,8   130 0,6
17,5 250  5,0   148 180  5,0   106 0,7

 20 190  5,1   112 140  5,1   83 0,8
 25 130  5,4   77  0    5,9   0 1
 30 70  5,6   41 1,2
 35  20    5,9   12 1,4
 40  0    6,0   0 1,6

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 13 V. d.c. 

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA36-A100-46A
VA36-A100-46S 12v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,42 Kg. approx.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0 450  3,1   266 420  3,5   248 0
2,5 430  3,2   254 410  3,2   242 0,1

 5 390  3,3   230  340    3,0   201 0,2
7,5 350  3,5   207 290  3,0   171 0,3

 10 300  3,6   177 220  3,2   130 0,4
12,5 230  3,7   136 170  3,4   100 0,5

 15 160  3,7   94 130  3,5   77 0,6
17,5 120  3,8   71 100  3,7   59 0,7

 20 90  3,9   53  0    4,2   0 0,8
 25  0    4,2   0 1

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A
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VA85-A101-96A12v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,45 Kg. approx.

 PRODUCT FEATURES 

5,2”

130 mm

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 13 V. d.c.

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 570 4,3 336 0
 2,5 530 4,3 313 0,1
 5 480 4,3 283 0,2
 7,5 430 4,4 254 0,3
 10 350 4,3 207 0,4
 12,5 230 4,4 136 0,5
 15 160 4,7 94 0,6
 20 0 5,0 0 0,8

Airflow

m3/h

Airflow

CFM

Current 
input

A

ø 130 mm
ø 5.2”



Type 

SUCTION BLOWING / SOFFIANTE

115 mm 4,5” 12v C.C. - D.C.

VA69A-A101-87A  
VA69A-A101-87S  

VA69A-A100-87A  
VA69A-A100-87S  
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SUCTION / ASPIRANTE BLOWING 
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VA69A-A101-87A
VA69A-A101-87S

Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0,41 Kg. approx.

12v C.C. - D.C.

4,5”

115 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0 400 4,2 236 350 3,9 207 0
 5 370 4,5 218 310 4,0 183 0,2
 7,5 350 4,5 207 280 4,1 165 0,3
 10 320 4,4 189 250 4,1 148 0,4
 12,5 290 4,4 171 210 4,2 124 0,5
 15 250 4,5 148 180 4,3 106 0,6
 17,5 220 4,6 130 170 4,4 100 0,7
 20 200 4,8 118 150 4,5 89 0,8
 25 150 4,8 89 100 5,1 59 1
 30 70 5,1 41 60 5,5 35 1,2
 35 0 5,2 0 0 5,7 0 1,4

Test voltage 13 V. D.C. 

ø 115 mm
ø 4.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA69A-A100-87A
VA69A-A100-87S

Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0,41 Kg. approx.

 PRODUCT FEATURES 

12v C.C. - D.C.

4,5”

115 mm

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

 suction blowing 

 0 310 2,7 183 270 2,5 159 0
 2,5 300 2,7 177 250 2,5 148 0,1
 5 280 2,8 165 230 2,6 136 0,2
 7,5 260 2,8 153 180 2,5 106 0,3
 10 200 2,7 118 140 2,6 83 0,4
 12,5 170 2,8 100 120 2,8 71 0,5
 15 140 2,9 83 90 3,0 53 0,6
 17,5 90 3,0 53 80 3,1 47 0,7
 20 50 3,1 30 0 3,2 0 0,8
 22,5 0 3,1 0 0,9

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 13 V. D.C.

ø 115 mm
ø 4.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

96 mm 4” 12v C.C. - D.C.

VA32-A101-62A 
VA32-A101-62S  

VA32-A100-62A  
VA32-A100-62S  
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SUCTION / ASPIRANTE BLOWING 
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Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0.38 Kg. approx.

= Avaliable upon request  ✓
Test voltage 26 V. D.C. 

ø 96 mm
ø 4”

VA32-A101-62A
VA32-A101-62S 12v C.C. - D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

 suction blowing 

 0 250  3,0   148 210  2,4   124 0
2,5 240  3,0   142 190  2,4   112 0,1

 5 230  3,0   136 160  2,4   94 0,2
7,5 210  3,0   124 120  2,3   71 0,3

 10 200  3,1   118  90    2,3   53 0,4
12,5 180  3,0   106 70  2,5   41 0,5

 15 150  3,1   89 60  2,7   35 0,6
17,5 130  3,0   77 30  2,8   18 0,7

 20 100  3,1   59  0    3,0   0 0,8
 25 70  3,2   41 1
 30  0    3,4   0 1,2

= Standard feature  ✓

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0.38 Kg. approx.

4”

96 mm

= Avaliable upon request  ✓
Test voltage 26 V. D.C.

VA32-A100-62A
VA32-A100-62S

 PRODUCT FEATURES 

12v C.C. - D.C.

Waterproof motor, IP 68 

Waterproof connector 

✓

✓

 suction blowing 

 0 190  2,3   112 170  1,8   100 0
2,5 170  2,2   100 140  1,7   83 0,1

 5 150  2,2   89 100  1,6   59 0,2
7,5 120  2,2   71 50  1,7   30 0,3

 10 80  2,1   47 20  1,8   12 0,4
 12,5 60  2,2   35  0    1,8   0 0,5
 15 40  2,3   24 0,6
 17,5  0    2,3   0 0,7

= Standard feature  ✓

ø 96 mm
ø 4”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



24V



Type 

SUCTION BLOWING / SOFFIANTE

385 mm 15.2” 24v C.C. - D.C.
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SUCTION / ASPIRANTE BLOWING 

16”

385 mm
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VA33-BP91/LL-65A 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 3,5 Kg. approx.

24v C.C. - D.C.

16”

385 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

Waterproof connector 

VLL version*

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

 suction

Static
pressure

inH2O

Static
pressure

mm H2O

 0 3820 16,7 2254 0
 5 3594 17,2 2120 0,2
 10 3323 17,6 1961 0,4
 15 3073 18 1813 0,6
 20 2749 17,9 1622 0,8
 25 2214 17,6 1306 1,0
 30 1355 16,5 799 1,2
 35 997 16,4 588 1,4
 40 664 16,8 392 1,6
 45 297 17,6 175 1,8
 50 0 18,6 0 2,0

Airflow

m3/h

Airflow

CFM

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

ø 385 mm
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VA33-BP93/LL-65A 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,84 Kg. approx.

 PRODUCT FEATURES 

24v C.C. - D.C.

16”

385 mm

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

 suction

Static
pressure

inH2O

Static
pressure
Pressione

mm H2O

 0 3313 11,1 1955 0
 5 3074 11,6 1814 0,2
 10 2828 12 1669 0,4
 15 2551 12,4 1505 0,6
 20 2099 12,4 1238 0,8
 25 1260 11,9 743 1,0
 30 866 12 511 1,2
 35 549 12,1 324 1,4
 40 125 12,7 74 1,6
 45 0 13,1 0 1,8

Airflow

m3/h

Airflow

CFM

Current 
input

A

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

ø 385 mm
ø 15.2”
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VA18-BP71/LL-86A
VA18-BP71/LL-86S 24v C.C. - D.C.

16”

385 mm

Test voltage 26 V. D.C. 

ø 385 mm
ø 15.2”

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight Kg.2,50 approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 3315 8,4 1956 3488 8,7 2058 0
 5 2929 9,2 1728 3134 9,4 1849 0,2
 10 2556 9,7 1508 2747 10 1621 0,4
 15 2054 9,6 1212 2232 10,1 1317 0,6
 20 1281 9,2 756 1589 10,1 938 0,8
 25 685 9,3 404 806 9,8 476 1,0
 30 0 9,3 0 0 9,6 0 1,2

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA18-BP70/LL-41A 
VA18-BP70/LL-41S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,52 Kg. approx.

24v C.C. - D.C.

16”

385 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 3040 7,5 1794 3010 7,6 1776 0
 5 2720 8,2 1605 2660 8,1 1569 0,2
 10 2340 8,6 1381 2350 8,4 1387 0,4
 12,5 2150 8,7 1269 2180 8,6 1286 0,5
 15 1930 8,7 1139 1870 8,8 1103 0,6
 17,5 1720 8,7 1015 1570 8,7 926 0,7
 20 1450 8,5 856 1380 8,5 814 0,8
 25 840 8,5 496 750 8,2 443 1
 30 350 8,3 207 0 7,9 0 1,2
 35 0 8,1 0 1,4

ø 385 mm
ø 15.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA18-BP51/C-41A
VA18-BP51/C-41S 24v C.C. - D.C.

16”

385 mm

Test voltage 26 V. D.C. Test voltage 26 V. D.C. - Tensione di prova 26 V. c.c.

ø 385 mm
ø 15.2”

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 2480 5,5 1463 2640 5,2 1558 0
 2,5 2310 6,0 1363 2590 5,6 1528 0,1
 5 2160 6,0 1274 2260 6,0 1333 0,2
 7,5 1980 6,1 1168 2000 6,1 1180 0,3
 10 1770 6,3 1044 1740 6,1 1027 0,4
 12,5 1430 6,2 844 1440 6,2 850 0,5
 15 1050 6,0 620 1120 6,1 661 0,6
 17,5 810 5,9 478 980 6,1 578 0,7
 20 610 5,9 360 550 5,7 325 0,8
 25 0 5,8 0 0 5,5 0 1

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,75 Kg. approx.

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,3 Kg. approx.

24v C.C. - D.C.
VA18-BP10/C-41A
VA18-BP10/C-41S

 suction blowing 

 0 1920 3,8 1133 1910 3,7 1127 0
 2,5 1650 4,1 974 1750 3,9 1033 0,1
 5 1410 4,2 832 1380 3,9 814 0,2
 7,5 950 4,2 561 930 3,9 549 0,3
 10 660 4,0 389 670 3,9 395 0,4
 12,5 430 4,0 254 230 3,6 136 0,5
 15 0 4,0 0 0 3,6 0 0,6

Test voltage 26 V. D.C. 

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

ø 385 mm
ø 15.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type 

SUCTION BLOWING / SOFFIANTE

350 mm 14” 24v C.C. - D.C.

VA08-BP70/LL-23MA  
VA08-BP70/LL-23MS 

VA08-BP71/LL-53A  
VA08-BP71/LL-53S 

VA08-BP70/LL-23A  
VA08-BP70/LL-23S 

VA08-BP51/C-23A  
VA08-BP51/C-23S 

VA08-BP10/C-23A  
VA08-BP10/C-23S 
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SUCTION / ASPIRANTE BLOWING
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm
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VA 08 VA 08



VA08-BP70/LL-23MA 
VA08-BP70/LL-23MS

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,34 Kg. approx.

24v C.C. - D.C.

14”

350 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 26 V. D.C. 

 suction blowing 

 0 2850  8,3   1682 2970  8,7   1752 0
 5 2560  8,8   1510 2690  9,1   1587 0,2
 10 2210  8,9   1304 2410  9,3   1422 0,4

12,5 2000  8,9   1180 2260  9,5   1333 0,5
15  1800    8,9   1062 2090  9,7   1233 0,6
17,5 1600  8,8   944 1870  9,8   1103 0,7

 20 1330  8,5   785 1620  10,0   956 0,8
 25 800  8,6   472 1100  9,9   649 1
 30 350  8,7   207 420  9,3   248 1,2
 35  0    8,6   0  0    9,7   0 1,4

ø 350 mm
ø 14”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA08-BP71/LL-53A
VA08-BP71/LL-53S 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,35 Kg. approx.

 PRODUCT FEATURES 

24v C.C. - D.C.

14”

350 mm

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing

 0 3120 8,9 1841 3150 9,7 1859 0
 2,5 2900 9,1 1711 3030 9,9 1788 0,1
 5 2690 9,3 1587 2820 9,7 1664 0,2
 7,5 2450 9,4 1446 2420 9,8 1428 0,3
 10 1930 8,9 1139 2120 9,7 1251 0,4
 12,5 1550 8,5 915 1800 9,6 1062 0,5
 15 1290 8,9 761 1350 9,5 797 0,6
 17,5 960 9,1 566 990 9,2 584 0,7
 20 660 9,5 389 460 9,6 271 0,8
 22,5 260 9,6 153 0 9,8 0 0,9
 25 0 9,7 0 1

ø 350 mm
ø 14”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA08-BP70/LL-23A
VA08-BP70/LL-23S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,34 Kg. approx.

24v C.C. - D.C.

14”

350 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2580  7,2   1522 2400  6,6   1416 0
 5 2250  7,6   1328 2080  6,9   1227 0,2
 10 1820  7,9   1074 1740  7,2   1027 0,4

12,5 1670  7,9   985 1610  7,3   950 0,5
 15 1440  7,8   850 1320  7,4   779 0,6

17,5 1100  7,4   649 1080  7,3   637 0,7
 20 940  7,5   555 890  7,4   525 0,8
 25 490  7,4   289 260  6,9   153 1
 30  0    7,6   0  0    6,9   0 1,2

ø 350 mm
ø 14”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA08-BP51/C-23A
VA08-BP51/C-23S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,7 Kg. approx.

 PRODUCT FEATURES 

24v C.C. - D.C.

14”

350 mm

Waterproof motor, IP 68 

Low noise 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2170  4,9   1280 2100  4,5   1239 0
2,5 1970  5,1   1162 1930  4,7   1139 0,1

 5 1810  5,3   1068 1700  4,9   1003 0,2
7,5 1620  5,5   956 1560  5,1   920 0,3

 10 1440  5,5   850 1360  5,0   802 0,4
12,5 1170  5,0   690 1050  5,1   620 0,5

 15 740  5,1   437 720  5,1   425 0,6
17,5 560  5,1   330 480  4,9   283 0,7

 20 390  5,2   230  0    4,8   0 0,8
 25  0    5,2   0 1

ø 350 mm
ø 14”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA08-BP10/C-23A  
VA08-BP10/C-23S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,3 Kg. approx.

24v C.C. - D.C.

14”

350 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1680  3,6   991 1670  3,2   985 0
2,5 1500  3,8   885 1460  3,4   861 0,1

 5 1240  3,9   732 1210  3,6   714 0,2
7,5 900  3,7   531 840  3,6   496 0,3

 10 600  3,7   354 540  3,6   319 0,4
12,5 350  3,7   207 130  3,4   77 0,5

 15  0    3,7   0  0    3,4   0 0,6

ø 350 mm
ø 14”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type 

SUCTION BLOWING / SOFFIANTE

330 mm 13” 24v C.C. - D.C.

VA13-BP70/LL-35A 
VA13-BP70/LL-35S 

VA13-BP51/C-35A 
VA13-BP51/C-35S 

VA13-BP9/C-35A
VA13-BP9/C-35S
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VA 13



SUCTION / ASPIRANTE BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 330 mm
ø 13”

VA 13



VA13-BP70/LL-35A 
VA13-BP70/LL-35S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2,35 Kg. approx.

24v C.C. - D.C.

13”

330 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2400  6,9   1416 2470  7,0   1457 0
 5 2140  7,3   1263 2200  7,2   1298 0,2
 10 1840  7,5   1086 1960  7,4   1156 0,4

12,5 1670  7,6   985 1840  7,5   1086 0,5
 15 1490  7,5   879 1700  7,5   1003 0,6

17,5 1300  7,4   767 1490  7,6   879 0,7
 20 1050  7,4   620 1210  7,7   714 0,8
 25 670  7,5   395 660  7,4   389 1
 30 280  7,5   165 230  7,3   136 1,2
 35  0    7,4   0  0    7,3   0 1,4

ø 330 mm
ø 13”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA13-BP51/C-35A
VA13-BP51/C-35S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,52 Kg. approx.

 PRODUCT FEATURES 

24v C.C. - D.C.

13”

330 mm

Waterproof motor, IP 68 

Long life 

LL & VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2040  4,4   1204 2000  4,3   1180 0
2,5 1880  4,6   1109 1900  4,4   1121 0,1

 5 1740  4,8   1027 1720  4,6   1015 0,2
7,5 1560  5,0   920 1640  4,7   968 0,3

 10 1350  5,0   797 1420  4,8   838 0,4
 12,5 1110  4,9   655 1140  4,8   673 0,5
 15 750  4,7   443 850  4,9   502 0,6

17,5 630  4,8   372 710  4,9   419 0,7
 20 390  4,8   230 410  4,5   242 0,8
 25  0    4,9   0  0    4,6   0 1

ø 330 mm
ø 13”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA13-BP9/C-35A 
VA13-BP9/C-35S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1,12 Kg. approx.

24v C.C. - D.C.

13”

330 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1710  3,9   1009 1720  3,7   1015 0
2,5 1520  4,1   897 1600  3,8   944 0,1

 5 1310  4,2   773 1370  4,0   808 0,2
7,5 1040  4,2   614 1040  4,0   614 0,3

 10 690  4,0   407 800  4,0   472 0,4
12,5 450  4,1   266 490  3,9   289 0,5

 15  0    4,0   0  0    3,8   0 0,6

ø 330 mm
ø 13”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

305 mm 12” 24v C.C. - D.C.

VA01-BP90/LL-66A  
VA01-BP90/LL-79S 

VA01-BP70/LL-36A 
VA01-BP70/LL-36S 

VA01-BP70/LL-66A  
VA01-BP70/LL-79S 

VA51-BP70/LL-69A 

VA34-BP70/LL-66A  
VA34-BP70/LL-79S 

VA34-BP70/LL-36A  
VA34-BP70/LL-36S 

VA10-BP70/LL-61A  
VA10-BP70/LL-61S 
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SUCTION / ASPIRANTE BLOWING 

12”
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 305 mm
ø 12”

VA 51VA 34



VA01-BP90/LL-66A
VA01-BP90/LL-79S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 3.23 Kg. approx.

24v C.C. - D.C.

12”

305 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

Low noise 

Long life

VLL version*

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 suction blowing 

 0 2980  10,7   1758 3260  13,0   1923 0
 5 2740  11,2   1617 3060  13,5   1805 0,2
 10 2480  11,8   1463 2850  13,9   1682 0,4
 15 2170  12,1   1280 2600  14,4   1534 0,6
 20 1800  12,2   1062 2290  14,6   1351 0,8
 25 1270  12,4   749 1920  14,8   1133 1
 30 990  13,2   584 1440  14,8   850 1,2
 35 700  13,9   413 1010  15,0   596 1,4
 40 460  14,5   271 730  15,2   431 1,6
 45  300    15,5   177 520  15,8   307 1,8
 50 150  16,5   89 280  16,8   165 2
 55  0    17,6   0  0    18,3   0 2,2

ø 305 mm
ø 12”
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Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.35 Kg. approx.

24v C.C. - D.C.

12”

305 mm

 PRODUCT FEATURES 

VA01-BP70/LL-36A
VA01-BP70/LL-36S

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2900  7,4   1711 2760  7,1   1628 0
 5 2640  8,0   1558 2510  7,5   1481 0,2
 10 2310  8,4   1363 2230  8,0   1316 0,4
 15 1860  8,5   1097 1920  8,4   1133 0,6
 20 1210  8,8   714 1470  8,6   867 0,8
 25 900  9,2   531 1010  8,9   596 1
 30 670  9,5   395 620  9,2   366 1,2
 35 370  10,0   218 310  9,7   183 1,4
 40  0    11,1   0  0    10,5   0 1,6

ø 305 mm
ø 12”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA01-BP70/LL-66A
VA01-BP70/LL-79S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.47 Kg. approx.

24v C.C. - D.C.

12”

305 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2650  7,1   1564 2850  8,5   1682 0
 5 2390  7,5   1410 2630  8,9   1552 0,2
 10 2070  8,0   1221 2360  9,3   1392 0,4
 15 1700  8,2   1003 2000  9,5   1180 0,6
 20 1120  8,4   661 1550  9,8   915 0,8
 25 700  8,9   413 1020  10,0   602 1
 30 420  9,6   248 620  10,3   366 1,2
 35 210  10,5   124 370  11,0   218 1,4
 40  0    11,6   0 90  12,0   53 1,6
 45  0    12,4   0 1,8

ø 305 mm
ø 12”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

24v C.C. - D.C.

12”

305 mm

VA51-BP70/LL-69A

Airflow

blowing

Static
pressure
Pressione

inH2O

Static
pressure

mm H2O

 0 2770  7,9   1634 0
 5 2460  8,5   1451 0,2
 10 2070  8,8   1221 0,4
 15 1560  9,0   920 0,6
 20 1040  9,9   614 0,8
 25  590    10,5   348 1
 30 350  11,6   207 1,2
 35 130  12,4   77 1,4
 40  0    13,2   0 1,6

Airflow

m3/h

Airflow

CFM

Current 
input

A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.58 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Very Low noise 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits
Accessori: tutti i kit di fissaggio

✓
✓
✓

✓
✓

✓

Warning: Blowing Function

ø 305 mm
ø 12”



VA34-BP70/LL-66A
VA34-BP70/LL-79S 24v C.C. - D.C.

12”

305 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.55 Kg. approx.ø 305 mm

ø 12”

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

 suction blowing

 0 2410  7,6   1422 2490  8,8   1469 0
 5 2180  7,9   1286 2230  8,9   1316 0,2
 10 1920  8,3   1133 1910  8,9   1127 0,4
 15 1540  8,2   909 1460  8,8   861 0,6
 20 1100  8,4   649 1050  8,9   620 0,8
 25 750  8,9   443 700  9,1   413 1
 30  420    9,5   248 380  9,6   224 1,2
 35 210  10,4   124 120  10,6   71 1,4
 40  0    11,6   0  0    11,0   0 1,6

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



24v C.C. - D.C.

12”

305 mm

VA34-BP70/LL-36A
VA34-BP70/LL-36S

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing

 0 2580  8,2   1522 2440  7,8   1440 0
 5 2340  8,4   1381 2210  8,1   1304 0,2
 10 2020  8,5   1192 1940  8,3   1145 0,4
 15 1580  8,4   932 1590  8,3   938 0,6
 20 1170  8,8   690 1180  8,6   696 0,8
 25 880  9,1   519 810  8,8   478 1
 30 660  9,6   389 510  9,2   301 1,2
 35 370  10,0   218 190  9,8   112 1,4
 40 200  10,3   118  0    10,5   0 1,6
 45  0    11,0   0 1,8

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.35 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

ø 305 mm
ø 12”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓
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VA10-BP70/LL-61A
VA10-BP70/LL-61S 24v C.C. - D.C.

12”

305 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2450  7,3   1446 2360  6,8   1392 0
 5 2160  7,7   1274 2120  7,0   1251 0,2
 10 1850  7,8   1092 1830  7,3   1080 0,4

12,5 1650  7,7   974 1640  7,4   968 0,5
 15 1110  7,1   655 1490  7,4   879 0,6

17,5 990  7,4   584 1130  7,4   667 0,7
 20 820  7,4   484 580  6,8   342 0,8
 25 520  7,4   307 310  7,0   183 1
 30 200  7,6   118  0    7,4   0 1,2
 35  0    7,7   0 1,4

ø 305 mm
ø 12”

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.33 Kg. approx.

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

305 mm 12” 24v C.C. - D.C.

VA10-BP50/C-61A  
VA10-BP50/C-61S 

VA10-BP50/C-25A  
VA10-BP50/C-25S 

VA10-BP10/C-61A  
VA10-BP10/C-61S 

VA10-BP9/C-25A 
VA10-BP9/C-25S
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SUCTION / ASPIRANTE BLOWING

12”

305 mm
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Static pressure: 1 

mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

VA 10

ø 305 mm
ø 12”



24v C.C. - D.C.

Test voltage 26 V. D.C. 

12”

305 mmø 305 mm
ø 12”

VA10-BP50/C-61A
VA10-BP50/C-61S

AMP connector Code 180908
AMP terminal Code 42098-2
Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.5 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓

✓

✓

= Standard feature  ✓
= Avaliable upon request   ✓

* for OEM applications only.

 suction blowing

 0 2280  6,5   1345 2240  6,0   1322 0
2,5 2150  6,8   1269 2130  6,2   1257 0,1

 5 2020  6,9   1192 1940  6,4   1145 0,2
7,5 1840  7,1   1086 1750  6,6   1033 0,3

 10 1630  7,1   962 1610  6,9   950 0,4
12,5 1370  6,8   808 1440  6,9   850 0,5

 15 910  6,6   537 1120  6,8   661 0,6
17,5 710  6,5   419 810  6,6   478 0,7

 20 600  6,6   354 490  6,3   289 0,8
 25  0    6,7   0  0    6,6   0 1

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Test voltage 26 V. D.C. 

24v C.C. - D.C.

12”

305 mmAMP connector Code 180908
AMP terminal Code 42098-2
Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.5 Kg. approx.

 PRODUCT FEATURES 

VA10-BP50/C-25A
VA10-BP50/C-25S

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request   ✓

* for OEM applications only.

 suction blowing

 0 1970  5,4   1162 1800  4,6   1062 0
2,5 1840  5,6   1086 1720  4,7   1015 0,1

 5 1690  5,7   997 1580  4,9   932 0,2
7,5 1550  5,9   915 1470  5,0   867 0,3

 10 1410  5,9   832 1350  5,2   797 0,4
12,5 1230  5,9   726 1210  5,4   714 0,5

 15 1010  5,7   596 970  5,4   572 0,6
17,5 740  5,5   437 780  5,3   460 0,7

 20  680    5,7   401 540  5,2   319 0,8
 25 370  5,9   218  0    5,1   0 1
 30  0    5,9   0 1,2

ø 305 mm
ø 12”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



24v C.C. - D.C.

12”

305 mm

Test voltage 26 V. D.C. 

ø 305 mm
ø 12”

VA10-BP10/C-61A
VA10-BP10/C-61S

AMP connector Code 180908
AMP terminal Code 42098-2
Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.30 Kg. approx.

 PRODUCT FEATURES

Waterproof motor, IP 68 

Low noise

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request   ✓

* for OEM applications only.

 suction blowing 

0  1680    3,4   991 1620  3,5   956 0
2,5 1460  3,4   861 1510  3,6   891 0,1

 5 1240  3,4   732 1130  3,7   667 0,2
7,5 840  3,2   496 1000  3,8   590 0,3

 10 560  3,3   330 430  3,6   254 0,4
12,5 360  3,3   212  0    3,6   0 0,5

 15 80  3,4   47 0,6
 17,5  0    3,4   0 0,7

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



24v C.C. - D.C.

12”

305 mm

Test voltage 26 V. D.C. 

AMP connector Code 180908
AMP terminal Code 42098-2
Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.1 Kg. approx.

 PRODUCT FEATURES 

VA10-BP9/C-25A
VA10-BP9/C-25S

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request   ✓

* for OEM applications only.

 suction blowing 

 0 1560 3,5 920 1410 3,3 832 0
 2,5 1350 3,8 797 1280 3,5 755 0,1
 5 1140 3,8 673 1110 3,5 655 0,2
 7,5 950 3,9 561 880 3,6 519 0,3
 10 710 3,6 419 630 3,6 372 0,4
 12,5 490 3,7 289 400 3,5 236 0,5
 15 270 3,8 159 190 3,4 112 0,6
 17,5 0 3,8 0 0 3,4 0 0,7

ø 305 mm
ø 12”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type 

SUCTION BLOWING / SOFFIANTE

280 mm 11” 24v C.C. - D.C.

VA03-BP90/LL-68A 
VA03-BP90/LL-88S 

VA03-BP70/LL-37A  
VA03-BP70/LL-37S 

VA03-BP70/LL-68A  
VA03-BP70/LL-88S 

VA59-BP70/LL-37A 
VA59-BP70/LL-37S 

VA04-BP70/LL-37A  
VA04-BP70/LL-37S 
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SUCTION / ASPIRANTE BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 280 mm
ø 11”

VA 04 VA 59VA 59



VA03-BP90/LL-68A
VA03-BP90/LL-88S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 3.12 Kg. approx.

24v C.C. - D.C.

11”

280 mm

 suction blowing

 0 2600  9,3   1534 2740  11,2   1617 0
 5 2430  10,2   1434 2540  11,6   1499 0,2
 10 2280  10,8   1345 2370  11,6   1398 0,4
 15 2080  11,3   1227 2120  12,0   1251 0,6
 20 1870  11,8   1103 1870  12,3   1103 0,8
 25 1650  11,9   974 1440  12,4   850 1
 30 1310  11,8   773 1080  12,4   637 1,2
 35  880    12,0   519 760  12,4   448 1,4
 40 670  12,5   395 530  12,9   313 1,6
 45 470  12,8   277  350    13,1   207 1,8
 50 280  13,7   165  0    13,9   0 2
 55 150  14,8   89 2,2
 60  0    16,0   0 2,4

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 PRODUCT FEATURES

Waterproof motor, IP 68 

Low noise 

Long life 

Waterproof connector 

VLL version*

✓
✓

✓
✓

✓

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA03-BP70/LL-37A 
VA03-BP70/LL-37S24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing

 0 2480  7,0   1463 2310  6,2   1363 0
 5 2260  7,5   1333 2080  6,5   1227 0,2
 10 1970  7,7   1162 1840  6,9   1086 0,4
 15 1510  7,7   891 1550  7,2   915 0,6
 20 1000  7,9   590 1180  7,4   696 0,8
 25 780  8,3   460 850  7,6   502 1
 30 600  8,5   354 570  7,7   336 1,2
 35 410  8,7   242 320  8,0   189 1,4
 40 270  9,0   159  200    8,2   118 1,6
 45  0    9,9   0  0    8,9   0 1,8

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.37 Kg. approx. ø 280 mm

ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA03-BP70/LL-68A
VA03-BP70/LL-88S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.38 Kg. approx.

24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 suction blowing 

 0 2240  6,3   1322 2450  7,4   1446 0
 5 2050  6,8   1210 2250  7,8   1328 0,2
 10 1830  7,4   1080 2060  8,0   1215 0,4
 15 1600  7,7   944 1760  8,3   1038 0,6
 20 1320  7,9   779 1410  8,5   832 0,8
 25 870  8,1   513 960  8,4   566 1
 30 640  8,5   378 660  8,8   389 1,2
 35 410  8,9   242 390  9,3   230 1,4
 40 220  9,7   130 160  10,0   94 1,6
 45  0    11,0   0  0    10,7   0 1,8

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

VLL version*

Waterproof connector 

✓
✓
✓

✓
✓

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA59-BP70/LL-37A
VA59-BP70/LL-37S24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.41 Kg. approx.

 suction blowing 

 0 2160  7,4   1274 2110  6,9   1245 0
 5 1950  7,6   1151 1910  7,1   1127 0,2
 10 1650  7,7   974 1670  7,3   985 0,4
 15 1290  7,5   761 1360  7,3   802 0,6
 20 1000  8,0   590 1030  7,6   608 0,8
 25 800  8,4   472 780  7,8   460 1
 30 620  8,7   366 560  8,0   330 1,2
 35 440  9,0   260 360  8,3   212 1,4
 40 210  9,4   124 130  9,0   77 1,6
 45  0    10,3   0  0    9,4   0 1,8

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

✓
✓

✓
✓

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA04-BP70/LL-37A
VA04-BP70/LL-37S 24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 2540  7,0   1499 2390  6,3   1410 0
 5 2310  7,5   1363 2180  6,7   1286 0,2
 10 2050  8,0   1210 1970  7,3   1162 0,4
 15 1750  8,2   1033 1690  7,7   997 0,6
 20 1240  8,0   732 1340  7,9   791 0,8
 25 910  8,3   537 980  8,1   578 1
 30 730  8,6   431 660  8,1   389 1,2
 35 520  8,7   307 400  8,3   236 1,4
 40  240    9,3   142 140  8,9   83 1,6
 45  0    10,2   0  0    9,4   0 1,8

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.46 Kg. approx.ø 280 mm

ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

280 mm 11” 24v C.C. - D.C.

VA26-BP50/C-44A 
VA26-BP50/C-60S 

VA09-BP50/C-27A  
VA09-BP50/C-27S 

VA09-BP12/C-54A  
VA09-BP12/C-54S 

VA09-BP12/C-27A 
VA09-BP12/C-27S 

VA09-BP8/C-54A 
VA09-BP8/C-54S

VA09-BP8/C-27A 
VA09-BP8/C-27S
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SUCTION / ASPIRANTE BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

VA 09 VA 26

ø 280 mm
ø 11”



 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

Connecting bracket 
(see Accessories section) 

✓
✓
✓

✓
✓

✓

✓

 suction blowing 

 0 2260  5,5   1333 2050  5,7   1210 0
2,5 2120  5,9   1251 1940  5,9   1145 0,1

 5 1990  6,1   1174 1800  6,0   1062 0,2
7,5 1850  6,3   1092 1640  6,2   968 0,3

 10 1590  6,5   938 1480  6,5   873 0,4
12,5 1330  6,3   785 1340  6,6   791 0,5

 15 1080  6,2   637 1100  6,5   649 0,6
17,5 790  6,3   466 860  6,6   507 0,7

 20 680  6,2   401 590  6,5   348 0,8
 25 450  6,6   266 300  6,8   177 1
 30 270  6,9   159 160  7,3   94 1,2
 35  0    7,7   0  0    7,4   0 1,4

VA26-BP50/C-44A    
VA26-BP50/C-60S    

Suggested mounting torque: 15(±1) Nm with screw M8
Weight 1.6 Kg. approx.

24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓ = Avaliable upon request  ✓* for OEM applications only.

Test voltage 26 V. D.C.

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing 

 0 1690  4,4   997  1.570    4,1   926 0
2,5 1570  4,6   926 1480  4,3   873 0,1

 5 1450  4,6   856 1360  4,4   802 0,2
7,5 1320  4,7   779 1300  4,5   767 0,3

 10 1190  4,7   702 1160  4,5   684 0,4
12,5 1040  4,6   614 1060  4,6   625 0,5

 15 890  4,5   525 920  4,7   543 0,6
17,5 680  4,5   401 730  4,7   431 0,7

 20 580  4,7   342 530  4,6   313 0,8
 25 300  4,8   177  0    4,6   0 1
 30 180  4,9   106 1,2
 35  0    4,9   0 1,4 = Standard feature  ✓

= Avaliable upon request  ✓
* for OEM applications only.

Test voltage 26 V. D.C. 

VA09-BP50/C-27A
VA09-BP50/C-27S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.5 Kg. approx.

24v C.C. - D.C.

11”

280 mmø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA09-BP12/C-54A
VA09-BP12/C-54S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.10 Kg. approx.

24v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1520  4,5   897 1600  4,3   944 0
2,5 1420  4,5   838 1440  4,5   850 0,1

 5 1190  4,7   702 1270  4,7   749 0,2
7,5 980  4,4   578 1050  4,8   620 0,3

 10 650  4,5   384 800  4,7   472 0,4
12,5 500  4,5   295 510  4,5   301 0,5

 15 360  4,5   212 270  4,4   159 0,6
17,5 260  4,5   153 190  4,4   112 0,7

 20 160  4,6   94  0    4,4   0 0,8
 25  0    4,5   0 1

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA09-BP12/C-27A
VA09-BP12/C-27S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.1 Kg. approx.

24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing 

 0 1450  4,6   856 1460  4,5   861 0
2,5 1370  4,6   808 1330  4,6   785 0,1

 5 1240  4,7   732 1250  4,5   738 0,2
7,5 1090  4,7   643 1120  4,6   661 0,3

 10 890  4,6   525 1010  4,7   596 0,4
12,5 650  4,4   384 750  4,8   443 0,5

 15 530  4,6   313  500    4,7   295 0,6
17,5 340  4,6   201 320  4,6   189 0,7

 20 260  4,7   153 120  4,6   71 0,8
22,5 160  4,6   94  0    4,6   0 0,9

 25  0    4,6   0 1

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA09-BP8/C-54A 
VA09-BP8/C-54S 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.1 Kg. approx.

24v C.C. - D.C.

11”

280 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 suction blowing 

 0 1450  3,8   856 1490  3,6   879 0
2,5 1310  3,9   773 1350  3,7   797 0,1

 5 1100  3,8   649 1140  3,9   673 0,2
7,5 840  3,6   496 910  3,8   537 0,3

 10 510  3,8   301 760  3,9   448 0,4
12,5 400  3,8   236 290  3,6   171 0,5

 15 210  3,8   124 170  3,6   100 0,6
 17,5  0    3,7   0  0    3,6   0 0,7

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA09-BP8/C-27A
VA09-BP8/C-27S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.1 Kg. approx.

24v C.C. - D.C.

11”

280 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

 suction blowing

 0 1380  3,7   814 1370  3,6   808 0
2,5 1230  3,9   726 1250  3,8   738 0,1

 5 1090  3,9   643 1100  3,8   649 0,2
7,5 970  3,9   572 990  3,9   584 0,3

 10 750  3,8   443 760  3,9   448 0,4
12,5 520  3,6   307 630  3,9   372 0,5

 15 390  3,8   230 260  3,7   153 0,6
17,5 250  3,8   148  0    3,8   0 0,7

 20 140  3,9   83 0,8
 25  0    3,9   0 1

ø 280 mm
ø 11”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

255 mm 10” 24v C.C. - D.C.

VA15-BP70/LL-39A 
VA15-BP70/LL-39S 

VA15-BP70/LL-51A  
VA15-BP70/LL-51S 

VA53-BP70/LL-39A  
VA53-BP70/LL-39S 

VA53-BP70/LL-51A  
VA53-BP70/LL-51S 

VA17-BP70/LL-39A  
VA17-BP70/LL-39S 

VA17-BP70/LL-51A  
VA17-BP70/LL-51S 
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SUCTION / ASPIRANTE BLOWING 
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ø 255 mm
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VA 53VA 17



VA15-BP70/LL-39A 
VA15-BP70/LL-39S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.25 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version* 

Waterproof connector 

✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1990  5,7   1174 1860  5,3   1097 0
 5 1820  6,0   1074 1690  5,7   997 0,2
 10 1610  6,4   950 1520  5,9   897 0,4
 15 1290  6,4   761 1310  6,2   773 0,6
 20 820  6,4   484 1040  6,5   614 0,8
 25 670  6,8   395 760  6,8   448 1
 30 510  7,1   301 500  6,9   295 1,2
 35 370  7,3   218 290  7,2   171 1,4
 40 290  7,3   171 190  7,4   112 1,6
 45  0    8,1   0  0    8,0   0 1,8

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA15-BP70/LL-51A 
VA15-BP70/LL-51S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.24 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life 

VLL version* 

Waterproof connector 

✓
✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1910  5,6   1127 1790  5,2   1056 0
 5 1720  5,8   1015 1620  5,5   956 0,2
 10 1450  6,0   856 1440  5,8   850 0,4
 15 1100  6,0   649 1200  6,1   708 0,6
 20 710  6,0   419 920  6,3   543 0,8
 25 530  6,3   313 600  6,3   354 1
 30  390    6,4   230 300  6,4   177 1,2
 35 320  6,6   189 220  6,4   130 1,4
 40  170    7,1   100  0    6,7   0 1,6
 45  0    7,9   0 1,8

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA53-BP70/LL-39A 
VA53-BP70/LL-39S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.18 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1840  6,0   1086 1690  5,5   997 0
 5 1660  6,1   979 1540  5,8   909 0,2
 10 1440  6,2   850 1350  6,0   797 0,4
 15 1150  6,2   679 1070  6,0   631 0,6
 20  810    6,4   478 820  6,3   484 0,8
 25 660  6,7   389 600  6,5   354 1
 30 510  7,0   301 440  6,8   260 1,2
 35 360  7,2   212  250    7,2   148 1,4
 40  200    7,5   118  0    7,9   0 1,6
 45  0    8,1   0 1,8

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA53-BP70/LL-51A 
VA53-BP70/LL-51S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.31 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

VLL version*

Waterproof connector 

✓
✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 suction blowing 

 0 1720  5,6   1015 1630  5,4   962 0
 5 1530  5,8   903 1460  5,7   861 0,2
 10 1300  5,9   767 1230  5,7   726 0,4
 15 960  5,9   566 980  5,8   578 0,6
 20 680  6,0   401  770    6,1   454 0,8
 25 520  6,2   307  520    6,2   307 1
 30 380  6,4   224 310  6,3   183 1,2
 40 230  6,8   136  0    7,2   0 1,6
 45  0    7,8   0 1,8

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA17-BP70/LL-39A 
VA17-BP70/LL-39S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.18 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

✓
✓

✓
✓

 suction blowing 

 0 2000  5,7   1180 1890  5,2   1115 0
 5 1850  6,0   1092 1740  5,6   1027 0,2
 10 1670  6,4   985 1550  5,9   915 0,4
 15 1410  6,5   832 1330  6,3   785 0,6
 20 960  6,4   566 1010  6,5   596 0,8
 25 750  6,7   443 730  6,7   431 1
 30 560  6,8   330 470  7,0   277 1,2
 35  430    7,0   254 260  7,1   153 1,4
 40 220  7,4   130  0    7,9   0 1,6
 45  0    8,1   0 1,8

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA17-BP70/LL-51A 
VA17-BP70/LL-51S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 2.37 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

VLL version*

Waterproof connector 

✓
✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1940  5,6   1145 1820  5,0   1074 0
 5 1780  5,9   1050 1630  5,4   962 0,2
 10 1580  6,2   932 1420  5,8   838 0,4
 15 1150  5,9   679 1160  5,9   684 0,6
 20 820  6,1   484 860  6,1   507 0,8
 25 580  6,1   342 530  6,2   313 1
 30 420  6,3   248 200  6,3   118 1,2
 35 260  6,6   153  0    7,0   0 1,4
 40 190  6,8   112 1,6
 45  0    7,8   0 1,8

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type - Tipo

SUCTION BLOWING / SOFFIANTE

255 mm 10” 24v C.C. - D.C.

VA11-BP12/C-57A 
VA11-BP12/C-57S 

VA11-BP7/C-29A
VA11-BP7/C-29S

VA11-BP12/C-29A  
VA11-BP12/C-29S 
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SUCTION / ASPIRANTE BLOWING 
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VA 11

ø 255 mm
ø 10”



VA11-BP12/C-57A 
VA11-BP12/C-57S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.00 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing 

 0 1300  3,9   767 1400  3,7   826 0
2,5 1220  3,9   720 1260  3,9   743 0,1

 5 1070  4,0   631 1160  4,0   684 0,2
7,5  940    4,0   555 980  4,1   578 0,3

 10 800  3,8   472  780    4,2   460 0,4
12,5 420  3,8   248 560  4,0   330 0,5

 15 320  3,8   189 410  3,9   242 0,6
17,5 250  3,7   148 230  3,7   136 0,7

 20  0    3,8   0  0    3,6   0 0,8

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA11-BP7/C-29A 
VA11-BP7/C-29S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.00 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 suction blowing

 0 1340  5,0   791 1320  4,5   779 0
2,5 1230  5,2   726 1240  4,8   732 0,1

 5 1130  5,3   667 1140  4,9   673 0,2
7,5 1030  5,3   608 1030  4,8   608 0,3

 10 920  5,2   543 920  4,9   543 0,4
12,5 790  5,1   466 780  4,9   460 0,5

 15 580  5,0   342 550  4,9   325 0,6
 20 370  5,2   218 260  4,7   153 0,8
 25 150  5,3   89  0    4,8   0 1
 30  0    5,3   0 1,2

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA11-BP12/C-29A
VA11-BP12/C-29S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.00 Kg. approx.

24v C.C. - D.C.

10”

255 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction blowing

 0 1260  4,0   743 1230  3,9   726 0
2,5 1150  4,1   679 1150  3,9   679 0,1

 5 1010  4,1   596 1040  3,9   614 0,2
7,5 920  4,1   543 980  4,0   578 0,3

 10 790  4,1   466 860  4,1   507 0,4
12,5 550  4,0   325 690  4,1   407 0,5

 15 460  4,0   271 480  4,2   283 0,6
17,5 370  4,2   218 350  4,1   207 0,7

 20 270  4,1   159 160  4,0   94 0,8
 22,5  0    4,2   0  0    4,1   0 0,9

ø 255 mm
ø 10”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

225 mm 9” 24v C.C. - D.C.

VA02-BP70/LL-40A  
VA02-BP70/LL-40S 

VA02-BP70/LL-52A  
VA02-BP70/LL-52S 

VA07-BP12/C-58A  
VA07-BP12/C-58S 

VA07-BP7/C-31A 
VA07-BP7/C-31S
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SUCTION / ASPIRANTE BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 225 mm
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VA 02 VA 02



VA02-BP70/LL-40A
VA02-BP70/LL-40S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.35 Kg. approx.

24v C.C. - D.C.

9”

225 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

VLL version*

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Test voltage 26 V. D.C. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 1390  4,4   820 1260  4,5   743 0
 5 1260  4,6   743 1150  4,7   679 0,2
 10 1090  4,8   643 1020  4,9   602 0,4
 15 870  4,9   513 840  5,1   496 0,6
 20 550  5,0   325 600  5,1   354 0,8
 25  430    5,2   254 420  5,3   248 1
 30 330  5,4   195 290  5,5   171 1,2
 35 210  5,5   124 160  5,6   94 1,4
 40 140  5,6   83  0    6,0   0 1,6
 45  0    6,0   0 1,8

ø 225 mm
ø 9”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA02-BP70/LL-52A
VA02-BP70/LL-52S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 2.18 Kg. approx.

24v C.C. - D.C.

9”

225 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise

Long life 

VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Test voltage 26 V. D.C. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 1330  4,5   785 1240  4,4   732 0
 5 1150  4,6   679 1120  4,6   661 0,2
 10 950  4,6   561 970  4,7   572 0,4
 15 620  4,6   366 770  4,8   454 0,6
 20 490  4,8   289 570  5,0   336 0,8
 25 360  5,1   212 340  5,1   201 1
 30 270  5,2   159 150  5,2   89 1,2
 35 160  5,4   94  0    5,6   0 1,4
 40  0    6,0   0 1,6

ø 225 mm
ø 9”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA07-BP12/C-58A
VA07-BP12/C-58S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.00 Kg. approx.

24v C.C. - D.C.

9”

225 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

Test voltage 26 V. D.C.

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 1170  4,0   690 1180  3,9   696 0
2,5 1080  4,0   637 1080  4,1   637 0,1

 5 1020  4,1   602 990  4,0   584 0,2
7,5  860    4,1   507 830  4,0   490 0,3

 10 580  3,8   342 700  4,1   413 0,4
12,5 470  3,9   277 590  4,1   348 0,5

 15 360  3,9   212 370  4,0   218 0,6
17,5 300  3,9   177 190  3,9   112 0,7

 20 220  4,1   130 120  4,1   71 0,8
 25 0  4,3   0  0    4,2   0 1

ø 225 mm
ø 9”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA07-BP7/C-31A
VA07-BP7/C-31S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 1.00 Kg. approx.

24v C.C. - D.C.

9”

225 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the ixing kits 

✓
✓

✓
✓

✓

Test voltage 26 V. D.C. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 1070  3,7   631 1180  4,1   696 0
2,5 980  4,1   578 1100  4,3   649 0,1

 5 930  4,0   549 1030  4,4   608 0,2
7,5 860  4,1   507 920  4,5   543 0,3

 10 790  4,2   466 860  4,6   507 0,4
12,5  660    4,1   389 710  4,5   419 0,5

 15 490  4,1   289 590  4,5   348 0,6
17,5 360  4,1   212 500  4,5   295 0,7

 20 270  4,1   159 420  4,7   248 0,8
 25 90  4,2   53 180  4,5   106 1
 30  0    4,2   0  0    4,6   0 1,2

ø 225 mm
ø 9”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

190 mm 7,5” 24v C.C. - D.C.

VA81-BP7/C-34A 
VA81-BP7/C-34S 

VA14-BP7/C-34A 
VA14-BP7/C-34S

VA24-BP7/C-34A 
VA24-BP7/C-34S
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SUCTION / ASPIRANTE BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 190 mm
ø 7.5”

VA 81VA 24



VA81-BP7/C-34A 
VA81-BP7/C-34S

Suggested mounting torque: 3(+1/-0) Nm with screw M8
Weight 1,04 Kg. approx.

24v C.C. - D.C.

7,5”

190 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C.

 suction blowing 

 0 690  2,9   407 680  2,7   401 0
2,5 650  2,9   384 640  2,7   378 0,1

 5 600  3,0   354 600  2,8   354 0,2
7,5 550  3,0   325 550  2,8   325 0,3

 10 500  3,0   295 480  2,7   283 0,4
12,5  460    3,0   271  410    2,7   242 0,5

 15 420  3,0   248 350  2,7   207 0,6
17,5 370  3,1   218 320  2,8   189 0,7

 20 290  3,1   171 270  2,9   159 0,8
22,5 210  3,1   124 180  2,9   106 0,9

 25 150  3,1   89 100  2,9   59 1
 30 50  3,3   30  0    3,1   0 1,2
 35  0    3,4   0 1,4

 PRODUCT FEATURES 

Waterproof motor, IP 68 

LL and VLL version* 

Waterproof connector 

✓

✓
✓

ø 190 mm
ø 7.5”

(*) 430 10

2.5

76.5

95.6±1
242
= =

16
0

= 
=

23
3

= 
=

223
= =

N 4 HOLES 9

BLACK WIRE

BLUE WIRE

ETICHETTA TIPO
LABEL TYPE

 FAN ROTATION

-

+

AIR FLOW

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA14-BP7/C-34A
VA14-BP7/C-34S24v C.C. - D.C.

7,5”

190 mm

Test voltage 26 V. D.C. 

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0,90 Kg. approx.

 suction blowing

 0 650  2,4   384  640    2,5   378 0
2,5 610  2,5   360 590  2,5   348 0,1

 5 570  2,5   336 540  2,5   319 0,2
7,5 520  2,6   307 490  2,5   289 0,3

 10 460  2,6   271  430    2,5   254 0,4
12,5  390    2,6   230 370  2,6   218 0,5

 15 320  2,6   189 320  2,7   189 0,6
17,5 280  2,7   165 280  2,9   165 0,7

 20 220  2,8   130  220    2,8   130 0,8
 25 160  2,8   94 150  2,8   89 1
 30  0    3,0   0  0    3,0   0 1,2

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

ø 190 mm
ø 7.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



7,5”

190 mm

24v C.C. - D.C.
VA24-BP7/C-34A
VA24-BP7/C-34S

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

ø 190 mm
ø 7.5”

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.90 Kg. approx.

 suction blowing 

 0 650  2,4   384  640    2,5   378 0
2,5 610  2,5   360 590  2,5   348 0,1

 5 570  2,5   336 540  2,5   319 0,2
7,5 520  2,6   307 490  2,5   289 0,3

 10 460  2,6   271  430    2,5   254 0,4
12,5  390    2,6   230 370  2,6   218 0,5

 15 320  2,6   189 320  2,7   189 0,6
17,5 280  2,7   165 280  2,9   165 0,7

 20 220  2,8   130  220    2,8   130 0,8
 25 160  2,8   94 150  2,8   89 1
 30  0    3,0   0  0    3,0   0 1,2

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓

✓
✓

✓

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



SUCTION 

182 mm 7,3” 24v C.C. - D.C.

Type 

VA75-B100-90A  
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182 mmø 182 mm
ø 7.3”

VA 75



SUCTION / ASPIRANTE

Airflow/Portata m3/h

VA75-B100-90A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.45 Kg. approx.

24v C.C. - D.C.

7,3”

182 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Low noise 

Waterproof connector 

Accessories: all the ixing kits 

✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 598 1,2 353 0
 2 554 1,2 327 0,1
 5 504 1,3 297 0,2
 7 452 1,4 267 0,3
 10 392 1,5 231 0,4
 12 304 1,5 179 0,5
 15 228 1,6 135 0,6
 18 153 1,7 90 0,7
 20 90 1,8 53 0,8
 25 0 1,9 0 1,0

Airflow

m3/h

Airflow

CFM

Current 
input

A

Test voltage 26 V. D.C. 

ø 182 mm
ø 7.3”



SUCTION BLOWING / SOFFIANTE

167 mm 6,5” 24v C.C. - D.C.

Type 
VA22-BP7/C-64A 
VA22-BP7/C-64S

VA22-BP11/C-50A  
VA22-BP11/C-50S 

VA68-B101-83A  

VA67-B100-83A  
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SUCTION / ASPIRANTE BLOWING
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 167 mm
ø 6.5”

VA 67 VA 68



VA22-BP7/C-64A
VA22-BP7/C-64S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.87 Kg. approx.

24v C.C. - D.C.

6,5”

167 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life 

Low noise 

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.
* per applicazioni OEM

 suction blowing

 0 510  2,3   301 490  1,6   289 0
2,5 470  2,3   277 450  1,7   266 0,1

 5 430  2,3   254 400  1,8   236 0,2
7,5 380  2,3   224 350  1,8   207 0,3

 10 320  2,2   189  300    1,9   177 0,4
12,5 270  2,2   159 210  1,9   124 0,5

 15 240  2,3   142 120  1,9   71 0,6
 20 160  2,4   94  0    2,0   0 0,8
 25  0    2,5   0 0,8

Test voltage 26 V. D.C. 

ø 167 mm
ø 6.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA22-BP11/C-50A
VA22-BP11/C-50S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.80 Kg. approx.

24v C.C. - D.C.

6,5”

167 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Long life

LL and VLL version* 

Waterproof connector 

Accessories: all the fixing kits 

✓
✓
✓

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

 suction blowing 

 0 510  2,3   301 520  2,5   307 0
2,5 480  2,3   283  490    2,5   289 0,1

 5 450  2,3   266 450  2,5   266 0,2
7,5  420    2,4   248 410  2,5   242 0,3

 10 380  2,4   224 360  2,4   212 0,4
12,5  340    2,4   201 290  2,4   171 0,5

 15 290  2,4   171 220  2,4   130 0,6
17,5 240  2,4   142 180  2,5   106 0,7

 20 200  2,5   118 160  2,5   94 0,8
 25  0    2,6   0  0    2,8   0 1

Test voltage 26 V. D.C.

ø 167 mm
ø 6.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA68-B101-83A 24v C.C. - D.C.

6,5”

167 mm

= Standard feature  ✓
= Avaliable upon request  ✓

* for OEM applications only.

Test voltage 26 V. D.C. 

 suction 

Static
pressure

inH2O

Static
pressure

mm H2O

 0 540  2,0   319 0
 5 470  2,2   277 0,2
 10 420  2,2   248 0,4
 15 360  2,3   212 0,6
 20 290  2,4   171 0,8
 25 200  2,7   118 1
 30 110  2,9   65 1,2
 35  0    3,0   0 1,4

Airflow

m3/h

Airflow

CFM

Current 
input

A

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

Accessories: all the ixing kits 

✓

✓
✓

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.50 Kg. approx.ø 167 mm

ø 6.5”



VA67-B100-83A24v C.C. - D.C.

6,5”

167 mm

Test voltage 26 V. D.C. 

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.50 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

Accessories: all the ixing kits 

✓
✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction

Static
pressure

inH2O

Static
pressure

mm H2O

 0 430  1,1   254 0,0
2,5 400  1,1   236 0,1

 5 360  1,1   212 0,2
7,5 330  1,2   195 0,3

 10  300    1,2   177 4,0
12,5 240  1,3   142 0,5

 15 190  1,4   112 0,6
 20 140  1,5   83 0,8
 25  0    1,6   0 1,0

Airflow

m3/h

Airflow

CFM

Current 
input

A

ø 167 mm
ø 6.5”



SUCTION 

155 mm 6” 24v C.C. - D.C.

Type

VA40-B100-76A  

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,5

20,0

0 50 100 150 200 250 300 350 400 450 500 550 600

VA40-B100-76A

S
ta

tic
 p

re
ss

ur
e 

m
m

 H
2O

Airflow m3/h

Static pressure: 1 mm H2O = 0,04 inches H2O Airflow: 1 m3/h = 0,59 cfm

6”

155 mmø 155 mm
ø 6”

VA 40



SUCTION / ASPIRANTE

6”

155 mm

Airflow/Portata m3/h

VA40-B100-76A

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.50 Kg. approx.

24v C.C. - D.C.

A

A

(*
) 2

90

70

70 4

7.6

27.6

18.7

10.2

Ø
17

0

18

6

18= =

30

= =

= =

= =

= =

±1
0

O
PI

T  
A

T
T

E
H

CI
T

E

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

Accessories: all the ixing kits 

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 26 V. D.C.

 suction

Static
pressure

inH2O

Static
pressure

statica
mm H2O

 0 570  2,3   336 0
2,5 520  2,3   307 0,1

 5 500  2,3   295 0,2
7,5 440  2,3   260 0,3

 10 330  2,4   195 0,4
12,5 200  2,5   118 0,5

 15 140  2,5   83 0,6
 17,5 90  2,6   53 0,7
 20  0    2,7   0 0,8

Airflow

m3/h

Airflow

CFM

Current 
input

A

ø 155 mm
ø 6”



SUCTION   - BLOWING 

140 mm 5,5” 24v C.C. - D.C.

Type 
VA39-B100-45A 
VA39-B100-45S  
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VA 39



SUCTION / ASPIRANTE  - BLOWING / SOFFIANTE

Airflow/Portata m3/h

ø 140 mm
ø 5.5”

VA39-B100-45A
VA39-B100-45S24v C.C. - D.C.

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.38 Kg. approx.

 suction blowing 

 0 500  1,7   295 490  1,5   289 0
2,5 460  1,7   271 420  1,4   248 0,1

 5 410  1,8   242 370  1,4   218 0,2
7,5 380  1,9   224 310  1,4   183 0,3

 10 320  1,9   189 250  1,5   148 0,4
12,5 240  1,9   142 200  1,6   118 0,5

 15 170  2,0   100 170  1,7   100 0,6
17,5 130  2,1   77 110  1,8   65 0,7

 20 80  2,1   47  0    2,0   0 0,8
 25  0    2,2   0 1

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

130 mm 5,2” 24v C.C. - D.C.

VA31-B101-46A 
VA31-B101-46S  

VA31-B100-46A  
VA31-B100-46S  

VA37-B101-46A  
VA37-B101-46S  

VA37-B100-46A  
VA37-B100-46S  
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SUCTION / ASPIRANTE BLOWING 
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Static pressure: 1 mm H2O = 0,04 inches H2O Airfl ow: 1 m3/h = 0,59 cfm

ø 130 mm
ø 5.2”

VA 37



VA31-B101-46A
VA31-B101-46S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.41 Kg. approx.

24v C.C. - D.C.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

CATALOGO Ø130 VA31-A101-46A

23/05/2008 Pagina 1

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0 560  2,5   330 550  2,3   325 0
2,5 530  2,6   313  520    2,4   307 0,1

 5 500  2,7   295 490  2,5   289 0,2
7,5 470  2,8   277 410  2,3   242 0,3

 10 440  2,8   260 360  2,4   212 0,4
12,5 390  2,8   230 300  2,4   177 0,5

 15 340  2,9   201 240  2,5   142 0,6
17,5 270  3,0   159 210  2,5   124 0,7

 20 220  3,0   130 190  2,7   112 0,8
 25 130  3,1   77 110  2,9   65 1
 30 50  3,3   30 30  3,1   18 1,2
 35  0    3,3   0  0    3,1   0 1,4

Test voltage 26 V. D.C. 

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA31-B100-46A
VA31-B100-46S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.41 Kg. approx.

24v C.C. - D.C.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

CATALOGO Ø130 VA31-A101-46A

23/05/2008 Pagina 1

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0 460  1,6   271 460  1,6   271 0
2,5 430  1,6   254 430  1,6   254 0,1

 5 420  1,6   248 400  1,6   236 0,2
7,5 360  1,6   212 300  1,6   177 0,3

 10 320  1,8   189 220  1,6   130 0,4
12,5 250  1,7   148 170  1,7   100 0,5

 15 160  1,7   94 130  1,8   77 0,6
17,5 130  1,8   77 100  1,9   59 0,7

 20  80    2,0   47 70  2,0   41 0,8
 22,5 50  2,0   30  0    2,1   0 0,9
 25  0    2,0   0 1

Test voltage 26 V. D.C. 

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA37-B101-46A
VA37-B101-46S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.42 Kg. approx.

24v C.C. - D.C.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 26 V. D.C. 

 suction blowing 

 0 500  2,8   295 470  2,5   277 0
2,5 480  2,9   283 420  2,6   248 0,1

 5 450  2,8   266 410  2,5   242 0,2
7,5 420  2,8   248 380  2,5   224 0,3

 10 400  2,7   236 330  2,6   195 0,4
12,5 370  2,8   218 280  2,6   165 0,5

 15 300  2,9   177 230  2,8   136 0,6
17,5 260  3,0   153 190  2,9   112 0,7

 20 190  3,0   112 170  2,9   100 0,8
 25 130  3,1   77 100  3,2   59 1
 30 70  3,2   41  0    3,3   0 1,2
 35  0    3,4   0 1,4

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA37-B100-46A
VA37-B100-46S

Suggested mounting torque: 3(+1/-0) Nm with screw M5
Weight 0.42 Kg. approx.

24v C.C. - D.C.

5,2”

130 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

Test voltage 26 V. D.C.

 suction blowing 

 0 400  1,7   236 380  1,5   224 0
2,5 380  1,6   224 350  1,5   207 0,1

 5 340  1,6   201 320  1,5   189 0,2
7,5 320  1,7   189 260  1,6   153 0,3

 10 260  1,8   153 200  1,6   118 0,4
12,5 190  1,7   112 160  1,8   94 0,5

 15 140  1,8   83 120  1,8   71 0,6
 17,5 80  1,9   47 100  1,9   59 0,7
 20 60  2,0   35 70  1,9   41 0,8
 22,5 20  2,0   12 20  2,1   12 0,9
 25  0    2,0   0  0    2,1   0 1

ø 130 mm
ø 5.2”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

115 mm 4,5” 24v C.C. - D.C.

VA69A-B101-87A  
VA69A-B101-87S  

VA69A-B100-87A  
VA69A-B100-87S  
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SUCTION / ASPIRANTE BLOWING 
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VA69A-B101-87A
VA69A-B101-87S 24v C.C. - D.C.

4,5”

115 mm
Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0.41 Kg. approx.

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0  390    2,3   230 350  2,2   207 0
2,5 370  2,4   218 330  2,1   195 0,1

 5 350  2,3   207 310  2,1   183 0,2
7,5 330  2,3   195 280  2,1   165 0,3

 10 310  2,3   183 250  2,2   148 0,4
12,5 270  2,4   159 210  2,2   124 0,5

 15 230  2,3   136 180  2,3   106 0,6
17,5 210  2,3   124 160  2,4   94 0,7

 20 180  2,4   106 140  2,5   83 0,8
 25 110  2,5   65 90  2,6   53 1
 30 40  2,7   24 40  2,9   24 1,2
 35  0    2,7   0  0    2,9   0 1,4

Test voltage 26 V. D.C. 

ø 115 mm
ø 4.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA69A-B100-87A
VA69A-B100-87S24v C.C. - D.C.

4,5”

115 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0.41 Kg. approx.

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing

 0 320  1,3   189 280  1,3   165 0
2,5  310    1,4   183 250  1,3   148 0,1

 5 280  1,4   165 220  1,3   130 0,2
7,5  260    1,4   153 180  1,3   106 0,3

 10 200  1,4   118 150  1,4   89 0,4
12,5 170  1,4   100 120  1,4   71 0,5

 15 130  1,5   77 90  1,5   53 0,6
 17,5 90  1,5   53 80  1,6   47 0,7
 20 60  1,6   35 60  1,7   35 0,8
 25  0    1,6   0  0    1,7   0 1

Test voltage 26 V. D.C. 

ø 115 mm
ø 4.5”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



Type

SUCTION BLOWING / SOFFIANTE

96 mm 4” 24v C.C. - D.C.
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VA32-B101-62S  
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SUCTION / ASPIRANTE BLOWING 
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VA32-B101-62A
VA32-B101-62S

Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0.38 Kg. approx.

24v C.C. - D.C.

4”

96 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing

 0 260  1,7   153 220  1,5   130 0
2,5 240  1,7   142 200  1,5   118 0,1

 5 230  1,7   136 160  1,4   94 0,2
7,5 220  1,7   130  140    1,4   83 0,3

 10 200  1,7   118 80  1,5   47 0,4
12,5 180  1,7   106 70  1,6   41 0,5

 15 160  1,6   94 60  1,6   35 0,6
17,5 130  1,6   77 40  1,7   24 0,7

 20 90  1,7   53 30  1,7   18 0,8
 25 70  1,8   41  0    1,8   0 1
 30  0    1,8   0 1,2

Test voltage 26 V. D.C. 

ø 96 mm
ø 4”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



VA32-B100-62A
VA32-B100-62S

Suggested mounting torque: 3(+1/-0) Nm with screw M4
Weight 0.38 Kg. approx.

24v C.C. - D.C.

4”

96 mm

 PRODUCT FEATURES 

Waterproof motor, IP 68 

Waterproof connector 

✓
✓

= Standard feature  ✓
= Avaliable upon request  ✓

 suction blowing 

 0 190  1,0   112 160  1,0   94 0
2,5 180  1,0   106 130  1,0   77 0,1

 5 160  1,1   94 100  1,0   59 0,2
7,5  140    1,0   83 70  1,0   41 0,3

 10 110  1,0   65 60  1,1   35 0,4
 12,5 70  1,1   41 50  1,1   30 0,5
 15 50  1,1   30  0    1,1   0 0,6
 17,5 20  1,1   12 0,7
 20  0    1,1   0 0,8

Test voltage 26 V. D.C. 

ø 96 mm
ø 4”

Static
pressure

Static
pressure

Airflow AirflowAirflow AirflowCurrent 
input

Current 
input

inH2Omm H2O
m3/h m3/hCFM CFMA A



ACCESSORIES 



ACCESSORIES 

ACCESSORI CATALOGO ATTACCO A SLITTA

18/03/2008 Pagina 1

For all our fans with slide mounting:

ACCESSORI CATALOGO KIT COD. 30130014

18/03/2008 Pagina 1

ACCESSORI CATALOGO KIT COD. 30130015

18/03/2008 Pagina 1

ACCESSORI CATALOGO MONTAGGIO KIT COD. 30130014

18/03/2008 Pagina 1

Kit composed of M6 bolt with square head, nut, washer and “U” stiffener. 

THE FOLLOWING MOUNTING KITS ARE AVAILABLE: 

KIT Cod. 3013.0014 KIT Cod. 3013.0015

ACCESSORI CATALOGO COD. 30130010

23/05/2008 Pagina 1

Cod. 3013.0010 Cod. 3013.0017

ACCESSORI CATALOGO COD. 30130017

18/03/2008 Pagina 1



ACCESSORI CATALOGO COD. 30130033

18/03/2008 Pagina 1

Cod. 3013.0033 Cod. 3013.0032

ACCESSORI CATALOGO COD. 30130032

18/03/2008 Pagina 1

ACCESSORI CATALOGO COD. 30130059

18/03/2008 Pagina 1

Cod. 3013.0059 Cod. 3013.0060
ACCESSORI CATALOGO COD. 30130060

18/03/2008 Pagina 1



Kit consisting of a bracket, a rod and a fixing bolt.
ACCESSORI CATALOGO KIT COD. 30130011

18/03/2008 Pagina 1

KIT Cod. 3013.0011

ACCESSORI CATALOGO MONTAGGIO KIT COD. 30130011

18/03/2008 Pagina 1

The brackets can be fixed as you like and the rods can rotate to the most convenient posi-
tion for the assembly. With this kit, the fan can be fixed to every type of radiator.

ACCESSORIES 



KIT Cod. 3013.0013

ACCESSORI CATALOGO COD. 30130062

18/03/2008 Pagina 1

Kit consisting of a Ø 2 x 180 pin, rubber washer and stop-spring. 

ACCESSORI CATALOGO KIT COD. 30130013

15/04/2008 Pagina 1

ACCESSORI CATALOGO 3VA26 CON STAFFA

18/03/2008 Pagina 1

ACCESSORI CATALOGO 6VA26 CON STAFFA

18/03/2008 Pagina 1

Connecting bracket for VA26 type fan 

Example of application 

KIT Cod. 3013.0062



CENTRIFUGAL BLOWERS 12V - 24V d.c. CENTRIFUGAL BLOWERS 12V - 24V d.c.



FIELD APPLICATION 

HVAC

Engine Cooling

Engine Bay Ventilation

Engine Cooling

Applications: ventilation, air conditioning, heating, refrigeration 
and engine cooling on numerous on-road and off-road vehicles.



Refrigeration

Front - box

HVAC

HVAC



FIELD APPLICATION 

Applications: ventilation, air conditioning, heating, refrigeration 
and engine cooling on numerous on-road and off-road vehicles.

Engine bay Ventilation

HVAC

Engine & Condenser Cooling

Remote
condenser fan

Engine bay Ventilation

HVAC

Engine & Condenser Cooling



7

Engine bay Ventilation

Auxiliary Oil Cooling

HVAC

Engine & Condenser Cooling



PREMIUM FEATURES 

• High efficiency
• Sealed Motor (IP 68 rif. en 60529:1997-06)
• Long life
• Low noise
• Low weight
• Reduced dimensions
• 36 months guarantee
• Certifications:  UNI EN ISO 9001:2008

ISO TS 16949  
ISO 14001



HOW TO READ THE CATALOGUE 

0 0 4  -  B 4 2  -  2 8  D

0 0 4  -  B 4 2  -  2 8  S

housing motor blade

CLOCKWISE ROTATION

Example of product classification:

The blower models are listed by single and double housing 
in decreasing size, and within the same diameter, by 
decreasing order of power.

ANTICLOCKWISE ROTATION



HOW TO READ THE CATALOGUE 

WARNING: 

- In the performance chart the static pressure is indicated 
both in millimetre of water (mmH2O) and inch of water 
(inH2O); the airflow is indicated both in cubic meter per hour 
(m³/h) and cubic feet per minutes (CFM); the current con-
sumption is indicated in amps (A). 

- In case you are unable to find a suitable fan for your appli-
cation, please contact us and we will help you find the best 
solution for your specific requirements. Upon request, we 
will support you in co-designing and developing new pro-
ducts and solutions. 

Our technical specification are purely indicati-
ve and might change without any previous no-
tice.

AIR AIR 
AIR 

AIR

AIR 

AIR 

AIR 
AIR

D TYPE S TYPE



SUMMARY 

A47-48S

004-A42-28D
004-A41-28S

001-A39-49D
001-A46-03D
001-A53-03S
001-A46-01D
001-A53-01S

007-A56-32D
007-A42-32D
007-A44-32D

009-A70-74D

010-A70-74D

008-A45-02D
008-A100-93D

012-AP74/LL-78
012-AP75/LL-78

012-A39-78
012-A40-78
012-A46-78

009-A39-22
009-A40-22
009-A45-22
009-A46-22

014-AP73/LL-22
014-AP74/LL-22
014-AP75/LL-22

017-A54-73
017-A40-73
017-A46-73

006-A54-22
006-A39-22
006-A40-22
006-A45-22
006-A46-22

011-A54-22
011-A40-22
011-A46-22

015-A45-22
015-A46-22

008-A54-02
008-A39-02
008-A40-02
008-A45-02
008-A46-02

005-A45-02
005-A46-02

002-A46-02

HOUSING TYPE 

12V
BLOWER DESCRIPTION  IP

A47

004

001

007

009

010

008

012

009

014

017

006

011

015

008

005

002

004-B42-28D
004-B41-28S
004-B44-28D
004-B43-28S

001-B39-49D
001-B46-03D
001-B53-03S
001-B46-01D
001-B53-01S 
001-B48-03D
001-B49-03S

007-B56-32D
007-B42-32D
007-B44-32D

009-B70-74D

010-B70-74D

008-B45-02D
008-B100-93D

012-BP76/LL-78
012-BP74/LL-78
012-BP75/LL-78

012-B50-78
012-B39-78
012-B40-78
012-B46-78

009-B50-22
009-B39-22
009-B40-22
009-B45-22
009-B46-22

014-BP73/LL-22
014-BP76/LL-22
014-BP74/LL-22
014-BP75/LL-22

017-B54-73
017-B40-73
017-B46-73

006-B54-22
006-B50-22
006-B39-22
006-B40-22 
006-B45-22
006-B46-22

011-B40-22
011-B46-22

015-B45-22
015-B46-22
008-B40-02
008-B45-02
008-B46-02
005-B45-02
005-B46-02

002-B45-02
002-B46-02
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12V
SINGLE BLOWERS 



12v c.c. - d.c.

Weight 1,55 Kg. approx.

Static
pressure

mm H2O

 30 500 25 295 1,2

Test voltage 13 V d.c. 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

A47-48S

A47



12v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Clockwise rotation 
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 740 22,5 437 0
 10 650 21,0 384 0,4
 20 590 20,0 348 0,8
 25 550 19,0 325 1,0
 30 510 18,0 301 1,2
 40 430 17,0 254 1,6
 50 350 15,0 207 2,0
 60 240 13,0 142 2,4
 65 170 12,0 100 2,6
 70 0 10,0 0 2,8

Test voltage 13 V d.c. 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

004-A42-28D

✓

✓

✓

Long life 

3 or 4 speed resistor 

Accessories: nr. 2, 7, 15 

PRODUCT FEATURES 

= Standard feature  ✓
= Avaliable upon request  ✓

004



12v c.c. - d.c.

 0 740 22,5 437 0
 10 650 21,0 384 0,4
 20 590 20,0 348 0,8
 25 550 19,0 325 1,0
 30 510 18,0 301 1,2
 40 430 17,0 254 1,6
 50 350 15,0 207 2,0
 60 240 13,0 142 2,4
 65 170 12,0 100 2,6
 70 0 10,0 0 2,8

✓

✓

✓

Long life 

3 or 4 speed resistor 

Accessories: nr. 2, 7, 15 

PRODUCT FEATURES 

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Anticlockwise rotation 
Weight 2 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

004-A41-28S

004



Test voltage 13 V d.c.  

12v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Clockwise rotation 
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0 590 31,1 348 0
 10 560 29,9 330 0,4
 20 550 28,7 325 0,8
 30 530 29,0 313 1,2
 40 510 28,1 301 1,6
 50 490 27,2 289 2,0
 60 460 26,4 271 2,4
 70 430 24,8 254 2,8
 80 390 24,1 230 3,2
 90 330 21,8 195 3,6
 100 250 17,8 148 4,0
 110 180 17,9 106 4,4
 120 120 17,3 71 4,8
 130 40 16,8 24 5,2
 140 0 16,7 0 5,6

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

001-A39-49D

✓

✓

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Avaliable upon request  ✓

001



12v c.c. - d.c.

 0 430 13,1 254 0
 10 400 12,4 236 0,4
 20 360 11,5 212 0,8
 30 340 11,3 201 1,2
 40 300 10,8 177 1,6
 50 240 9,3 142 2,0
 60 160 7,6 94 2,4
 70 60 6,9 35 2,8
 80 0 6,6 0 3,2 ✓

✓

✓

Long life 

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Clockwise rotation 
Weight 1,4 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

001-A46-03D

001



12v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Anticlockwise rotation 
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0 440 13,6 260 0
 10 410 12,9 242 0,4
 20 380 12,3 224 0,8
 30 340 11,5 201 1,2
 40 300 10,3 177 1,6
 50 260 9,5 153 2,0
 60 190 8,3 112 2,4
 70 50 7,0 30 2,8
 75 0 6,9 0 3,0

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

statica
in H2O

PERFORMANCE CHART 

001-A53-03S

✓

✓

✓

Long life 

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request✓

001



12v c.c. - d.c.

 0 370 9,8 218 0
 5 340 9,6 201 0,2
 10 320 8,9 189 0,4
 15 310 8,5 183 0,6
 20 290 8,1 171 0,8
 30 250 7,5 148 1,2
 40 200 6,8 118 1,6
 50 130 5,8 77 2,0
 55 0 5,4 0 2,2 ✓

✓

✓

Long life 

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request  ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Clockwise rotation 
Weight 1,4 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

001-A46-01D

001



12v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Anticlockwise rotation 
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0 370 10,3 218 0
 5 360 10,1 212 0,2
 10 340 9,8 201 0,4
 15 330 9,6 195 0,6
 20 310 9,2 183 0,8
 30 270 8,8 159 1,2
 40 220 7,9 130 1,6
 50 170 7,1 100 2,0
 60 0 5,8 0 2,4

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

001-A53-01S

✓

✓

✓

Long life 

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

001



12v c.c. - d.c.

For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation 
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 910 26,4 537 0
 10 830 24,6 490 0,4
 20 770 23,4 454 0,8
 30 700 22,6 413 1,2
 40 630 21,6 372 1,6
 50 550 19,9 325 2,0
 60 460 18,0 271 2,4
 70 320 15,4 189 2,8
 80 250 14,2 148 3,2
 90 0 10,4 0 3,6

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

007-A56-32D

PRODUCT FEATURES

✓

✓

✓

Long life 

Low noise 

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request  ✓

007



12v c.c. - d.c.

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation 
Weight 1,85 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

007-A42-32D

✓

✓

✓

Long life 

Low noise 

3 or 4 speed resistor

 0 770 17,5 454 0
 10 700 16,5 413 0,4
 20 630 15,5 372 0,8
 25 580 14,8 342 1,0
 30 530 14,0 313 1,2
 35 460 13,0 271 1,4
 40 340 11,0 201 1,6
 50 130 8,0 77 2,0
 55 0 7,0 0 2,2

007



12v c.c. - d.c.007-A44-32D

= Standard feature  ✓
= Avaliable upon request✓

For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation 
Weight 1,85 Kg. approx.

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

PRODUCT FEATURES

✓

✓

✓

Long life 

Low noise 

3 or 4 speed resistor

PRODUCT FEATURES

 0 680 9,6 401 0
 5 630 9,1 372 0,2
 10 580 8,5 342 0,4
 15 530 7,9 313 0,6
 20 470 7,3 277 0,8
 25 390 6,5 230 1,0
 30 270 5,3 159 1,2
 40 0 3,3 0 1,6

007



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4  
For mounting use wide-head screw or washer to fasten the unit  
Clockwise rotation 
Weight 1,2 Kg. approx.

Static
pressure

mm H2O

 0 540 19,6 319 0
 10 490 18,5 289 0,4
 20 450 17,4 266 0,8
 30 410 16,5 242 1,2
 40 360 14,9 212 1,6
 50  320 13,9 189 2,0
 60 260 12,0 153 2,4
 70 190 10,2 112 2,8
 80 120 8,3 71 3,2
 90 0 7,9 0 3,6

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-A70-74D

PRODUCT FEATURES

✓

✓

Low noise 

3 speed resistor

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request✓

009



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4  
Clockwise rotation 
Weight 1,2 Kg. approx.

Static
pressure

mm H2O

 0 510 19,9 301 0
 10 460 18,5 271 0,4
 20 420 17,3 248 0,8
 30 390 16,3 230 1,2
 40 340 14,4 201 1,6
 50 280 13,3 165 2,0
 60 220 11,3 130 2,4
 70 160 10,3 94 2,8
 80 90 9,1 53 3,2
 90 0 8,0 0 3,6

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

010-A70-74D

PRODUCT FEATURES

✓3 speed resistor

PRODUCT FEATURES

= Avaliable upon request  ✓

010



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4  
For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation 
Weight 1,3 Kg. approx.

Static
pressure

mm H2O

 0 412 11,1 243 0
 5 396 10,7 234 0,2
 10 380 10,4 224 0,4
 15 361 10 213 0,6
 20 345 9,7 204 0,8
 25 328 9,3 194 1,0
 30 310 9 183 1,2
 35 289 8,5 171 1,4
 40 265 8,1 156 1,6
 45 239 7,7 141 1,8
 50 179 6,6 106 2,0
 55 84 5,3 50 2,2
 60 44 4,8 26 2,4
 65 0 4,7 0 2,6

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-A45-02D

PRODUCT FEATURES

✓

✓

✓

Long life 

Low noise 

3 speed resistor

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

008



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4  
For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation 
Weight 0,5 Kg. approx.

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

008-A100-93D

✓

✓

✓
✓

Long life 

Low noise 

3 speed resistor

Waterproof motor, IP64

 0 260 5,3 153 0
 5 240 4,8 142 0,2
 10 220 4,5 130 0,4
 15 200 4,3 118 0,6
 20 180 4,2 106 0,8
 25 160 4,0 94 1,0
 30 130 3,6 77 1,2
 35 100 3,4 59 1,4
 40 60 3,1 35 1,6
 45 40 2,8 24 1,8
 50 0 2,7 0 2,0

008



12V
DOUBLE BLOWERS



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

012-AP74/LL-78

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

Low noise

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 80 500 25,3 295 3,1
 85 435 24,7 257 3,3
 90 327 22,8 193 3,5
 95 267 22 158 3,7
 100 181 20,9 107 3,9
 105 0 20,5 0 4,1

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

012

Attention: This model must be used with a Max. current draw 
28 Amp



12v c.c. - d.c.

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

012-AP75/LL-78

* for OEM applications only

Long life 

Low noise

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 60 671 25 396 2,4
 65 588 25,1 347 2,6
 70 480 22,4 283 2,8
 75 395 21,5 233 3,0
 80 359 20,9 212 3,1
 85 267 18,8 158 3,3
 90 181 18,3 107 3,5
 100 0 18,3 0 3,9

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

012

Attention: This model must be used with a Max. current draw 
28 Amp



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

012-A39-78

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

Low noise

3 or 4 speed resistor

VLL version*

Static
pressure

statica
mm H2O

 20 1034 34 610 0,8
 25 997 33,4 588 1,0
 30 955 31,6 563 1,2
 35 902 30,1 532 1,4
 40 863 29,6 509 1,6
 45 836 29,9 493 1,8
 50 784 28,6 463 2,0
 55 744 27,5 439 2,2
 60 675 25,4 398 2,4
 65 650 25,9 383 2,6
 70 581 24,1 343 2,8
 80 451 21,3 266 3,1
 90 318 19,7 188 3,5
 95 215 17,8 127 3,7
 100 160 17,7 94 3,9
 105 0 15,8 0 4,1

Test voltage 13 V d.c. - 

m3/h

Current
input

A CFM

Static
pressure
Pressione
statica
in H2O

PERFORMANCE CHART 

012

Attention: This model must be used with a Max. current draw 
35 Amp



12v c.c. - d.c.

✓

✓

✓
✓

Long life 

Low noise

3 or 4 speed resistor

VLL version*

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure
Pressione

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

012-A40-78

* for OEM applications only

 0 1110 30,1 655 0
 10 1020 28,6 602 0,4
 20 930 26,8 549 0,8
 30 850 25,4 502 1,2
 40 730 21,9 431 1,6
 50 630 21,1 372 2,0
 60 500 18,0 295 2,4
 70 320 15,4 189 2,8
 80 180 13,5 106 3,2
 90 0 12,6 0 3,6

012



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

Static
pressure

mm H2O

 0 950 20,1 561 0
 10 850 18,4 502 0,4
 20 750 17,0 443 0,8
 30 630 14,7 372 1,2
 40 500 13,1 295 1,6
 50 310 10,5 183 2,0
 60 120 8,7 71 2,4
 70 0 8,6 0 2,8

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

statica
in H2O

PERFORMANCE CHART 

012-A46-78

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Low noise

3 or 4 speed resistor

012



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 1180 33,1 696 0
 10 1080 30,2 637 0,4
 20 1010 28,7 596 0,8
 30 920 27,6 543 1,2
 40 820 25,0 484 1,6
 50 740 23,5 437 2,0
 60 620 21,3 366 2,4
 70 380 17,0 224 2,8
 80 170 14,6 100 3,2
 90 0 13,1 0 3,6

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-A39-22

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓ for OEM applications only

Long life 

Low noise

3 or 4 speed resistor

VLL version*

009



12v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 2 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

009-A40-22

* for OEM applications only

Long life 

Low noise

3 or 4 speed resistor

VLL version*

 0 1030 23,2 608 0
 10 930 22,0 549 0,4
 20 840 20,6 496 0,8
 25 780 19,5 460 1,0
 30 710 17,4 419 1,2
 35 670 17,5 395 1,4
 40 590 16,3 348 1,6
 50 400 13,0 236 2,0
 60 130 10,8 77 2,4
 65 0 10,5 0 2,6

009



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,8 Kg. approx.

Static
pressure

mm H2O

 0 1010 22,6 596 0
 10 890 20,4 525 0,4
 20 810 19,1 478 0,8
 30 710 17,9 419 1,2
 40 580 15,7 342 1,6
 50 420 13,2 248 2,0
 60 170 11,1 100 2,4
 70 0 10,0 0 2,8

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-A45-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Long life 

Low noise

3 or 4 speed resistor

009



12v c.c. - d.c.

✓

✓

✓

Long life 

Low noise

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

009-A46-22

 0 860 15,7 507 0
 5 820 15,3 484 0,2
 10 770 14,5 454 0,4
 15 710 13,2 419 0,6
 20 670 13,3 395 0,8
 25 600 11,8 354 1,0
 30 530 11,5 313 1,2
 35 450 10,1 266 1,4
 40 320 8,8 189 1,6
 45 170 7,7 100 1,8
 50 40 7,1 24 2,0
 55 0 6,9 0 2,2

009



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

014-AP73/LL-22

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

Static
pressure

mm H2O

 85 488 27,1 288 3,3
 90 384 24 226 3,5
 95 304 20,4 179 3,7
 100 265 18,6 156 3,9
 105 103 18,1 61 4,1
 110 0 1,7 0 4,3

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

014

Attention: This model must be used with a Max. current draw 
28 Amp



12v c.c. - d.c.

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

014-AP74/LL-22

* for OEM applications only

✓

✓

✓
✓

✓

Long life 

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

Static
pressure

mm H2O

 45 806 28 475 1,8
 50 752 27,1 444 2,0
 55 691 25,8 408 2,2
 60 587 23,7 346 2,4
 65 468 21,3 276 2,6
 70 352 18,4 208 2,8
 75 311 17 184 3,0
 80 258 15,8 152 3,1
 85 195 14,5 115 3,3
 90 136 13,3 80 3,5
 95 0 13 0 3,7

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

014

Attention: This model must be used with a Max. current draw 
28 Amp



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

014-AP75/LL-22

PRODUCT FEATURES

✓

✓

✓
✓

✓

= Standard feature  ✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

Static
pressure

mm H2O

 15 1015 27,5 599 0,6
 20 971 27 573 0,8
 25 921 26,2 543 1,0
 30 876 25,7 517 1,2
 35 832 25,1 491 1,4
 40 781 24,4 461 1,6
 45 730 23,5 431 1,7
 50 666 22,3 393 1,9
 55 583 20,8 344 2,1
 60 384 17,5 227 2,3

65        242 14,2 143 2,5
 70 0 12,8 0 2,8

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

014

Attention: This model must be used with a Max. current draw 
28 Amp



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

017-A54-73

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

Very low noise

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 55 857 35 506 2,2
 60 791 32,6 467 2,4
 65 753 31,9 445 2,6
 70 695 30,1 410 2,8
 75 654 28,9 386 3,0
 80 599 28,2 354 3,1
 85 537 25,6 317 3,3
 90 477 22,2 281 3,5
 95 388 21,4 229 3,7
 100 301 18,9 177 3,9
 110 0 17,7 0 4,3

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

017

Attention: This model must be used with a Max. current draw 
35 Amp



12v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

017-A40-73

* for OEM applications only

Long life 

Very low noise

3 or 4 speed resistor

VLL version*

 0 1100 29,5 649 0
 10 990 25,0 584 0,4
 20 890 22,9 525 0,8
 30 790 20,5 466 1,2
 40 670 18,5 395 1,6
 50 520 15,2 307 2,0
 60 300 11,2 177 2,4
 70 140 10,1 83 2,8
 80 0 9,4 0 3,2

017



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

017-A46-73

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓ * for OEM applications only

✓

✓

✓
✓

Long life 

Very low noise

3 or 4 speed resistor

VLL version*
*

Static
pressure

mm H2O

 0 930 19,0 549 0
 5 890 18,4 525 0,2
 10 820 17,1 484 0,4
 15 760 15,5 448 0,6
 20 710 15,0 419 0,8
 25 620 12,7 366 1,0
 30 540 11,2 319 1,2
 35 450 10,1 266 1,4
 40 330 8,7 195 1,6
 45 200 7,0 118 1,8
 50 130 6,6 77 2,0
 55 60 6,4 35 2,2
 60 0 6,4 0 2,4

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

017



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,2 Kg. approx.

006-A54-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 60 840 34 495 2,4
 70 748 30,7 441 2,8
 75 701 30,9 413 3,0
 80 628 29,1 371 3,1
 85 537 23,7 317 3,3
 90 460 23,6 271 3,5
 95 399 20,6 235 3,7
 100 310 20,4 183 3,9
 105 277 18,6 163 4,1
 110 203 17,8 120 4,3
 115 128 17,4 76 4,5
 120 0 17 0 4,7

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

006

Attention: This model must be used with a Max. current draw 
35 Amp



12v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

006-A39-22

* for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

 0 1170 31,1 690 0
 10 1080 29,2 637 0,4
 20 1000 27,8 590 0,8
 30 920 26,7 543 1,2
 40 830 25,0 490 1,6
 50 730 23,4 431 2,0
 60 610 21,0 360 2,4
 70 390 16,8 230 2,8
 80 0 13,0 0 3,2

006



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,8 Kg. approx.

Static
pressure

mm H2O

 0 1080 25,3 637 0
 10 990 23,5 584 0,4
 20 890 22,1 525 0,8
 30 800 20,7 472 1,2
 40 690 19,0 407 1,6
 50 570 16,9 336 2,0
 60 350 12,7 207 2,4
 70 220 11,9 130 2,8
 75 0 9,0 0 3,0

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

006-A40-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

006



12v c.c. - d.c.

✓

PRODUCT FEATURES

= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

006-A45-22

3 or 4 speed resistor

 0 1030 24,4 608 0
 10 910 22,3 537 0,4
 20 810 20,1 478 0,8
 30 710 18,5 419 1,2
 40 620 17,2 366 1,6
 50 500 15,8 295 2,0
 60 270 12,3 159 2,4
 70 110 10,1 65 2,8
 75 0 9,8 0 3,0

006



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,8 Kg. approx.

Static
pressure

mm H2O

 0 910 17,2 537 0
 10 830 15,6 490 0,4
 20 730 14,4 431 0,8
 25 670 13,6 395 1,0
 30 600 13,0 354 1,2
 35 530 11,5 313 1,4
 40 430 10,3 254 1,6
 45 300 8,3 177 1,8
 50 180 7,4 106 2,0
 60 0 6,5 0 2,4

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

006-A46-22

✓

✓

PRODUCT FEATURES

= Avaliable upon request   ✓

Long life  

3 or 4 speed resistor

006



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

011-A54-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 40 867 32,7 511 1,6
 50 831 32,3 490 2,0
 60 751 30,1 443 2,4
 65 701 28,9 414 2,6
 70 583 25,4 344 2,8
 75 533 24,3 315 3,0
 80 409 22 241 3,1
 85 375 20,7 221 3,3
 90 303 18,7 179 3,5
 95 241 17,8 142 3,7
 100 179 16,5 105 3,9
 105 126 15,7 75 4,1
 110 0 15,2 0 4,3

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

011

Attention: This model must be used with a Max. current draw 
35 Amp



12v c.c. - d.c.

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4  Coppia di serraggio consigliata: 3 +1/– 0 Nm con vite M4 
Weight 2,1 Kg. approx.

PERFORMANCE CHART 
SCHEDA PRESTAZIONI

Static
pressure
Pressione
statica
mm H2O

Test voltage 13 V d.c. - 

Airflow
Portata

m3/h

Current
input

Corrente
assorbita

A

Airflow
Portata
CFM

Static
pressure
Pressione
statica
in H2O

011-A40-22

* for OEM applications only

 0 900 21,7 531 0
 10 830 20,6 490 0,4
 20 750 19,7 443 0,8
 30 640 18,3 378 1,2
 40 560 15,8 330 1,6
 50 420 14,4 248 2,0
 60 160 10,6 94 2,4
 70 0 10,1 0 2,8

✓

✓

✓

Long life  

3 or 4 speed resistor

VLL version*

011



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

Static
pressure

mm H2O

 0 800 14,1 472 0
 10 720 13,1 425 0,4
 20 620 12,2 366 0,8
 30 480 10,1 283 1,2
 40 220 6,7 130 1,6
 50 30 5,7 18 2,0
 60 0 5,6 0 2,4

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

011-A46-22

= Avaliable upon request  ✓

✓

✓

PRODUCT FEATURES

Long life 

3 or 4 speed resistor

011



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

Static
pressure

mm H2O

 0 890 21,0 525 0
 10 820 20,0 484 0,4
 20 750 18,9 443 0,8
 25 710 18,2 419 1,0
 30 660 17,6 389 1,2
 35 600 16,4 354 1,4
 40 550 15,3 325 1,6
 50 370 12,3 218 2,0
 60 160 9,4 94 2,4
 70 0 8,5 0 2,8

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

015-A45-22

✓

PRODUCT FEATURES

= Avaliable upon request  ✓

3 or 4 speed resistor

015



12v c.c. - d.c.

✓

PRODUCT FEATURES

= Avaliable upon request✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

015-A46-22

3 or 4 speed resistor

 0 820 15,2 484 0
 10 730 14,1 431 0,4
 20 630 12,6 372 0,8
 30 490 10,5 289 1,2
 40 300 7,7 177 1,6
 50 120 6,2 71 2,0
 60 0 6,0 0 2,4

015



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,6 Kg. approx.

Static
pressure

mm H2O

 0 920 29,7 543 0
 10 850 27,7 502 0,4
 20 800 25,8 472 0,8
 30 730 24,3 431 1,2
 40 670 22,5 395 1,6
 50 600 21,1 354 2,0
 60 530 19,2 313 2,4
 70 340 14,8 201 2,8
 80 160 11,1 94 3,2
 90 80 9,9 47 3,6
 95 0 9 0 3,8

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-A54-02

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

008



12v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,7 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

008-A39-02

* for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version

 0 810 20,7 478 0
 10 720 18,7 425 0,4
 20 640 17,4 378 0,8
 30 560 15,7 330 1,2
 40 490 14,7 289 1,6
 50 390 11,9 230 2,0
 60 80 8,1 47 2,4
 65 0 7,4 0 2,6

008



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,7 Kg. approx.

Static
pressure

mm H2O

 0 760 16,5 448 0
 5 710 15,7 419 0,2
 10 670 15,0 395 0,4
 15 620 14,0 366 0,6
 20 580 13,3 342 0,8
 25 530 12,6 313 1,0
 30 480 11,8 283 1,2
 35 420 10,9 248 1,4
 40 350 9,9 207 1,6
 45 130 7,0 77 1,8
 50 0 6,3 0 2,0

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-A40-02

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

008



12v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,7 Kg. approx.

PERFORMANCE CHART 

Static
pressure
Pressione
statica
mm H2O

Test voltage 13 V d.c. - 

Airflow
Portata

m3/h

Current
input

Corrente
assorbita

A

Airflow
Portata
CFM

Static
pressure
Pressione
statica
in H2O

008-A45-02

Long life  

Low noise

3 or 4 speed resistor

 0 690 15,1 407 0
 10 630 13,7 372 0,4
 15 580 12,9 342 0,6
 20 550 12,2 325 0,8
 25 510 11,9 301 1,0
 30 470 10,7 277 1,2
 35 400 10,0 236 1,4
 40 270 8,0 159 1,6
 45 130 6,5 77 1,8
 50 0 5,6 0 2,0

008



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,7 Kg. approx.

Static
pressure

mm H2O

 0 600 10,2 354 0
 5 560 9,8 330 0,2
 10 510 9,0 301 0,4
 15 470 8,7 277 0,6
 20 420 8,2 248 0,8
 25 370 7,3 218 1,0
 30 260 6,3 153 1,2
 35 110 4,9 65 1,4
 40 0 4,5 0 1,6

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-A46-02

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Long life  

Low noise

3 or 4 speed resistor

008



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

Static
pressure

mm H2O

 0 610 14,1 360 0
 5 550 13,3 325 0,2
 10 500 12,6 295 0,4
 15 440 11,9 260 0,6
 20 380 11,1 224 0,8
 25 320 10,1 189 1,0
 30 230 9,1 136 1,2
 35 140 8,0 83 1,4
 40 30 6,6 18 1,6
 45 0 6,5 0 1,8

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

005-A45-02

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Long life  

3 speed resistor

Accessories: nr. 6, 8, 13

005



12v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 13 V d.c. - Tensione di prova 13 V c.c.

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

005-A46-02

Long life  

3 speed resistor

Accessories: nr. 6, 8, 13

 0 610 11,0 360 0
 5 540 10,0 319 0,2
 10 480 9,3 283 0,4
 15 410 8,5 242 0,6
 20 350 7,6 207 0,8
 25 240 6,5 142 1,0
 35 0 4,3 0 1,4

005



12v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

Static
pressure

mm H2O

 0 600 13,5 354 0
 5 570 12,5 336 0,2
 10 520 11,5 307 0,4
 15 470 10,5 277 0,6
 20 400 9,5 236 0,8
 25 330 8,5 195 1,0
 30 240 7,0 142 1,2
 35 0 5,0 0 1,4

Test voltage 13 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

002-A46-02

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Long life  

3 speed resistor

Accessories: nr. 6, 8, 13

002



SINGLE BLOWERS

24V



24v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Clockwise rotation
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 750 11,5 443 0
 10 670 10,2 395 0,4
 20 610 9,6 360 0,8
 30 540 9,0 319 1,2
 40 470 8,2 277 1,6
 50 400 7,3 236 2,0
 60 280 6,0 165 2,4
 70 110 4,7 65 2,8
 75 0 4,4 0 3,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

004-B42-28D

✓

✓

✓

Long life  

3 or 4 speed resistor

Accessories: nr. 2, 7, 15

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

004



24v c.c. - d.c.

 0 750 11,5 443 0
 10 670 10,2 395 0,4
 20 610 9,6 360 0,8
 30 540 9,0 319 1,2
 40 470 8,2 277 1,6
 50 400 7,3 236 2,0
 60 280 6,0 165 2,4
 70 110 4,7 65 2,8
 75 0 4,4 0 3,0 ✓

✓

✓

Long life  

3 or 4 speed resistor

Accessories: nr. 2, 7, 15

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Anticlockwise rotation 
Weight 2 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

004-B41-28S

004



24v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Clockwise rotation
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 650 7,5 384 0
 10 570 6,8 336 0,4
 15 530 6,5 313 0,6
 20 490 6,2 289 0,8
 25 450 6,0 266 1,0
 30 410 5,5 242 1,2
 35 350 5,0 207 1,4
 40 290 4,5 171 1,6
 45 120 3,5 71 1,8
 50 0 3,0 0 2,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

004-B44-28D

✓

✓

✓

Long life 

3 or 4 speed resistor

Accessories: nr. 2, 7, 15

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

004



24v c.c. - d.c.

 0 650 7,5 384 0
 10 570 6,8 336 0,4
 15 530 6,5 313 0,6
 20 490 6,2 289 0,8
 25 450 6,0 266 1,0
 30 410 5,5 242 1,2
 35 350 5,0 207 1,4
 40 290 4,5 171 1,6
 45 120 3,5 71 1,8
 50 0 3,0 0 2,0

✓

✓

✓

Long life  

3 or 4 speed resistor

Accessories: nr. 2, 7, 15

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Anticlockwise rotation 
Weight 2 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

004-B43-28S

004



24v c.c. - d.c.

✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Clockwise rotation
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0 590 14,9 348 0
 10 580 14,6 342 0,4
 20 560 14,4 330 0,8
 30  540 14,1 319 1,2
 40 520 13,6 307 1,6
 50 490 13,4 289 2,0
 60 460 12,7 271 2,4
 70 430 12,3 254 2,8
 80  400 11,5 236 3,2
 90 360 10,9 212 3,6
 100 290 9,7 171 4,0
 110 220 8,8 130 4,4
 120 150 8,1 89 4,8
 130 130 7,9 77 5,2
 140 0 6,8 0 5,6

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

001-B39-49D

✓

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Avaliable upon request   ✓

001



24v c.c. - d.c.

 0 440 6,4 260 0
 10 410 6,1 242 0,4
 20 370 5,9 218 0,8
 30 330 5,6 195 1,2
 40 300 5,4 177 1,6
 50 240 4,8 142 2,0
 60 150 3,8 89 2,4
 70 70 3,5 41 2,8
 75 0 3,4 0 3,0 ✓

✓

✓

Long life  

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Clockwise rotation 
Weight 1,4 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - Tensione di prova 26 V c.c.

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

001-B46-03D

001



24v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Anticlockwise rotation
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0 440 6,7 260 0
 10 410 6,4 242 0,4
 20 380 6,1 224 0,8
 30 350 6,0 207 1,2
 40 310 5,6 183 1,6
 50 270 5,0 159 2,0
 60 200 4,4 118 2,4
 70 100 3,5 59 2,8
 80 0 3,6 0 3,2

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

001-B53-03S

✓

✓

✓

Long life  

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

001



24v c.c. - d.c.

 0 380 5,1 224 0
 10 340 4,7 201 0,4
 20 300 4,4 177 0,8
 30 250 4,1 148 1,2
 40 210 3,8 124 1,6
 50 120 3,3 71 2,0
 60 0 2,5 0 2,4

✓

✓

✓

Long life  

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Clockwise rotation 
Weight 1,4 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

001-B46-01D

001



24v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Antiklockwise rotation
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0  370  4,9 218 0
 10 320  4,5 189 0,4
 20 290  4,2 171 0,8
 25 270  3,9 159 1,0
 30 250  3,8 148 1,2
 40 210  3,4 124 1,6
 50 140  3,0 83 2,0
 60  0  2,6 0 2,4

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

001-B53-01S

✓

✓

✓

Long life  

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

001



24v c.c. - d.c.

 0 350 3,6 207 0
 5 320 3,5 189 0,2
 10 290 3,4 171 0,4
 15 270 3,3 159 0,6
 20 250 3,1 148 0,8
 25 220 3,0 130 1,0
 30 200 2,8 118 1,2
 35 130 2,4 77 1,4
 40 90 2,2 53 1,6
 45 0 2,1 0 1,8

✓

✓

✓

Long life  

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 1.6±0.2 Nm with screw M4 
Clockwise rotation
Weight 1,4 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

001-B48-03D

001



24v c.c. - d.c.

Suggested mounting torque: 1.6±0.2 Nm with screw M4
Antiklockwise rotation
Weight 1,4 Kg. approx.

Static
pressure

mm H2O

 0 340 3,3 201 0
 5 330 3,3 195 0,2
 10 300 3,1 177 0,4
 15  280 3,0 165 0,6
 20 250 3,0 148 0,8
 25 220 2,8 130 1,0
 30 190 2,4 112 1,2
 40 0 2,0 0 1,6

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

001-B49-03S

✓

✓

✓

Long life  

3 speed resistor

Accessories: nr. 1, 2, 3, 4, 8, 9, 10, 12

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request✓

001



24v c.c. - d.c.

For mounting use wide-head screw or washer to fasten the unit
Clockwise rotation
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 970 14,6 572 0
 10 890 13,3 525 0,4
 20 830 12,7 490 0,8
 30 770 11,9 454 1,2
 40 690 11,1 407 1,6
 50 610 10,3 360 2,0
 60 540 8,4 319 2,4
 70 350 7,2 207 2,8
 80 160 6,0 94 3,2
 90 0 5,2 0 3,6

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

007-B56-32D

✓
✓

✓

Long life  

Low noise  

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

007



24v c.c. - d.c.

 0 830 9,1 490 0
 10 760 8,4 448 0,4
 15 720 8,1 425 0,6
 20 680 7,8 401 0,8
 25 640 7,6 378 1,0
 30 600 7,3 354 1,2
 35 560 7,0 330 1,4
 40 500 6,5 295 1,6
 50 330 5,3 195 2,0
 60 100 3,9 59 2,4
 65 0 3,4 0 2,6

✓

✓

✓

Long life  

Low noise  

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

For mounting use wide-head screw or washer to fasten the unit
Clockwise rotation 
Weight 1,85 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

007-B42-32D

007



24v c.c. - d.c.

For mounting use wide-head screw or washer to fasten the unit
Clockwise rotation
Weight 1,85 Kg. approx.

Static
pressure

mm H2O

 0 730 6,3 431 0
 5 690 6,1 407 0,2
 10 650 5,8 384 0,4
 15 600 5,5 354 0,6
 20 540 4,9 319 0,8
 25 490 4,5 289 1,0
 30 410 4,0 242 1,2
 35 300 3,7 177 1,4
 40 200 3,0 118 1,6
 45 0 2,5 0 1,8

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

007-B44-32D

✓

✓
✓

Long life  

Low noise  

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

007



24v c.c. - d.c.

✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4
For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation
Weight 1,2 Kg. approx.

Static
pressure

mm H2O

 0 560 10,4 331 0
 10 500 9,3 296 0,4
 20 450 8,7 267 0,8
 30 400 8,3 238 1,2
 40 360 7,7 212 1,6
 50 310 7,3 186 2,0
 60 260 6,8 156 2,4
 70 230 6,3 136 2,8
 80 140 5,4 83 3,2
 90 0 4,3 0 3,6

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-B70-74D

✓Low noise  

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

009



24v c.c. - d.c.

✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4
Clockwise rotation
Weight 1,2 Kg. approx.

Static
pressure

mm H2O

 0 530 11,1 313 0
 10 480 10,1 283 0,4
 20 440 9,6 260 0,8
 30 390 8,7 230 1,2
 40 360 8,1 212 1,6
 50 310 7,5 183 2,0
 60 260 7,1 153 2,4
 70 190 6,3 112 2,8
 80 140 5,7 83 3,2
 90 60 4,9 35 3,6
 100  0 4,8 0 4,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

010-B70-74D

3 speed resistor

PRODUCT FEATURES

= Avaliable upon request   ✓

010



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4
For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation
Weight 1,3 Kg. approx.

Static
pressure

mm H2O

 0 400 5,7 236 0
 10 360 5,2 212 0,4
 20 330 4,9 195 0,8
 30 290 4,6 171 1,2
 40 240 4,1 142 1,6
 50 180 3,9 106 2,0
 60 0 3,0 0 2,4

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-B45-02D

✓

✓

✓

Long life  

Low noise  

3 or 4 speed resistor

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

008



24v c.c. - d.c.

 0 260 2,5 153 0
 5  240 2,4 142 0,2
 10 220 2,2 130 0,4
 15  200 2,1 118 0,6
 20 180 2,0 106 0,8
 25 150 1,9 89 1,0
 30 120 1,8 71 1,2
 40 80 1,6 47 1,6
 50 0 1,4 0 2,0 ✓

✓

✓

✓

Long life  

Low noise  

Waterproof motor, IP64 

3 speed resistor

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4
For mounting use wide-head screw or washer to fasten the unit 
Clockwise rotation
Weight 0,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

008-B100-93D

008



24V
DOUBLE BLOWERS 



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

012-BP76/LL-78

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Attention: This model must be used with a Max. current draw 
14 Amp

Static
pressure

statica
mm H2O

 70 689 14 406 2,8
 75 654 14,4 386 3,0
 80 521 12,3 307 3,1
 85 444 12,1 262 3,3
 90 314 10,6 185 3,5
 95 246 10 145 3,7
 100 0 9,5 0 3,9

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

012



24v c.c. - d.c.

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

012-BP74/LL-78

* for OEM applications only

Long life  

Low noise

Waterproof motor, IP68

3 or 4 speed resistor

VLL version

Static
pressure

mm H2O

 40 889 13,8 524 1,6
 45 841 13,6 496 1,8
 50 775 12,5 457 2,0
 55 708 12,2 418 2,2
 60 622 11 367 2,4
 65 502 10,6 296 2,6
 70 374 9,5 221 2,8
 75 292 8,8 172 3,0
 80 189 8,4 111 3,1
 85 0 8 0 3,3

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

012

Attention: This model must be used with a Max. current draw 
14 Amp



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

012-BP75/LL-78

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 20 1011 13,6 597 0,8
 25 965 13 569 1,0
 30 918 12,8 542 1,2
 35 852 12 502 1,4
 40 790 11,5 466 1,6
 45 705 10,4 416 1,8
 50 650 10,5 384 2,0
 55 556 9,4 328 2,2
 60 419 8,3 247 2,4
 65 282 7,6 166 2,6
 70 147 6,8 87 2,8
 75 0 6,6 0 3,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure
Pressione
statica
in H2O

PERFORMANCE CHART 

012

Attention: This model must be used with a Max. current draw 
14 Amp



24v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

012-B50-78

* for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*
Versione VLL*

Static
pressure

mm H2O

 40 967 17,7 571 1,6
 45 912 16,7 538 1,8
 50 873 16,1 515 2,0
 55 818 14,4 483 2,2
 60 759 15,1 448 2,4
 65 710 14,7 419 2,6
 70 628 13,4 371 2,8
 75 593 13 350 3,0
 80 494 12 291 3,1
 85 378 10,7 223 3,3
 90 292 10,1 172 3,5
 95 0 9,2 0 3,7

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

012

Attention: This model must be used with a Max. current draw 
18 Amp



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

Static
pressure

mm H2O

 0 1250 19,9 738 0
 10 1170 18,9 690 0,4
 20 1090 18,0 643 0,8
 30 1000 17,0 590 1,2
 40 890 15,6 525 1,6
 50 800 13,4 472 2
 60 710 13,5 419 2,4
 70 570 12,0 336 2,8
 80 440 10,5 260 3,2
 90 280 9,1 165 3,6
 100 0 8,4 0 4

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

statica
in H2O

PERFORMANCE CHART 

012-B39-78

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

012



24v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

012-B40-78

* for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

 0 1140 15,6 673 0
 10 1070 14,2 631 0,4
 20 980 13,4 578 0,8
 30 890 12,0 525 1,2
 40 780 11,3 460 1,6
 50 650 10,1 384 2
 60 520 8,0 307 2,4
 70 310 7,2 183 2,8
 80 150 6,3 89 3,2
 90 0 5,9 0 3,6

012



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,5 Kg. approx.

Static
pressure

mm H2O

 0 1010 10,6 596 0
 10 870 9,3 513 0,4
 20 770 8,4 454 0,8
 30 650 7,6 384 1,2
 40 520 6,4 307 1,6
 50 330 5,2 195 2
 60 140 4,4 83 2,4
 70 0 4,2 0 2,8

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

012-B46-78

✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓ * for OEM applications only

Low noise

3 or 4 speed resistor

012



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 2,3 Kg. approx.

Static
pressure

statica
mm H2O

 0 1230 15,6 726 0
 10 1090 14,4 643 0,4
 20 990 13,7 584 0,8
 30 880 12,5 519 1,2
 40 770 12,0 454 1,6
 50 630 10,6 372 2,0
 60  470 9,2 277 2,4
 70 240 7,6 142 2,8
 75 70 7,0 41 3,0
 80 0 6,9 0 3,2

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-B50-22

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

009



24v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 2 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

009-B39-22

* for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

 0 1170 15,8 690 0
 10 1090 15,2 643 0,4
 20 1030 14,7 608 0,8
 30 910 13,2 537 1,2
 40 810 12,1 478 1,6
 50 720 11,4 425 2,0
 60 580 9,9 342 2,4
 70 260 7,4 153 2,8
 75 150 6,9 89 3,0
 80 70 6,4 41 3,2
 85 0 6,2 0 3,4

009



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 1070 11,0 631 0
 5 1020 10,6 602 0,2
 10 980 10,2 578 0,4
 15 930 9,9 549 0,6
 20 870 9,5 513 0,8
 25 820 9,2 484 1,0
 30 770 8,8 454 1,2
 35 710 8,4 419 1,4
 40 650 8,0 384 1,6
 45 580 7,5 342 1,8
 50 470 6,7 277 2,0
 55 230 5,4 136 2,2
 65 0 4,6 0 2,6

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-B40-22

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Low noise

3 or 4 speed resistor

VLL version*

009



24v c.c. - d.c.

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

009-B45-22

Low noise

3 or 4 speed resistor

 0 1010 11,2 596 0
 10 930 10,6 549 0,4
 20 840 9,7 496 0,8
 30 740 9,0 437 1,2
 40 630 8,2 372 1,6
 50 440 6,4 260 2,0
 60 220 5,3 130 2,4
 70 0 4,7 0 2,8

009



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,8 Kg. approx.

Static
pressure

mm H2O

 0 880 7,9 519 0
 5 840 7,8 496 0,2
 10 790 7,5 466 0,4
 15 720 6,9 425 0,6
 20 670 6,7 395 0,8
 25 570 5,9 336 1,0
 30 530 5,7 313 1,2
 35 450 5,1 266 1,4
 40 290 4,1 171 1,6
 45 130 3,8 77 1,8
 55 0 3,5 0 2,2

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

009-B46-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓

Long life  

Low noise

3 or 4 speed resistor

009



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

014-BP73/LL-22

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request✓ * for OEM applications only

Long life  

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

Static
pressure

mm H2O

 65 731 13,8 431 2,6
 70 615 12,5 363 2,8
 75 502 11,4 296 3,0
 80 368 8,7 217 3,1
 85 250 7,2 147 3,3
 90 166 6,7 98 3,5
 100 0 6,3 0 3,9

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

014

Attention: This model must be used with a Max. current draw 
14 Amp



24v c.c. - d.c.

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

014-BP76/LL-22

* for OEM applications only

Long life  

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

Static
pressure

mm H2O

 55 816 13,6 482 2,2
 60 756 12,9 446 2,4
 65 683 12,2 403 2,6
 70 560 10,8 330 2,8
 75 414 9 244 3,0
 80 259 7,4 153 3,1
 85 187 7 110 3,3
 90 125 6,7 74 3,5
 95 62 6,5 37 3,7
 100 0 6,6 0 3,9

Test voltage 26 V d.c. - 

Airflow

m /h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

014

Attention: This model must be used with a Max. current draw 
14 Amp



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

Static
pressure

mm H2O

 0 1120 13,1 661 0
 10 1040 12,3 614 0,4
 20 940 11,7 555 0,8
 30 850 11,1 502 1,2
 40 750 10,6 443 1,6
 50 620 9,7 366 2,0
 60 280 6,1 165 2,4
 70 90 5,0 53 2,8
 80 0 4,9 0 3,2

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

014-BP74/LL-22

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

014



24v c.c. - d.c.

✓

✓

✓
✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

014-BP75/LL-22

* for OEM applications only

Long life  

Waterproof motor, IP68

3 or 4 speed resistor

VLL version*

Very Low Noise version*

 0 1020 9,8 602 0
 10 920 9,3 543 0,4
 15 870 8,8 513 0,6
 20 820 8,6 484 0,8
 25 760 8,1 448 1,0
 30 700 7,7 413 1,2
 35 630 7,0 372 1,4
 40 530 6,4 313 1,6
 45 290 4,5 171 1,8
 50 100 3,8 59 2,0
 60 0 3,7 0 2,4

014



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

017-B54-73

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Very low noise

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 50 887 16,6 523 2,0
 55 840 16 495 2,2
 60 782 14,7 461 2,4
 65 714 14,3 421 2,6
 70 671 13,3 396 2,8
 75 599 12,4 354 3,0
 80 537 10,4 317 3,1
 85 409 8,9 241 3,3
 90 292 8,2 172 3,5
 95 257 8,1 151 3,7
 100 174 7,8 102 3,9
 105 0 7,5 0 4,1

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

017

Attention: This model must be used with a Max. current draw 
18 Amp



24v c.c. - d.c.

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

017-B40-73

* for OEM applications only

Long life  

Very low noise

3 or 4 speed resistor

VLL version*

 0 1100 14,0 649 0
 10 990 12,4 584 0,4
 20 900 11,5 531 0,8
 30 770 9,9 454 1,2
 40 630 8,1 372 1,6
 50 460 6,7 271 2,0
 60 220 4,9 130 2,4
 70 90 4,6 53 2,8
 80 0 4,5 0 3,2

017



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

Static
pressure

mm H2O

 0 940 9,2 555 0
 10 830 8,1 490 0,4
 20 710 6,9 419 0,8
 25 630 6,3 372 1,0
 30 530 5,5 313 1,2
 35 440 4,9 260 1,4
 40 310 4,0 183 1,6
 45 180 3,5 106 1,8
 50 120 3,3 71 2,0
 60 0 3,1 0 2,4

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

017-B46-73

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

Very low noise

3 or 4 speed resistor

VLL version*

017



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,2 Kg. approx.

006-B54-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature   
Caratteristica standard✓

= Avaliable upon request   ✓ * for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

Static
pressure

mm H2O

 40 1022 17,9 603 1,6
 45 987 17,6 582 1,8
 50 945 17,1 557 2,0
 55 899 16,6 530 2,2
 60 858 16,1 506 2,4
 65 810 15,5 478 2,6
 70 752 14,7 444 2,8
 75 692 13,9 408 3,0
 80 607 12,7 358 3,1
 85 467 10,9 276 3,3
 90 367 9,4 216 3,5
110 0 7 0 4,3

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure
Pressione

in H2O

PERFORMANCE CHART 

006

Attention: This model must be used with a Max. current draw 
18 Amp



24v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,3 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

006-B50-22

* for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

 0 1200 15,9 708 0
 10 1130 14,9 667 0,4
 20 1040 14,0 614 0,8
 30 960 13,2 566 1,2
 40 860 12,5 507 1,6
 50 750 11,3 443 2,0
 60 600 9,6 354 2,4
 70 280 6,3 165 2,8
 80 110 5,4 65 3,2
 85 0 5,0 0 3,4

006



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 1200 16,0 708 0
 10 1100 14,5 649 0,4
 20 1030 13,8 608 0,8
 30 940 12,7 555 1,2
 40 840 12,2 496 1,6
 50 730 11,1 431 2,0
 60 620 10,1 366 2,4
 70 350 7,4 207 2,8
 80 180 6,5 106 3,2
 90 0 5,9 0 3,6

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

006-B39-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓ * for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

006



24v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

006-B40-22

* for OEM applications only

Long life  

3 or 4 speed resistor

VLL version*

 0 1100 12,0 649 0
 10 1010 11,2 596 0,4
 20 920 10,5 543 0,8
 30 820 9,8 484 1,2
 40 700 8,9 413 1,6
 50 560 7,8 330 2,0
 60 430 6,6 254 2,4
 65 0 5,2 0 2,6

006



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2 Kg. approx.

Static
pressure

mm H2O

 0 1160 12,7 684 0
 10 1050 11,6 620 0,4
 20 940 10,6 555 0,8
 30 830 9,9 490 1,2
 40  730 9,1 431 1,6
 50 600 8,1 354 2,0
 60 350 6,1 207 2,4
 70 0 4,8 0 2,8

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

006-B45-22

✓

PRODUCT FEATURES

= Avaliable upon request  
Disponibile su richiesta✓

3 or 4 speed resistor

006



24v c.c. - d.c.

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

006-B46-22

Long life 

3 or 4 speed resistor

 0 920 8,1 543 0
 10 820 7,3 484 0,4
 20 730 6,9 431 0,8
 25 660 6,2 389 1,0
 30 590 6,1 348 1,2
 35 520 5,5 307 1,4
 40 380 4,7 224 1,6
 45 260 3,9 153 1,8
 50 140 3,3 83 2,0
 60 0 3,1 0 2,4

006



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

Static
pressure

mm H2O

 0 960 11,5 566 0
 10 880 10,8 519 0,4
 20  790 10,0 466 0,8
 30 690 9,2 407 1,2
 40 560 8,0 330 1,6
 50 390 6,5 230 2,0
 60 180 5,1 106 2,4
 70 0 4,7 0 2,8

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

011-B40-22

✓

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓ * for OEM applications only

Long life 

3 or 4 speed resistor

VLL version*

011



24v c.c. - d.c.

✓
✓

PRODUCT FEATURES

= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 2,1 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m /h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

011-B46-22

Long life 

3 or 4 speed resistor

 0 790  7,1 466 0
 10 710  6,6 419 0,4
 20 610  5,9 360 0,8
 30 470  5,1 277 1,2
 40 220  3,7 130 1,6
 50 60  3,3 35 2,0
 60  0  3,4 0 2,4

011



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

Static
pressure

mm H2O

 0 960  11,8   566 0
 10 860  10,6 507 0,4
 20 790  10,0 466 0,8
 30 720  9,4 425 1,2
 40 600  8,4 354 1,6
 50 460  7,1 271 2,0
 60 250  5,4 148 2,4
 70 120  4,9 71 2,8
 80  0  4,8 0 3,2

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

015-B45-22

✓

PRODUCT FEATURES

= Avaliable upon request  ✓

3 or 4 speed resistor

015



24v c.c. - d.c.

PRODUCT FEATURES

= Avaliable upon request✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

015-B46-22

 0 790 7,3 466 0
 10 710 6,7 419 0,4
 20 610 6,1 360 0,8
 30 520 5,5 307 1,2
 40 300 4,2 177 1,6
 50 120 3,2 71 2,0
 60 0 3,2 0 2,4

✓
✓

Long life  

3 or 4 speed resistor

015



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,7 Kg. approx.

Static
pressure

mm H2O

 0 770  7,9 454 0
 10 670  7,2 395 0,4
 20 580  6,5 342 0,8
 30 480  5,8 283 1,2
 40 350  4,9 207 1,6
 45 130  3,9 77 1,8
 50  0  3,5 0 2,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-B40-02

✓

✓

✓
✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request   ✓ * for OEM applications only

*

Long life  

Low noise  

3 or 4 speed resistor

VLL version*

008



24v c.c. - d.c.

✓

✓
✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,8 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

008-B45-02

Long life

Low noise

3 or 4 speed resistor

 0 750  8,2 443 0
 5 690  7,9 407 0,2
 10 650  7,5 384 0,4
 15 600  7,0 354 0,6
 20 570  6,7 336 0,8
 25 530  6,2 313 1,0
 30 490  6,1 289 1,2
 35 420  5,4 248 1,4
 40 360  4,9 212 1,6
 45 250  4,2 148 1,8
 50 110  3,3 65 2,0
 55  0  3,0 0 2,2

008



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
For mounting use wide-head screw or washer to fasten the unit 
Weight 1,3 Kg. approx.

Static
pressure

mm H2O

 0 620  5,1 366 0
 5 570  4,7 336 0,2
 10 530  4,4 313 0,4
 15 480  4,2 283 0,6
 20 440  3,9 260 0,8
 25 380  3,6 224 1,0
 30 300  3,3 177 1,2
 35 120  2,4 71 1,4
 40  0  2,0 0 1,6

Test voltage 26 V d.c. - 

Airflow

m /h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

008-B46-02

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Long life  

Low noise  

3 or 4 speed resistor

008



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

Static
pressure

mm H2O

 0 750 10,0 443 0
 5 700 9,5 413 0,2
 10 660 9,0 389 0,4
 15 620 8,6 366 0,6
 20 570 8,1 336 0,8
 30 430 6,7 254 1,2
 40 240 5,2 142 1,6
 50 0 4,0 0 2,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

005-B45-02

✓

✓

✓

PRODUCT FEATURES

= Standard feature   ✓
= Avaliable upon request   ✓

Long life  

3 speed resistor

Accessories: nr. 6, 8, 13

005



24v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

005-B46-02

Long life

3 speed resistor

Accessories: nr. 6, 8, 13

 0 620 6 366 0
 5 570 5,7 336 0,2
 10 520 5,2 307 0,4
 15 470 4,8 277 0,6
 20 370 4,0 218 0,8
 25 250 3,5 148 1,0
 30 180 2,3 106 1,2
 35 0 2,1 0 1,4

005



24v c.c. - d.c.

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

Static
pressure

mm H2O

 0 740 9,5 437 0
 5 700 9,0 413 0,2
 10 650 8,5 384 0,4
 15 610 8,0 360 0,6
 20 560 7,5 330 0,8
 30 450 6,3 266 1,2
 40 270 4,5 159 1,6
 50 0 2,7 0 2,0

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

in H2O

PERFORMANCE CHART 

002-B45-02

✓

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Long life 

3 speed resistor

Accessories: nr. 6, 8, 13

002



24v c.c. - d.c.

✓

✓

✓

PRODUCT FEATURES

= Standard feature  ✓
= Avaliable upon request  ✓

Suggested mounting torque: 3 +1/– 0 Nm with screw M4 
Weight 1,5 Kg. approx.

PERFORMANCE CHART 

Static
pressure

mm H2O

Test voltage 26 V d.c. - 

Airflow

m3/h

Current
input

A

Airflow

CFM

Static
pressure

statica
in H2O

002-B46-02

Long life

3 speed resistor

Accessories: nr. 6, 8, 13

 0 640  6,0 378 0
 5 590  5,5 348 0,2
 10 530  5,1 313 0,4
 15 470  4,5 277 0,6
 20 410  4,2 242 0,8
 25 330  3,7 195 1,0
 30 220  3,0 130 1,2
 35 70  2,4 41 1,4
 40  0  2,3 0 1,6

002
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ACCESSORIES



MOUNTING INSTRUCTION FOR RESISTOR 

3 speed connection 4 speed connection

Examples of connections:

ACCESSORI CENTRIFUGHI CONNESSIONE PER 3 VELOCITA'

30/05/2008 Pagina 1

ACCESSORI CENTRIFUGHI CONNESSIONE PER 4 VELOCITA'

30/05/2008 Pagina 1Example of blower applications: 

Ex.1
Es.1

Ex.2
Es.2

ACCESSORI CENTRIFUGHI ESEMPIO 1

21/05/2008

ACCESSORI CENTRIFUGHI ESEMPIO 2

19/05/2008

ACCESSORI CENTRIFUGHI ESEMPIO 2

19/05/2008

WARNING :
- Make sure that the polarities of the resistor are connected according to the 
enclosed diagram.
- Protect the motor with a suitable external fuse.
- Our resistor is provided with a non resettable thermal protector that intervene 
in the following cases: 
a) accidental blockage of motor or blades
b) erroneous connection of polarities that will cause a short circuit on the resistor

Example of wrong connection: connecting the negative pole (-) to one of the 3 
or 4 connections  available on the resistor (all marked with the symbol + )
instead of connecting the (-) pole directly to the motor.



Description Type of blower Accessories code

1. Fixing square flange

2. Fixing stirrup

001

001
003
004

3005.0028

3005.0004

Type of blower Accessories code

3. Inlet pipe union for tube Ø 100

4. Inlet pipe union for tube Ø 80

5. Outlet pipe union for tube Ø 80

6. Inlet pipe union for tube Ø 80

7. Inlet pipe union for tube Ø 140

001

001

002

002
005

004

3005.0037

3005.0038

3005.0025

3005.0026

3005.0030

Description

1
2

3

4

5

6
7

ACCESSORIES



Description Type of blower Accessories code

8. Adaptor for tubes
from Ø 80 to Ø 70

001
002
005

3005.0039

Type of blower Accessories code

12. Inlet grill

13. Inlet grill

14. Inlet grill

15. Inlet grill

16. Inlet grill

001

001
005

003

004

006-B29-26D
006-A22-26D

3005.0006

3005.0019

3005.0034

3005.0036

3005.0029

Description

8

12

13

14
16

15

ACCESSORIES



Jet-vent with fixed air vanes
Cod. 3291.0006

ACCESSORI CENTRIFUGHI COD. 32910006

21/05/2008 Pagina 1Jet-vent with adjustable air vanes
Cod. 2090.0000

ACCESSORI CENTRIFUGHI COD. 20900000

21/05/2008

ACCESSORI CENTRIFUGHI COD. 20900000

21/05/2008



ACCESSORIES
ACCESSORI CATALOGO COD. 20900001

Pagina 1

Jet-vent with adjustable air vanes
Cod. 2090.0001

ACCESSORI CENTRIFUGHI COD. 20900017 - 20900020

21/05/2008 Pagina 1

Adaption tubes (for the jet-vent code 2090.0001 only)

Cod. 2090.0017 – Cod. 2090.0020

ACCESSORI CENTRIFUGHI COD. 20900002

21/05/2008 Pagina 1

Jet-vent with adjustable air vanes
Cod. 2090.0002



ACCESSORI CENTRIFUGHI COD. 20900003

21/05/2008 Pagina 1

ACCESSORI CENTRIFUGHI COD. 20900006 - 20900007

21/05/2008 Pagina 1

Adaption tubes (for the jet-vent code 2090.0003 only) 

ACCESSORI CENTRIFUGHI COD. 20900004

21/05/2008

Cod. 2090.0003
Jet-vent with adjustable air vanes 

Cod. 2090.0004
Jet-vent with adjustable air vanes 



ACCESSORIES 

ACCESSORI CENTRIFUGHI COD. 20900018

21/05/2008 Pagina 1

Cod. 2090.0019ACCESSORI CATALOGO COD. 20900019

22/05/2008 Pagina 1

Cod. 2090.0018
Jet-vent with adjustable air vanes 
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