
GF4552-3B 

GM CONTROL MODULE (HEI lgnition) 
ln1t1llation ln1truction1 

IMPORTANT: А// work must Ье done with the 
ignilion tumed OFF! 

1. Disconnect the battery feed and coil 
connoctorв from tho diвtributor сар. 

2. Looэen distribLJtor сер эсrеwэ and 
remove сар. 

NOTE: /f it is nocossary to romovo tho ignition 
wires at the distributor евр, remember to tвg 
their positions. 

З. Romovo rotor. 
4. Remove two screws holding module to 

dietributor Ьаэе and orIe capacitor rnouпtirIg 
эсгеw (where required). 

5. Lift module and disconnect connectorв. 
6. Belore ir1,lallir1g r1ew rnodule, сlеап ttIe 

mountIng вurface In the dIвtributor houeIng, 
removing all dirt and grease. 

7. Apply а liberal coatir1g of the encloзed зilicone 
compound to the module's metal mounting 
pluto, to provont dumuging hoat build-up. 

NOTE: Твтi.�/1 оп module or /1втеs.� connectors 
сап prвvвnt thв module from functioning. Whвn 
instвOing а now modu/o: 

а. C/98n modlJ/e terminals with вп ersser or 
вbrssive, впd; 

Ь. Connoct впd disconnoct tho modulo and 
hвmess severвl times to insurв good contвct. 

с. lf the hвrnвss connвctors еrв not mвking 
в tight contact onto thв modulв tвrminвls, 
tighten thвm slightly Ьу bending with вп 
вppropriвtв si1в scrвwciriver. Otl1erwiвв, 
mвrgmel connвction, wШ tail вtter в ,hort 
poriod of sorvico. 

8. Replar.e connectors, and fasten modIJle 
with two screwв to distributor base. 
Т orquo to 8-12 inch-lbэ. Roplaco capacitor 
mounting эcrew (where required). 

9. Complete the distributor reassemЫy Ьу 
porforming stops 1-3 in rovorso ordor. 

Standard provides  the best in replacement ignition parts equipment.
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