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MATERIALS:

Permanent Mounting: Rubber Grommet

C to 55
C

Connections: 8"(min) Wires Exiting Unit

Module Housing: Polycarbonate

Operating Temperature Range: -40

SPECIFICATIONS:
Typical Input Voltage Range: 10-30 VDC @ .540 A MAX

Lens Gasket: EPDM Foam

Light Output: Steady Burn "C" Cool White of 268LM @ 25

Grommet: PVC

Module Lens: Polycarbonate

C
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CLASSIFICATIONS
COLORS DESCRIPTION J845 TITLE 13

A AMBER CLASS 1 -

BC BLUE W/CLEAR LENS CLASS 1 YES

GC GREEN W/CLEAR LENS - -

RC RED W/CLEAR LENS CLASS 1 YES

R RED CLASS 2 -

W COOL WHITE CLASS 1 -

A

A

CONNECTIONS:
22 Gauge Red Wire: Positive VDC
22 Gauge Black Wire: Negative VDC
22 Gauge Green Wire: Pattern Select (Touch wire to ground and release)
22 Gauge Green / White Wire: Turn Signal Input (DLHTHU ONLY)
22 Gauge White Wire: Synchronization

DLXTHU LED MODULE
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DL _____ THU  - _____ - _____
LED Head Pattern Type Oval  - Mount Type - Color

X = Standard 4 = Rubber Grommet A = Amber

H = Hazard Turn BC = Blue w/Clear Lens

GC = Green w/Clear Lens

RC = Red w/Clear Lens

W = Cool White

R = Red

MODEL NUMBERS
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