
STREET SCENE EQUIPMENT,INC. 950-77354 SATIN FINISH

950-78354 CHROME FINISH
2007

NISSAN VERSA
SPEED GRILLE INSERTS

  INSTALLATION  INSTRUCTIONS
VERY IMPORTANT !   Read and understand all directions and check the following parts list before starting
installation. 

PARTS LIST
1  R.H. Speed Grille Insert 1  Instruction Sheet 8  Installation Clips # 71098
1  L.H. Speed Grille Insert 1  Street Scene Emblem 2  Installation Clips # 71099

1  Care For Grilles

TOOL LIST
Flat Blade Screwdriver

1. Open hood.
2. Remove the ten push in fasteners securing the cover panel by prying up the center and then prying out

the body.
3. Remove the four push in fasteners securing the top of the grille shell to the vehicle.
4. Pull the bottom of the grille shell gently to release the pop in fasteners.
5. Place the Speed Grille inserts over the OEM grille shell and flip over.
6. Attach the Speed Grille using the clips provided. Selective fit clips are provided. Use the 71098 clips

if possible. The photo below shows where to position the clips on the grille.
PHOTO 

TYPICAL CLIP INSTALLATION

7. Install grille shell and cover panel to vehicle.

http://www.carid.com/street-scene/
http://www.carid.com/bar-billet-grilles.html

