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TOYOTA 4 - RUNNER 
MAIN GRILLE

  INSTALLATION  INSTRUCTIONS
VERY IMPORTANT !  Read and understand all directions and check the following parts list before starting
installation. 

PARTS LIST
1  Upper Grille Section 1     Instruction Sheet 20       Installation Clips # 71098
1  Lower Grille Section 1  Street Scene Emblem 6       Installation Clips # 71099
1    Care For Grilles

TOOL LIST
Flat Blade Screwdriver

1. Open hood.
2. Refer to illustration 1 and depress the small tab on the seven fasteners and pull gently to release grille

from core support. Refer to photo 1 for location of fastening points.
ILLUSTRATION   1 ILLUSTRATION   2

TYPICAL CLIP INSTALLATION

Depress Tab To Release

3. Set the grille on a covered bench or table.
PHOTO   1

FASTENING POINTS

71099 CLIPS

FASTENING POINTS
4. Install the Speed Grille inserts into the grille shell, make sure Speed Grille is pushed all the way in. If not

clips will not reach grille to fasten.
5. From the back side refering to photo 1 for clip placement " Clip " the Speed Grille to shell. Refer to

illustration 2 for clip installation procedure.
6. Install grille shell back into vehicle by gently puching at fastening points.
7. Install the Street Scene Emblem to lower grille face. Bend slightly to fit grille. Remove the protective cover.

http://www.carid.com/street-scene/
http://www.carid.com/bar-billet-grilles.html

