
ALL PARTS ARE TO BE INSTALLED BY A CERTIFIED ASE TECHNICIAN 

Installation Instructions





8. Separate the outer e rod end (#3) from the knuckle (#2) with ball joint remover (#1).

10. Remove shock clevis bolt and nut from lower control arm.

11. Lean the knuckle (#2) out and puch half sha (#1) out of the hub/bearing.

12. Pry half sha from axle/axle tube with pry bar. There are notches present on the inner C/V joint housing to pry against. 

9. Remove the upper ball joint nuts and separate the upper ball joint (#2) from the knuckle (#3) using ball joint
press.



13. Disconnect the air line fi ng (#1) from the air suspension spring and shock assembly.

NOTE: 
Do not remove the fi ng from the air line. During installaon the same fi ng will be used.

Only remove the air line fi ng (hex poron) and not the Pressure Retenon Valve (round poron) of the brass assembly
on top of the air suspension spring and shock assembly. Removing and reinstalling the valve (round) part of the assembly
may cause a leak. 

14. 14. Remove the upper mounng nuts (#2).

15. Turn the wheels so the front of the re on the side being serviced is turned to the inside of the vehicle.

16. Remove the air suspension assembly.

17. Install in reverse order.

Shop for quality Suncore products on our website. Learn more about replacement suspension parts we have.

https://www.carid.com/suncore/
https://www.carid.com/suspension-parts.html

