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Select (1) Plastic Bracket Cover and (2) Retaining Clips. Slide the 
Cover over the Front Bracket. Line up the (2) mounting holes in 
the Cover with the holes in the Bracket. Insert the Clip into the 
holes and push the center pin to expand Clip, (Figs 5-6). Repeat 
Step for all Cover installations. Notes please install all the plastic
covers onto the brackets before installing the side bar.

STEP 2
Move along the body panel to the center mounting location, (Fig 
7). Repeat Steps 1-2 for Driver/left side Center Bracket 
installation, (Fig 8).

STEP 3

(Fig 8) Driver/left Side Center Bracket installed  

(2) 8mm Hex Bolts
(2) 8mm Lock Washers
(2) 8mm Flat Washers  

Front 

(Fig 6) Plastic Cover attached to Front Bracket  

Front 

(Fig 5) Slide Cover over top of Bracket. Attach Cover
 to Bracket with (2) Retaining Clips  

(Fig 7) Driver/left side center mounting location 

Front 
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(Fig 10) Driver/left Rear Bracket installed  

(2) 8mm Hex Bolts
(2) 8mm Lock Washers
(2) 8mm Flat Washers  

Rear  

(Fig 9) Driver/left side rear mounting location  

Rear
 

Continue to the last, rear, mounting location, (Fig 9). Repeat Step 
2 for Driver/left side Rear Bracket installation, (Fig 10).

STEP 4
Once all (3) Brackets have been fully installed, carefully unwrap 
the Driver/left Sidebar. 

NOTE: The front stepping pad is farther away from the front end 
of the Sidebar. Place the Sidebar on top of the (3) Brackets. 

IMPORTANT: Do not slide the Sidebar on the Brackets, (front to 
back), or the finish on the Sidebar may result in damage.

STEP 5



Front 

(Fig 11) Driver/left Front Bracket attached to 
Sidebar illustrated  

(2) 8mm Combo Bolts  

Front 

(Fig 12) Driver/left Front Bracket attached 
to Sidebar  

Front 

(Fig 13) Driver/left center Bracket attached
to Sidebar  

Rear  

(Fig 14) Driver/left side Rear Bracket attached 
to Sidebar  
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Attach the Sidebar to the Brackets with (6) 8mm Combo Bolts, 
(Figs 11-14). Do not tighten hardware at this time.

STEP 6



Complete Installation
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Properly level and adjust the Sidebar and fully tighten all hard- 
ware. 

STEP 7

Repeat Steps 2-7 for Passenger/right Sidebar Installation.

STEP 8

Do periodic inspections to the installation to make sure that all 
hardware is secure and tight.

STEP 9


