


Certificate of Conformity 
Certificate: Master Contract: LC 1231751 

Project: Date Issued:  September 17, 2018 

 Certification System Type 3 
      (ISO / IEC Guide 67) 

16956-1S_Rev1 

16956 

The products listed below are eligible to bear the LabTest 
Certification Mark with adjacent indicators 'C' and 'US', and 

the subject area as shown below.  

Issued by: 

        Certification Manager 

PRODUCTS 

➢ Battery Charger

➢ Model No.: Blue Smart Charger 12/7(1)

➢ Ratings: Input: 110-130Vac, 50-60Hz; 2A

Output: 12Vdc, 7A 

APPLICABLE REQUIREMENTS & SUBJECT AREA 

➢ UL 1236 (Edition 8)
➢ CAN/CSA C22.2 No. 107.2-01 (R2016)

CONDITIONS OF ACCEPTABILITY 

None 

The 'C' and 'US' indicators adjacent to the LabTest Certification Mark shall signify that the product has been evaluated by an accredited laboratory to 
the applicable CSA and UL Standards respectively. The subject area shall be displayed with the LabTest Certification Mark to identify the Standard 
Number, and Revision Level. 



Declaration of Conformity 
Applicant: Victron Energy B.V. 

Battery Charger 

A representative test sample of above stated model passed the tests according to: 

Standard: IEC 60335-2-29:2002 + A1:2004 + A2:2009 in conjunction with IEC 
60335-1:2010 
EN 60335-2-29:2004 + A2:2010 conjunction with EN 60335-1:2012 

IEC 60950-1 + A1:2009 + A2:2013 
EN 60950-1 + A11:2009 + A1:2010 + A12:2011 + A2:2013 

Report no: 15PP004-1_3  
15PP004-2_0 

Certificate no: 15-056-01

Date of issue: 2018-11-30 

 

Peter Hanses  

Peter Hanses
- Digitally signed  |  see http://ca.primara.net for more details - 

Product type: 

Model: 

Rating: 

Blue Power IP65 charger series 
Blue Smart IP65 charger series; detailed models see page 2 

See page 2 and 3 



Model / Type reference 
Technical Data 

Model / Type 
reference 

Input 
voltage 

Input 
current Frequency Power Output 

voltage 
Output 
current 

Blue Power IP65 charger series 

Blue Power IP65 
charger 12/5(1) 

220-240
Vac 0,7 A 50 Hz 80 W 12 Vdc 5 A 

Blue Power IP65 
charger 12/7(1) 

220-240
Vac 1 A 50 Hz 110 W 12 Vdc 7 A 

Blue Power IP65 
charger 12/10(1) 

220-240
Vac 1,1 A 50 Hz 150 W 12 Vdc 10 A 

Blue Power IP65 
charger 12/15(1) 

220-240
Vac 1,7 A 50 Hz 230 W 12 Vdc 15 A 

Blue Power IP65 
charger 24/5(1) 

220-240
Vac 1,4 A 50 Hz 150 W 24 Vdc 5 A 

Blue Power IP65 
charger 24/8(1) 

220-240
Vac 1,8 A 50 Hz 240 W 24 Vdc 8 A 

Blue Smart IP65 charger series 

Blue Smart IP65 
Charger 12/4(1) 

220-240
Vac 0,5 A 50-60 Hz 65 W 12 Vdc 4 A 

Blue Smart IP65 
Charger 12/4(1) 

AU/NZ 

220-240
Vac 0,5 A 50-60 Hz 65 W 12 Vdc 4 A 

Blue Smart IP65 
Charger 12/4(1) 

UK 

220-240
Vac 0,5 A 50-60 Hz 65 W 12 Vdc 4 A 

Blue Smart 
IP65s Charger 

12/5(1) UK 

220-240
Vac 0,7 A 50-60 Hz 80 W 12 Vdc 5 A 

Blue Smart 
IP65s Charger 
12/5(1) AU/NZ 

220-240
Vac 0,7 A 50-60 Hz 80 W 12 Vdc 5 A 

Blue Smart 
IP65s Charger 

12/5(1) 

220-240
Vac 0,7 A 50-60 Hz 80 W 12 Vdc 5 A 

Blue Smart IP65 
Charger 12/5(1) 

220-240
Vac 0,7 A 50-60 Hz 80 W 12 Vdc 5 A 

Blue Smart IP65 
Charger 12/7(1) 

220-240
Vac 1 A 50-60 Hz 110 W 12 Vdc 7 A 

Blue Smart IP65 
Charger 12/7(1) 

AU/NZ 

220-240
Vac 1 A 50-60 Hz 110 W 12 Vdc 7 A 



Blue Smart IP65 
Charger 12/7(1) 

UK 

220-240
Vac 1 A 50-60 Hz 110 W 12 Vdc 7 A 

Blue Smart IP65 
Charger 
12/10(1) 

220-240
Vac 1,1 A 50-60 Hz 110 W 12 Vdc 10 A 

Blue Smart IP65 
Charger 

12/10(1) AU/NZ 

220-240
Vac 1,1 A 50-60 Hz 110 W 12 Vdc 10 A 

Blue Smart IP65 
Charger 

12/10(1) UK 

220-240
Vac 1,1 A 50-60 Hz 110 W 12 Vdc 10 A 

Blue Smart IP65 
Charger 
12/15(1) 

220-240
Vac 1,7 A 50-60 Hz 230 W 12 Vdc 15 A 

Blue Smart IP65 
Charger 

12/15(1) AU/NZ 

220-240
Vac 1,7 A 50-60 Hz 230 W 12 Vdc 15 A 

Blue Smart IP65 
Charger 

12/15(1) UK 

220-240
Vac 1,7 A 50-60 Hz 230 W 12 Vdc 15 A 

Blue Smart IP65 
Charger 24/5(1) 

220-240
Vac 1,4 A 50-60 Hz 150 W 24 Vdc 5 A 

Blue Smart IP65 
Charger 24/5(1) 

AU/NZ 

220-240
Vac 1,4 A 50-60 Hz 150 W 24 Vdc 5 A 

Blue Smart IP65 
Charger 24/8(1) 

220-240
Vac 1,8 A 50-60 Hz 240 W 24 Vdc 8 A 

Blue Smart IP65 
Charger 24/8(1) 

AU/NZ 

220-240
Vac 1,8 A 50-60 Hz 240 W 24 Vdc 8 A 

Blue Smart IP65 
Charger 24/8(1) 

UK 

220-240
Vac 1,8 A 50-60 Hz 240 W 24 Vdc 8 A 



























The 'C' and 'US' indicators adjacent to the LabTest Certification Mark shall signify that the product has been evaluated by an 
accredited laboratory to the applicable Canadian and US Standards. The subject area shall be displayed with the LabTest Certification 
Mark to identify the Standard Number, and Revision Level. 

CERTIF ICATE OF  CONFORMITY

Certificate No.:  17864-1S Date Issued: November 19, 2019 

Project No.: 17864 Certification System Type 3 
(ISO / IEC Guide 67) 

Client No.: LC1231751 

Applicant: Victron Energy B.V. 
 De Paal 35 
 1351 JG Almere Haven 
 The Netherlands 

Issued by: ______________________________ 
      Certification Manager 

Products: Battery Charger 

Model No(s): Blue Smart IP65 Charger 12/10 (1) 
Blue Smart IP65 Charger 12/5 (1) 
Blue Smart IP65 Charger 12/15 (1) 
Blue Smart IP65 Charger 24/5 (1) 
Blue Smart IP65 Charger 24/8 (1) 
Blue Smart IP67 Charger 12/17 (1) 
Blue Smart IP67 Charger 12/25 (1) 
Blue Smart IP67 Charger 24/8 (1) 
Blue Smart IP67 Charger 24/12 (1) 
Blue Smart IP67 Charger 12/7 (1) 
Blue Smart IP67 Charger 12/13 (1) 
Blue Smart IP67 Charger 24/5 (1) 



Applicant: Victron Energy B.V. Certificate No.: 17864-1S 

The 'C' and 'US' indicators adjacent to the LabTest Certification Mark shall signify that the product has been evaluated by an 
accredited laboratory to the applicable Canadian and US Standards. The subject area shall be displayed with the LabTest Certification 
Mark to identify the Standard Number, and Revision Level. 

Ratings: Blue Smart IP65 Charger 12/10 (1)-120V NEMA 1-15 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 10A 

Blue Smart IP65 Charger 12/5 (1) 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 5A 

Blue Smart IP65 Charger 12/15 (1)-120V NEMA 1-15 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 15A 

Blue Smart IP65 Charger 24/5 (1)-120V NEMA 1-15 
Input: 110-130Vac, 50-60Hz; Output: 24Vdc, 5A 

Blue Smart IP65 Charger 24/8 (1)-120V NEMA 1-15 
Input: 110-130Vac, 50-60Hz; Output: 24Vdc, 8A 

Blue Smart IP67 Charger 12/17 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 17A 

Blue Smart IP67 Charger 12/25 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 25A 

Blue Smart IP67 Charger 24/8 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 24Vdc, 8A 

Blue Smart IP67 Charger 24/12 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 24Vdc, 12A 

Blue Smart IP67 Charger 12/7 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 7A 

Blue Smart IP67 Charger 12/13 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 12Vdc, 13A 

Blue Smart IP67 Charger 24/5 (1)-120V NEMA 5-15 
Input: 110-130Vac, 50-60Hz; Output: 24Vdc, 5A 

Applicable requirements: 

➢ UL 1236 (Edition 8)

➢ CSA-C22.2 No. 107.2-01 (R2016)

Conditions of acceptability: 

➢ None



DECLARATION OF CONFORMITY 

COMPANY : Victron Energy B.V. 

Declares that the following products: 

PRODUCT TYPE : BATTERY CHARGER 

BRAND : Victron Energy 

MODELS : - Blue Smart IP65 Charger 12/4 + DC connector
- Blue Smart IP65 Charger 12/5 + DC connector
- Blue Smart IP65 Charger 12/7 + DC connector
- Blue Smart IP65 Charger 12/10 + DC connector
- Blue Smart IP65 Charger 12/15 + DC connector
- Blue Smart IP65 Charger 12/25 + DC connector
- Blue Smart IP65 Charger 24/5 + DC connector
- Blue Smart IP65 Charger 24/8 + DC connector
- Blue Smart IP65 Charger 24/13 + DC connector

Are in conformity with the requirements of the following Directives of the European 
Union: 

EMC Directive 2014/30/EU with the following harmonized standards: 
EN-IEC 61000-3-2:2014 
EN-IEC 61000-3-3:2013 
EN-IEC 61000-6-1:2007 
EN-IEC 61000-6-2:2005 
EN-IEC 61000-6-3:2007/A1:2011/AC:2012 
EN 55014-1:2006/A1:2009/A2:2011 
EN 55014-2:1997/A1:2001/A2:2008 

Low Voltage Directive 2014/35/EU with the following harmonized standards: 
EN-IEC 60335-1:2012/A11:2014  
EN-IEC 60335-2-29:2004/A2:2010 

Restriction of the use of certain hazardous substances RoHS (2011/65/EU and 
2015/863/EU) with the following harmonized standards: 
EN-IEC 63000:2018 

Vehicle Radiated Emissions & Immunity 
ECE R10-5 

CE MARK DATE: September 11th, 2015 

Signed : Reinout Vader 

Authority :  Managing Director 
Date :  19 August 2019 

Looking for dependable automotive tools? Rely on Victron Energy for quality and long-lasting products.

https://www.carid.com/automotive-tools.html
https://www.carid.com/victron-energy/
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